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REVISION HISTORY 


Initial release based on 82C596 “Mobile South” Data Sheet revision 0.3 

Revision 0.6 Updated registers in functions 1, 3, and 4 DH 
Revision 0.72 12/1/98 | Added UltraDMA-66 capability to feature bullets 

Changed pinouts (primarily SA and USB pins) so changed name to 82C686A 

Removed PIRQ1, KBLOCK moved SLPBTN#, GPI4, SERIRQ, USBOCO-1# 

Changed IDE secondary data bus (SDD) multiplexing 

Moved KBCK, ROMCS#, USBCLK, & USBPO-1 ports to add USB ports 2-3 

Added Status/Control I/O registers 14-17 (function 2) for new USB ports 2-3 

Changed XOE# to SOE# (function changed as well as the name) 

Updated pin names & descriptions to match MVP4 design guide 

Updated register definitions to reflect the above pin changes 

Removed references to I/O APIC & changed register control bits to reserved 

Changed Super-I/O configuration RxF6[2] and RxF8[7-4] to reserved 

Changed FDC registers offset 2 bits 1-0 and offset 4 bits 2-3 (now reserved) 

Moved Super I/O ena/disa from bit 0 to 1& config ports from 398/9 to 3F0/1 

Fixed errors in SMBus offsets D4-5, fixed PCI IRQ routing (f0 Rx55-57), 

added fORx4A/6],76[7], f1Rx71,79, £3Rx42[6], changed PMU Device ID 


Revision 0.8 12/7/98 Added Super-I/O config register bits RxFO[2], F6[4] 
Added Func0-Rx76[7-6] (bit-7 changed), Rx85[0,2-4] 
Added note to FO-Rx41[0], removed note from Rx4A[7] 
Func 1-fixed Rx50[29], added Rx50[19, 3), added Rx54[3] 
Split Func 2 into two functions (2 = ports 0-1, 3 = ports 2-3), added Rx41[7] 


Moved Pwr Mgmt, SMBus, and HW Monitoring regs from func 3 to func 4 
Pwr Mgmt Func4 added Rx41[6], 42[7], 54 

Pwr Memt I/O added Rx4[15], 20[13], 22[13], 24[13], 45[3], removed 40 
Moved audio codec registers to function 5 


Revision 0.9 12/9/98 Fixed USB (Function 2 and 3) Rx40[1] definition 
Updated function 5 (audio codec) regs & added function 6 (modem codec) 
Fix USB Rx41[2] definition reversed 

Revision 1.0 1/15/99 | Corrected ROMCS# strapping polarity, feature bullet max EPROM support 
Corrected fORx8 Revision ID and f4Rx2 Device ID 
Fixed miscellaneous typographical errors in pin lists and pin descriptions 


Revision 1.1 4/15/99 | Fixed typos in pinout diagram (PDDO-15 and RXD2) & fig 7 block diagram 
Moved pin option MCCS# from US to U8 and added SCIOUT# on U5 
Removed GPO6 from V 10 and added SUSST1# alternate function to GPO3 
Added USBOC0-3#, APIC pin descriptions, Gameport/DRQ/DACK alt funcs 
Fixed HWM voltage sense pin descriptions, updated GPIO descriptions 
Added DMA ctrlr & timer shadow registers, modified int ctrlr shadow regs 


Modified ports 70 (CMOS Address RW), E6 (note), F6, F8 (2/4 drive option) 

Fixed register: fORx5C[2],74[7],75[3],77[0],81[3],85[4-2],88-89; f1Rx4[6- 
9],41[3,0],43[3-0]44[4,2,1], 50[26,18,10,2]; f2-3Rx41[5-7]; f4Rx4C[7- 
2],4D,50[6,2],54[3-2],90[3 1-16]; PMU I/O Rx4C; HWM I/O 13-17,27- 
28,35-38,42[2-1],44[2-1],49[3-0],4B defaults; f5Rx6[14-11,8],8,18,2C, 
34; 42[6-5],48[4]; f5IORx2[3-2],22[3-2]; f6oRx6[14-11,8],9-B,41[3-0], 
44[5-4]; f6lORx41[5-4],42[3-2],51[5-4], added IOBase2 Rx0-3 

Updated electrical specs 

Revision 1.1 April 15, 1999 -1- Revision History 


Technologies, Ine. VT82C686A 


TABLE OF CONTENTS 


REVISION HISTORY vscssssssicsssestscccsentsocssavsesssesssusseseseussesssvasscceovacsusssbvesusescccavsousoessseadesoctoas sedcseuseessosedasesbsseassssdenuseusovonsuassecoseasensssonsens I 
TABLE OF CONTENTS se sccssssssusscesssossevesobeseentsessessseaseucsasessnscasseuases cesses shevsedssacosbsoshsoessevssoasousssnedcuusiecsoobiobssebisesdesssancedssesessuscsseenss I 
LIST OF FIGURES wessiscssscssccssiastsccsesnsescsssvsenssesneussesssbesdeasevasssdcocuesnssebsssuseccseosecessvonsunseueseundscenseseueeoboesnassoucouscesscaueeesosousunseveseuaseceseass IV 
LIST, OR TEABLES esis sssssssssssssussctesvesscvessens soeseossonssescaaassussooseuassaasasssseouasascasdastssasvassaus ooassuussueseeussbesvesssvesoessse sbanssavasuscecdsuvscssevessbossens IV 
OVERVIEW ssisnicctisssssccsossicactessosdsussnasstuessvansecsabassassseacoussetseauscscscavnnndeuasessssusesenseusvsasseesesassud ces doudsuaseuueduscevusensesbuesnesobucsussausesdsesdecossutscs 5 
BINOU TS vsisscscsesscesssscossescoecsoassouseusssuescuessvasevoasoeecessseehencsessactssaecswssussea sossosshes sasadeceeusdoedsussessoassousevasdesacuassoanesss Gabesesssusheusesasacesaasceussuasse 7 
PIN DIAGRAM......ssssssssssssrcscsssscsscsssscscesseccasessensacsssensacsassneasesseneasesseneasesseneaseaseneaseasensaseaseneaseaseneaseaseneaseaseneaseaseneaseaseneaseaseneaseaseneasees 7 
BIN LISTS .cissssiscesusscasescgsosnedcesvaseonssessavcastecouasseasescpaseseésaseas obuaseesessasscsosasseasesegaeeued venues enacsoassdcasdesesesseasoseasdeeesseuaasosasseessecassecedcestaceusase 8 
PIN DESCRIPTIONG......cscsossssssscssrsasscsscsatscsacsassccacssssesacsassccacsssscsaceassceaceassccaceassccaseaesceassasscsaceascsaceassceaceassceaceasscsaseassceaceaseceaceaeseeaes 10 
REGISTERS ssscscscsstsscssscovensscacssussscccssnteccssensenssessbussegsdeacsucssoassuscobacsusssbussaseevscusesssesdsunscosseassussduassuecsooesnscobacsusccsseacsessocousensevcssussoucssans 27 
REGISTER OVERVIEW .....scsssssssesssssscssncecscessscesencasecessscesescasscesssceseneaseseaescenencasssesesceseneaseseaeseecsncassseaescseseaeeseaessssneasesessseesessaeeseaes 27 
REGISTER DESCRIPTIONS wiscssssteceessssessessssessardscecsessetesocssesessesscensssedasccsssentecesesntessecsauaséecieusssesesteseessasestecssssssassecedsessetesecaseseccssceenss 
Configuration Space W/O ............cssssscssscscccscscccssccesccssccssccesscessessccssssscsncesecsnscssecsscesscssccssessscessessssscssscssscssscsscssscssesesecseesseeeee 
Ms SaCy WO POrts ssscesssssssecsssessescscveseccssoscetcassssesecescsesescsscsungssssedcoanasacnesaseos sassosesssuncoessasessusasussesueisassoseocsenesescaseassasestssesasaoassese 
Keyboard Controller Registers iscc.scs2sth dacspnesqssnensdoscsssvchscetepieed unodeasdevas cxdySuaseatanespaetonsdaseyseadesnepaeadaeosda saevaneaneasgs vases dpvapyasatetoyendasneyeiyies 
DMA Controller I/O Registers.... 
Interrupt Controller RESiSt61s: 4 cs2 csc enasteacserspasdsheabds seeps sab castevtncelshnads sasvas cen esustahsguedbuspsasuaeay soadesuvey susdnssbdenqeugaesasandevssanagvass i savsayaedeyeaseay foo 
amet COUNTER REGISTEES:).3,5s.22032.3.43eaccasetenseasstedsctveleasedsin—.unsdu3 Saves schcpa va hSehsngssaiak cagea send adcadsSysnasescabesfedegsnasvasesyseisea ddl capes pcdesrssleaseassscen 
CMOS / RTC Registers... eee eee eeeee 
Super-I/O Configuration Index Registers.. 
Super-I/O Configuration Registers ............ sees 
Super-T/O W/O Port ..........cccccccccssscsssccssssssscssscssscssscscessesscesscssessscesscsssssssssscesssessssessssessnessscesecesecssesscssscssscssssssssssecssecsseeseeees 
Floppy Disk Controller RE@isters ica. ss0ccesssssdsesoisctsoes doe sdasisstpeddadh saauseartvedaoastoassned oattouss cast dcuro WSubuts¥bedseanaco us addedeseaus aap saei sesbes stivestneddiaroevs 
Parallel Port Registers 
SerialPort VRE Sisters ssseitaaivcssssdsass sh odsersis cacoanvoutsncs 0 otbatensstsetbuvods cldvaosbowsnosdasddecvioy tasdasosantopseon Shasteaeion Shas iasets ufdbeosboussusdvedtessse suesuesnaa bares! 51 
Serial, Port:2: RESIStErs) ssiesasive. ssessevssecsseasc egsoontovssaas by cton toned tautsuvoteotsoas seeueoy sbseas tah asd aeae toutsobnon taal sate a da uy savetewdaoes sgutbaas degusead iz edaeusesnta edieens 52 
SoundBlaster Pro Port Registers.... 
FM Registers.......... 


Mixer Registers ..............e 
SOunid: Processor RESIStSTS cskessd cascsacesdcbsdeatesGhassassselcadcssbasss a ecaubeasecesssctevavbesuasseescudesetecvecudsaalaauteluessesteuead-ieudcugssebeesitsvascncaarststes-duaretsasses 
Game Port Registers............scsssssssssssscssssscssssssscsscssssscsnsssesssssssssssnesscesscessssssssessnsssssncesosssesessssensssesscesosssssossosssesscssessossessosees 
Function 0 Registers - PCI to ISA Bridge................0000 
PCI Configuration Space Header..........0..000.. 
ISA Bus Control... eceeeeeeeeeeeee 
Plug and Play Control... eee ies 
Distributed DMA / Serial IRQ Control .......eceeeeseeeeeeeeeeeeeeeee 
Miscellaneous / General Purpose T/O........ cesses eeeeeeeneeeeeees 
Function 1 Registers - Enhanced IDE Controller 
PCI Configuration Space Header 


Function 2 Registers - USB Controller Ports 0-1 
PCI Configuration Space Header re 
USB2S pecifie Configuration REG ster o.3 fo: 5csac.2cs de xgenta dees cdowss des shazdh cass ecaaedalecquvdsacala hutbeasics cs shsaagucesdsadselaceoad saeeivanedecsstecduesaesatedoashagee 
USB VO: REGISUEES' 55355-30553 caceseeseccdasSesgessfeigshpsapeludes ty sisegespssedeisvasoaseSausesesdsuaodvetpegs itcndedpasespavedsts <abcssleaueesaasasesaylusesaesaanges phseanssgasystadesiy oe 

Function 3 Registers - USB Controller Ports 2-3 
PCI Configuration Space Header............. 
USB-Specific Configuration Registers...... wes 
USB ORG SSUES 5c 53. fusdsdan acs Ss taes tes chesostssetan cant saeaiyasteyceyahsic tec asuas tee sanceeinsassnciyesg causes nes suh canaries wash sietenssuan teasgemeeareasythsdusiges maasseyees 


Revision 1.1 April 15, 1999 -li- Table of Contents 


Technologies, Ine. VT82C686A 


Function 4 Regs - Power Management, SMBus and HWM... 


PCI Configuration Space Header oo... cece ceeseceeeseeecsseeecneneeneeaees 
Power Management-Specific PCI Configuration Registers ..........cccessesescsseescseeecseesecsesecseesecsesaeeecsaesecsevsceaeeecsaeseaeseesaesecsaeseenenaeeaes 
Hardware-Monitor-Specific Configuration Registers ...........cccesescssssscsseseescsseeecseesecseescseesecseesecaeaeeecsaeseesesseaeeeesaessaesessaesessavsesneeaeease 
System Management Bus-Specific Configuration Registers ... 
Power Management I/O-Space Registers .0..........essssecssssssessecseeseeeesesecseesccseusecessaesecsaesesaeeecsaesecseeseeesecssuaeceesecueesscsenaseegsaesessaaeenenaseese 84 
System Management Bus I/O-Space Registers... cccesecsssecsssseeecssesecseesecssesesecsecseesecacsaeeecsaesecsansecsasasesessecassecseesessaaseecsaseeeneeaesnanaees 93 
Hardware. Monitor VO Space Registers: cissciscsisssaetiecsssssasssatevonsenseaseusissedccsedessascestaiesaesccaesaesstsensadeiessasscetceesonsocdscnet sso scaziadsseeseass saasease 96 
Function 5 & 6 Registers - AC97 Audio & Modem Codes ...........sssssssssscsssscessssescsssssssccsssssesessssesssenessesscssosnsnessessessosees 100 
PCI Configuration Space Header — Function 5 Audio sate 
PCI Configuration Space Header — Function 6 Modem... cceccceseecssesecseeeceeesecseesececsaeeecsaesecseesecsessesaescecacsaeeecsaesesaeeecsaesessasaeeaaaees 101 
Function 5 & 6 Codec-Specific Configuration Registers ...........cccecesssseeecsseescseesecsecseesecsesseeecsaesaesecsaesecaesecaesaeeecsaeaseaesecsaesessanaeeaaeaees 102 
I/O Base 0 Registers —Audio/Modem Scatter/Gather DMA.... w. LO4 
I/O Base | Registers -Audio FM NMI Status Registers ...... .. 108 
I/O Base 2 Registers -MIDI / Game Port (Rev H) ........eccecceesesssssscesecsecsceeseesecaecneeeseeseceaecaaeeaeesecuecsaecsseseeaecsaecseeseeseesaecsaeeaeseeceaeenaeeneees 108 
FUNCTIONAL DESCRIPTIONS ..........ccscsssccssssssccsssscsccesscssscsssssescnesncesscssscssessscssscssscssssssssssecssecsnscsscssesscesscssssssssssesesssssessnesseeece 109 
POWER MANAGEMENT.....scscsssssssssscssessencnsessenensessenensessenensessenensessenensessenenseseenensensencnssscenensessenceasscenenasacencnssscencnasscenenaeseeaceasseeaes 109 
Power Management Subsystem Overview ...........cssscssssecseseeecseesscsseseceesecsensecseaeeccsaesecneesecsenaecessecssuaeccsenaeessasseusecaesaseeesaeaeeneaecaseases 109 
Processor Bus States 0... ccc ees cee cee crseceeeeeeeeaes . 109 
System Suspend States and Power Plane Control...... ... 110 
Geériéral Purpose W/O Ports sicscsssecssssssssssssasssscesesssnsssnsesccsesessssaoesssssonsensssacssesosessoesetasdssdsanesncesteasebasssods Sonaosessss sess ongesestsasesoas sass sssesetonso nds 110 
Power Management Events iiciscccissscecseseviccsnsessuceaassaecacssseaséscsieesseesded Soucdaseedguseds shavseeacebcaacaigea sue laavoucdasesagtascsace sausdaad saacsaseaanteadssisesadenieden 111 
System and Processor Resume Events .. 
Legacy Power Management Wimmer ss 5cccc cess. ssiecees ds sedasescecscasceacdeateai cancinsyvactscssseevseaaagiet daa vhavasticus hats we baadieas doeaasdudas ache avaetiaa ads nieeS 
System Primary and Secondary: Events :.::.scc.cccsisssesassassaceigasseasseeisesssassncdensesasaiesevonsoncedags suds seaasavsuai saadsneseastsasseesoasesuedsesetesdvaceaoesstat nadeee 
Peripheral HV Crits :sescess essed ss saucaweds ss saucscavceacdevhavxciadss tsaceisssagzssvasaunssai cancsnsvyagsogeeveusasastausacacesdezseas senzaaesaas cast dasvsaczstersbevseastaarsaattaesaeteeus eee 
ELECTRICAL SPECIBICA TIONS sivsssssssssssassecescesssssssassesscussonsounscendensscvasobeassasoosssessensessesessossseoseassesesnseedaesonsessosesbessssssousoenssenses 
ABSOLUTE MAXIMUM RATINGS ......sssssssssssssesssssessssensacesesescsceseassscesssseneaessesessseessaeasecessscensaeasesessseeseaeassceasseeneaeasecesesessacaseaeaees 113 
DC CHARACTERISTICS.....cssssssessssssessecssscessssessecssesesssseseacesecescsnessacssesescsueneasasscesseceseacasesescsseseaeasecessaceseacasesesesseseaeaseceseeeseaeesenes 113 
PACKAGE MECHANICAL SPECTFICATIONS ............sssssssssssssssscesssesscssccsscesscsssssscesscesscsssscesscsssesecenessncesecsssssssssssesessncesecees 114 


Revision 1.1 April 15, 1999 -Lli- Table of Contents 


Technologies, Ine. VT82C686A 


LIST OF FIGURES 
FIGURE 1. PC SYSTEM CONFIGURATION USING THE VT82C686A ..........scssssssssssssssssssssssssssessssesessessssessessesessessesesessesees 6 
FIGURE 2. VT82C686A BALL DIAGRAM (TOP VIEW)......sssssssssssssssssssssssssssssesssssesessessssessessesessessssssessssessassssessessssessesessesees 7 
FIGURE 3. VT82C686A PIN LIST (NUMERICAL ORDER) ..........cscssssssssessssessssssessessssessessssessessssessessssessessssessesessessssessesessesees 8 
FIGURE 4. VT82C686A PIN LIST (ALPHABETICAL ORDER)..........cscsssssssssssssessessssessessssessessssessessssessessssessessssessessssessesersesees 9 
FIGURE 5. STRAP OPTION CIRCUIT..........ccssssssssssssssssssssscsssssssessssessessssessessssessessssessessssessesssseseesesessesessessesessessesessessesesnessseess 60 
FIGURE 6. POWER MANAGEMENT SUBSYSTEM BLOCK DIAGRAM. ........csssssssssssssssssesssssssesssssesessessesessesessessesseseses 109 
FIGURE 8. MECHANICAL SPECIFICATIONS -— 352 PIN BALL GRID ARRAY PACKAGE... ccscssstesssccsessceeseeeee 114 

LIST OF TABLES 
TABLE 1. PIN DESCRIPTIONG..........ccsssssssssssssssssssssesscssssesssssesesscssssessessssessessssessessesesseseesessessesesscessessssesnessesesuessssessessesessessssess 10 
TABLE 2. SYSTEM VO MAP.........cscssssssssesscssssessessssessessssessessssessessssessessssessessssessessssessessesessessesessessesessessesessessssessessesessessesessessesess 27 
TABLE 3. REGISTERG..........cccssssssssssessessssessessssessessssessessssessessssessessssessessssessessssessessssessessssessesseseesesseseasessesessessssessessesessessssessessssess 27 
TABLE 4. KEYBOARD CONTROLLER COMMAND CODES ........ccccssssssssssssssssssessssssesscssssessessssessessesessessssessessssessemecsensens 41 
TABLE 5. CMOS REGISTER SUMMARY..........csssssssssssssssssssssssssessssesnessssessessssessessssessessesessessssesessesesnessssessesessessesessesseseasessesess 44 


Revision 1.1 April 15, 1999 -1V- Table of Contents 


Technologies, Ine. VT82C686A 


VT82C686A PSIPC 
PCI SUPER-I/O INTEGRATED PERIPHERAL CONTROLLER 


PC98 COMPLIANT PCI-TO-ISA BRIDGE 
WITH INTEGRATED SUPER-I/O (FDC, LPT, COM1/2, AND IR), 
INTEGRATED HARDWARE SOUNDBLASTER/DIRECT SOUND AC97 AUDIO, 
ULTRADMA-33/66 MASTER MODE PCI-EIDE CONTROLLER, 
USB CONTROLLER, KEYBOARD CONTROLLER, RTC, 
DISTRIBUTED DMA, SERIAL IRQ, PLUG AND PLAY, 
ACPI, ENHANCED POWER MANAGEMENT, SMBUS, AND 
TEMPERATURE, VOLTAGE, AND FAN-SPEED MONITORING 


e Inter-operable with VIA and other Host-to-PCI Bridges 


— Combine with VT82C598 for a complete Super-7 (66/75/83/100MHz) PCI / AGP / ISA system (Apollo MVP3) 
— Combine with VT82C501 for a complete Super-7 system with integrated 2D / 3D graphics (Apollo MVP4) 

— Combine with VT82C691 for a complete 66 / 100 MHz Socket-8 or Slot-1 PCI / ISA system (Apollo Pro) 

—  Inter-operable with Intel or other Host-to-PCI bridges for a complete PC98 compliant PCI / AGP / ISA system 


e PCI to ISA Bridge 


— Integrated ISA Bus Controller with integrated DMA, timer, and interrupt controller 

— Integrated Keyboard Controller with PS2 mouse support 

— Integrated DS12885-style Real Time Clock with extended 256 byte CMOS RAM and Day/Month Alarm for ACPI 
— Integrated USB Controller with root hub and four function ports 

— Integrated UltraDMA-33/66 master mode EIDE controller with enhanced PCI bus commands 
—  PCI-2.2 compliant with delay transaction and remote power management 

— Eight double-word line buffer between PCI and ISA bus 

— One level of PCI to ISA post-write buffer 

— Supports type F DMA transfers 

— Distributed DMA support for ISA legacy DMA across the PCI bus 

— Serial interrupt for docking and non-docking applications 

— Fast reset and Gate A20 operation 

— Edge trigger or level sensitive interrupt 

— Flash EPROM, 4Mb EPROM and combined BIOS support 

— Supports positive and subtractive decoding 
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e UltraDMA-33 / 66 Master Mode PCI EIDE Controller 


— Dual channel master mode PCI supporting four Enhanced IDE devices 

— Transfer rate up to 33MB/sec to cover PIO mode 4, multi-word DMA mode 2 drives, and UltraDMA-33 interface 
— Increased reliability using UltraDMA-66 transfer protocols 

— Thirty-two levels (doublewords) of prefetch and write buffers 

— Dual DMA engine for concurrent dual channel operation 

— Bus master programming interface for SFF-80381 rev.1.0 and Windows-95 compliant 

— Full scatter gather capability 

— Support ATAPI compliant devices including DVD devices 

— Support PCI native and ATA compatibility modes 

— Complete software driver support 


e Integrated Super IO Controller 


— Supports 2 serial ports, IR port, parallel port, and floppy disk controller functions 
— Two UARTs for Complete Serial Ports 
Programmable character lengths (5,6,7,8) 
Even, odd, stick or no parity bit generation and detection 
Programmable baud rate generator 
High speed baud rate (230Kbps, 460Kbps) support 
Independent transmit/receiver FIFOs 
Modem Control 
Plug and play with 96 base IO address and 12 IRQ options 
— One dedicated IR port 
Third serial port dedicated to IR function 
IR function either through the two complete serial ports or the third dedicated port 
Infrared-IrDA (HPSIR) and ASK (Amplitude Shift Keyed) IR 
—  Multi-mode parallel port 
Standard mode, ECP and EPP support 
Plug and play with 192 base IO address, 12 IRQ and 4 DMA options 
— Floppy Disk Controller 
16 bytes of FIFO 
Data rates up to 1Mbps 
Perpendicular recording driver support 
Two FDDs with drive swap support 
Plug and play with 48 base IO address, 12 IRQ and 4 DMA options 


e SoundBlaster Pro Hardware and Direct Sound Ready AC97 Digital Audio Controller 


— Dual full-duplex Direct Sound channels between system memory and AC97 link 

— PCI master interface with scatter / gather and bursting capability 

— 32 byte FIFO of each direct sound channel 

— Host based sample rate converter and mixer 

— Standard v1.0 or v2.0 AC97 Codec interface for single or cascaded AC97 Codec’s from multiple vendors 
— Loopback capability for re-directing mixed audio streams into USB and 1394 speakers 

— Hardware SoundBlaster Pro for Windows DOS box and real-mode DOS legacy compatibility 

— Plug and play with 4 IRQ, 4 DMA, and 4 I/O space options for SoundBlaster Pro and MIDI hardware 
— Hardware assisted FM synthesis for legacy compatibility 

— Direct two game ports and one MIDI port interface 

— Complete software driver support for Windows-95, Windows-98 and Windows-NT 
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e Voltage, Temperature, Fan Speed Monitor and Controller 


— Five positive voltage (one internal), three temperature (one internal) and two fan-speed monitoring 
— Programmable control, status, monitor and alarm for flexible desktop management 

— External thermister or internal bandgap temperature sensing 

— Automatic clock throttling with integrated temperature sensing 

— Internal core VCC voltage sensing 

— Flexible external voltage sensing arrangement (any positive supply and battery) 


e Universal Serial Bus Controller 


— USB v.1.1 and Intel Universal HCI v.1.1 compatible 

— Eighteen level (doublewords) data FIFO with full scatter and gather capability 

— Root hub and four function ports 

— Integrated physical layer transceivers with optional over-current detection status on USB inputs 
— Legacy keyboard and PS/2 mouse support 


e System Management Bus Interface 


— Host interface for processor communications 
— Slave interface for external SMBus masters 


e Sophisticated PC98-Compatible Mobile Power Management 


— Supports both ACPI (Advanced Configuration and Power Interface) and legacy (APM) power management 

— ACPI v1.0 Compliant 

— APM v1.2 Compliant 

— CPU clock throttling and clock stop control for complete ACPI CO to C3 state support 

— PCI bus clock run, Power Management Enable (PME) control, and PCI/CPU clock generator stop control 

— Supports multiple system suspend types: power-on suspends with flexible CPU/PCI bus reset options, 
suspend to DRAM, and suspend to disk (soft-off), all with hardware automatic wake-up 

— Multiple suspend power plane controls and suspend status indicators 

— One idle timer, one peripheral timer and one general purpose timer, plus 24/32-bit ACPI compliant timer 

— Normal, doze, sleep, suspend and conserve modes 

— Global and local device power control 

— System event monitoring with two event classes 

— Primary and secondary interrupt differentiation for individual channels 

— Dedicated input pins for power and sleep buttons, external modem ring indicator, and notebook lid open/close for 
system wake-up 

— Upto 12 general purpose input ports and 23 output ports 

— Multiple internal and external SMI sources for flexible power management models 

— One programmable chip select and one microcontroller chip select 

— Enhanced integrated real time clock (RTC) with date alarm, month alarm, and century field 

— Thermal alarm on either external or any combination of three internal temperature sensing circuits 

— Hot docking support 

— I/O pad leakage control 


e Plug and Play Controller 


— PCT interrupts steerable to any interrupt channel 

— Steerable interrupts for integrated peripheral controllers: USB, floppy, serial, parallel, audio, soundblaster, MIDI 
— Steerable DMA channels for integrated floppy, parallel, and soundblaster pro controllers 

— One additional steerable interrupt channel for on-board plug and play devices 

— Microsoft Windows 98™, Windows NT™, Windows 95™ and plug and play BIOS compliant 
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e Built-in NAND-tree pin scan test capability 
e (0.35um, 3.3V, low power CMOS process 


e Single chip 27x27 mm, 352 pin BGA 
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The VT82C686A PSIPC (PCI Super-I/O Integrated Peripheral Controller) is a high integration, high performance, power-efficient, 
and high compatibility device that supports Intel and non-Intel based processor to PCI bus bridge functionality to make a complete 
Microsoft PC98-compliant PCI/ISA system. In addition to complete ISA extension bus functionality, the VT82C686A includes 
standard intelligent peripheral controllers: 


a) Master mode enhanced IDE controller with dual channel DMA engine and interlaced dual channel commands. Dedicated 
FIFO coupled with scatter and gather master mode operation allows high performance transfers between PCI and IDE 
devices. In addition to standard PIO and DMA mode operation, the VT82C686A also supports the UltraDMA-33 standard to 
allow reliable data transfer rates up to 33MB/sec throughput. The VT82C686A also supports the UltraDMA-66 standard. 
The IDE controller is SFF-8038i v1.0 and Microsoft Windows-family compliant. 


Universal Serial Bus controller that is USB v1.1 and Universal HCI v1.1 compliant. The VT82C686A includes the root hub 
with four function ports with integrated physical layer transceivers. The USB controller allows hot plug and play and 
isochronous peripherals to be inserted into the system with universal driver support. The controller also implements legacy 
keyboard and mouse support so that legacy software can run transparently in a non-USB-aware operating system 
environment. 


b 


wm 


c 
d 


wa 


Keyboard controller with PS2 mouse support. 


Real Time Clock with 256 byte extended CMOS. In addition to the standard ISA RTC functionality, the integrated RTC also 
includes the date alarm, century field, and other enhancements for compatibility with the ACPI standard. 


wm 


e 


wm 


Notebook-class power management functionality compliant with ACPI and legacy APM requirements. Multiple sleep states 
(power-on suspend, suspend-to-DRAM, and suspend-to-Disk) are supported with hardware automatic wake-up. Additional 
functionality includes event monitoring, CPU clock throttling and stop (Intel processor protocol), PCI bus clock stop control, 
modular power, clock and leakage control, hardware-based and software-based event handling, general purpose I/O, chip 
select and external SMI. 


f) Hardware monitoring subsystem for managing system / motherboard voltage levels, temperatures, and fan speeds 


g 
h 


Ww 


Full System Management Bus (SMBus) interface. 


wm 


Two 16550-compatible serial I/O ports with infrared communications port option. A third serial port is available to be 
dedicated to the IR interface. 


i) Integrated PCI-mastering dual full-duplex direct-sound AC97-link-compatible sound system. Hardware soundblaster-pro and 
hardware-assisted FM blocks are included for Windows DOS box and real-mode DOS compatibility. Loopback capability is 
also implemented for directing mixed audio streams into USB and 1394 speakers for high quality digital audio. 


j) Two game ports and one MIDI port 
k) ECP/EPP-capable parallel port 
1) Standard floppy disk drive interface 


m) Distributed DMA capability for support of ISA legacy DMA over the PCI bus. Serial IRQ is also supported for docking and 
non-docking applications. 


n) Plug and Play controller that allows complete steerability of all PCI interrupts and internal interrupts / DMA channels to any 
interrupt channel. One additional steerable interrupt channel is provided to allow plug and play and reconfigurability of on- 
board peripherals for Windows family compliance. 


The VT82C686A also enhances the functionality of the standard ISA peripherals. The integrated interrupt controller supports both 
edge and level triggered interrupts channel by channel. The integrated DMA controller supports type F DMA in addition to 
standard ISA DMA modes. Compliant with the PCI-2.2 specification, the VT82C686A supports delayed transactions and remote 
power management so that slower ISA peripherals do not block the traffic of the PCI bus. Special circuitry is built in to allow 
concurrent operation without causing dead lock even in a PCI-to-PCI bridge environment. The chip also includes eight levels 
(doublewords) of line buffers from the PCI bus to the ISA bus to further enhance overall system performance. 
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Sideband Signals: DIMM Module ID 


MA/Command 
MD 
SMB 


Init / CPUreset Ty ee 
IRQ/ NMI 
SMI / StopClk USB Ports 0-3 
FERR / IGNNE Keyboard / Mouse Expansion i 
SLP# (Slot-1) MIDI / Game Ports Cards 


YeeC nha: Parallel Port 


Boot ROM 352 BGA Serial Ports 1 and 2 


Infrared Comm Port 
arc SS 
Expansion ll 
Cards 


IDE Primary and Secondary 
Crystal 
Figure 1. PC System Configuration Using the VT82C686A 


Floppy Disk Interface 

AC97 Link 

Hardware Monitor Inputs 
GPIO, Power Control, Reset 
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PINOUTS 


Pin Diagram 


Figure 2. VT82C686A Ball Diagram (Top View) 
Rey] 1 | 2 | 3 | a | 5 | lg | 7 | | | to | ts | ee | te | 8s | 6 |_| is | 9 | 20 


KB | WRT W DS | CTS DCD TXD DCD 
DI_] PRT# DATA# 1# 2# 2# 1 1# 
R Ww ps | DTR RXD RTS RXD 
P3+ [DATA# GATE# — Q# 2# 1# 1 
CTS DSR 
1# 1# 


10 DACK DRQ DRV_ IN DTR 
R#  3# 3 EN1 DEX# DIR# ENO l# 


DACK DRQ T RI PD Pt 
1# 1 RFSH# OSC 1# as 


McS S_ IocS_ IO AD C/BE 
16# BHE# 16# CHK# GND vec vee. vec | VCC VCC EGNDE 16 o4 JFRM* rpy# RDY# 


EV 

G14 [GND J op) 4 STOP#SERR# PAR CBEI# 

DRQ2| IRQ AD AD AD 

TC BALE giro 13 #12 «1 


AD C/BE AD 
GND GND GND GND 


IRQ IRQ IRQ 
1 wd 15 gYec GND GND GND GND 


IRQ DACK DRQ DACK] SD 
14 O# 0 5H g | GND GND GND GND GND 


SD DEQ 
VCC GND GND GND GND 
6# 10 
<e SD 


SA SAIS5 PDD PDD PDD PDD 

16 SDDIS p78 9 10 0 14 1 13 
SA14 SAI3. SA12. SAI1_ SAIO PDD PDD PDD PDD 
SDD14 SDD13 SDD12 SDDI11 SDD10 S S 12 3 11 4 


SA9 SA8& SA7_ SA6 SUS 
SDD9 SDD8 sDD7 spp6|XDIR INIT SLP# CLK 


SAS SA4_ SA3 GPIO BAT | FAN SDD7 SDDS SDD12} SD SD SD SD 
SDDS SDD4 SDD3 SOE# SMI# NMI ph LID# |ow#| 2 SENSI| JBX ACRS JBB2|CS1# CS3# AO  A2 


SA2 SAI RSM CPU SUS SUS PCI GPIO|SDD9 SDD3 SDD1] SD SD sD 
SDD2 SDD1 SPKR poty FERR# pote ad  STi# RING# crpy senso] Cc | JAX SYNC SDI | Al DACK# rDY 


SAO RTC | PWR STP SUS SMB GPI PCK SDD6 SDD11SDD13 SDDO| SD SD 
SDDO x2 | cp crKk# NTR Be ALRT# 1  RUN#|SENS1 SENS3| JBY JABI JBB1 BTCK| IOR# IOW# 


RTC A20. IGN. SUS EXT PWR CPU SDD8 SDD4 SDD2 SDD14SDD15] SD 
x1 VBAT| w# NE# C# SMI# BTN# STP# |SENS2SENS4] JAY SDO SDI MSO MSI | DRQ 


F 


Note: Some of the pins above have alternate functions and alternate names. The table above contains only one name (usually the most often used function), but 
the pin lists and pin descriptions contain all names. 
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SMEMR# 
IOCHRDY 
USBPO+ 
USBP2+ 
.KBDT/ KBRC 
-WRTPRT# 
/WDATA# 


Figure 3. VT82C686A Pin List (Numerical Order) 


IRRX / GPO1LS 


‘PE 
‘PDS 

‘PDI 

| STROBE# 
'PIROB# 
/AD23 


aoe 
AD11 


'KBCK/A20GATE 
'USBP3- 

'TRKOO# 

| STEP# 

'MTRO# 

'RTS2# 

'RII# 

IRTX / GPO14 


-RSTDRV 


VCC 


VCC 
-PDRDY 
-PDIOR# 
-PDIOW# 
PDDROQ 


PDD15 


'ROMCS#/KBCS# 
‘1OW# 

'USBCLK 
‘'USBP1+ 

'MSDT /IRQ12 
'DSKCHG# 
'HDSEL# 
'MTRI# 


'MCS16# 
| SBHE# 

OCS 16# 
‘IOCHCK# / GPIO 
IRQ7 

‘GND 

‘VCC 

'GNDU 

'VCCU 

VCC 

‘GND 

“VCC 


'SD14 
'SD15 
'SAIT7 
'SA16 
‘SAIS /SDDI15 
‘GND 
‘GND 
'PDDOO 
'PDD14 
'PDDOI 
'PDD13 


PDDO2 
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Ein -_—_ Fis Name__ Pin Name ia Pis Namie —_—_ Pin Name [Pin [| _[PinName || Pin | [PinName i Pin Name pia Fis Namie —_—__ Pin Name 


VSENS 1 (2.0V) 


'SDDO7 / IBX 
'SDDOS / RST 
'SDD12/ JBB2 
'SDCS1# 
'SDCS3# 
'SDAO 


SDA2 


'MSCK/IROI 
'DRVENI 
'INDEX# 
'DIR# 
'DRVENO 
'TXD2 
DTRI# 


Revision 1.1 April 15, 1999 


IROQ6/I4/SLPBTN# 
AROS 

RQ4 

IRQ3 
DACK2#/IOF/OCO# 


OH OBSMPUVUVVOOHOHS SF SSS MUU TV UHHH OSG SSOSO UII TY 


‘_DACKO# 
‘DROO 
'DACKS# 
'SDO8 
‘GND 
‘GND 
‘GND 
‘GND 
‘GND 
‘GND 
‘ADOL 
ADO 
'PREQ# 
'PGNT# 


PDCS 1# 


a, 


swwyuvUU, 


'SA14/SDD14 
'SA13/SDD13 
'SA12/ SDD12 
SAI1/SDD11 
'SA10/ SDD10 
‘GND 

VCC 

VCC 

'VCCS 
/VCCS 

VCC 

'VCCH 
_'GNDH 

VCC 

'GND 

'PDD12 
-PDDO3 
PDD11 
-PDDO4 


PDD10 


»SA02 / SDD2 
SA01/SDD1 
SDOS5 / KBIN4 


'SUSA#/GPO1 
'SUSST1# 
'RING# / GPI7 

' PCISTP#/GPOS 

! VSENS2 (2.5V) 
:GPIOC(10)/CHAS 
'SDDO9 / JAX 
'SDD03 / SYNC 
'SDDO1 / SDI 


Or 


‘DROS 
'SD09 
'DACK6# 
'SD10 
‘DROQ6 
VCC 
‘GND 
‘GND 
‘GND 
‘GND 
VCC 
'PDCS3# 
'PDAO 
'PDA2 
'PDAL 


PDDACK# 


»SA09 / SDD9 

SA08 / SDD8 

SA07 / SDD7 

SA06 / SDD6 
_XDIR/GPO12/PCSO# 
NIT 

SLP#/ GPO7 


/PME#/GPIS/THRM 
FANI 

-VREF 
_GPIOA(8)/GPOWE# 
SDD10 / JAB2 
-PDDOS 

-PDDO9 

-PDD06 

-PDDO08 


PDDO7 


'SA00 / SDDO 
'SD02 

'SD04 / KBIN3 
'SD07 / KBIN6 
'RTCX2 
'PWRGD 
'STPCLK# 
HINTR 

| SUSB# / GPO2 
'SMBALRT# / GPI6 
'GPII / IRO8# 
'PCKRUN# 
'TSENS1 
'VSENS3 (5V) 
'SDD06 / IBY 
'SDD11/JAB1 
'SDD13/JBB1 
'SDDO0 / BTCK 
| SDIOR# 


SDIOW# 


HE OSIOOOCOCOMM UT TTHHSEO 


S 


'SD11 
'DACK7# 
'SD12 
‘DROZ 


SD13 


Cee Se ece ceqe 


'SA0S / SDDS 

'SA04 / SDD4 

'SA03 / SDD3 
'MEMR# 

| SOE#/O13/SCIOUT# 
| SMI# 

‘NMI 

‘GPIOD(11) / MCCS# 
'SMBCLK 

‘LID / GPIB 
‘'BATLOWH/GPI2 


FAN2/GPIOB(9 


»SDOO 
/SDO1 
»SD03 
SD06 / KBINS 


| CPUSTP#/GPO4 
'TSENS2 

! VSENS4 (12V) 
'SDDO8 / JAY 
'SDD04 / SDO 
'SDD02 /SDI2/GPO3 
'SDD14/ MSO 
'SDD15 / MSI 


SDDRO 
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Figure 4. VT82C686A Pin List (Alphabetical Order) 


C12 DSRI1# 
C10. I DSR2# 


Dll, O DTRI# 
BOo_ O DTR2# 


'LA22 
LA23 


RTCX1 
RTCX2 


E15 | IO |SLCTIN# 
TO7__OD_SLP#/ GPO7 


Al5 I ERROR# 
Y10 JOD EXTSMI# 


LID / GPI3 
MCS 16# 


RTS1# 
RTS2# 


T12, I FANI 
U12_ JO FAN2/GPIOB(9) 


JMEMR# 
MEMW# 


RXD1 
RXD2 


W10, I SMBALRT#/ GPI6 
u09 10 SMBCLK 
TOO IO SMBDATA 


V0O7 I FERR# 
F118 JO FRAME# 


MSCK/ IRO1 
MSDT /IRO12 


‘'BATLOW#/GPI2 
'BCLK 
BUSY 


F06  P GND 
Fll_ P GND 
F15 P GND 
G06, P GND 
G15, P GND 
J09 P GND 
J10 P GND 
J1l1 P GND 
112, P GND 
K09, P GND 
K10, P GND 
K11, P GND 
K12. P GND 
L06, P GND 
L09 =P GND 
L10_ P GND 
L11l ,_ P GND 
L12, P GND 
L15_ P GND 
M09 P GND 
M10, P GND 
Mil P GND 
M12. P GND 


_MTRO# 
MTRI1# 


NMI 
OSC 

‘PAR 
PCKRUN# 
PCLK 
PCIRST# 
PCISTP#/GPO5 


‘PDO 
‘PDI 
PD2 
'PD3 
PD4 
PDS 
PD6 
PD7 


'SA00 / SDDO 
'SAO1/SDD1 
'SA02 / SDD2 
'SA03 / SDD3 
'SA04 / SDD4 
SA05 / SDDS 
SA06 / SDD6 
'SA07 / SDD7 
SA08 / SDD8 
SA09 / SDD9 
SA10/SDD10 
‘SAI1/SDD11 
'SA12/SDD12 
'SA13/SDD13 
SA14/SDD14 
'SAI5/ SDD15 
SA16 

'SAIT7 

SAI8 

SA19 


AOL, O SMEMR# 
BOl_ O SMEMW# 


U06 OD SMI# 

U05 , O SOE#/013/SCIOUT# 
V0O5 10 SPKR 

E08 OD STEP# 

G17 _ IO STOP# 

W07 OD STPCLK# 

D16_ JO STROBE# 


vo9  O SUSA#/GPO1 
Ww09 O SUSB#/ GPO2 
YO9 O SUSC# 
T10 | O SUSCLK 
V10__O  SUSSTI# 


HO! O TC 


F20 IO TRDY# 
I__TRKOO# 


I TSENS1 
I__TSENS2 


O TXDI 
QO TXD2 


PDAO 
PDAI1 
PDA2 


SBHE# 


PDCS 1# 
PDCS3# 


CBEO# 
CBEl# 
CBE2# 
CBE3# 


W111, I GPI/IRO8# 


T14_ IO GPIOA(8)/GPOWE# 


V1l4_ 10 GPIOC(10)/CHAS 


U08 IO _GPIOD(11)/MCCS# 


TO8 =O GPOO 


CPURST 
CPUSTP#/GPO04 


CTS1# 
CTS2# 


C07 OD HDSEL# 
C20, I IDSEL 
Y0O8_ OD IGNNE# 


PDDOO 
PDDO1 
‘PDDO2 
‘PDDO3 
‘PDDO4 
‘PDDOS 
‘PDDO6 
:PDDO7 
‘PDDO8 
PDDO9 
PDD10 
'PDD11 
'PDD12 
PDD13 
'PDD14 
PDD15 


SD00 
'SDO1 
sD02 
'SD03 
SD04 / KBIN3 
SDO05 / KBIN4 
'SD06 / KBINS 
'SDO7 / KBIN6 
‘SDO8 
‘SDO9 
‘SD10 
‘SD11 
‘SD12 
SD13 
SD14 
SD1I5 


' T 'USBCLK 
B03 IO USBPO- 
A03__ IO USBPO+ 
D04 | IO (USBPI- 
C04 10 USBP1+ 
B04 IO USBP2- 
A04 | 10 USBP2+ 
E06 | 10 USBP3- 
B0S__IO USBP3+ 


Y06  P VBAT 


SDAO 
SDA1 
SDA2 


-DACKO# 
DACKI# 
-DK2#/IOF/OCO# 
DACK3# 
DACKS# 
DACK6# 
DACK7# 


DCD1# 
DCD2# 


DO7. I INDEX# 
T06 | OD INIT 

W08 OD INTR 

F041 JOCHCK#/GPIO 
A0Q2. I IOCHRDY 

FO3. I IOCS16# 

DO1 IO JOR# 

C02 10 IOW# 

F910 IRDY# 


-PDDACK# 
PDDRO 


SDCS1# 
SDCS3# 


-PDIOR# 
PDIOW# 


PDRDY 


PE 
PGNT# 
PINIT# 


DEVSEL# 
DIR# 


mR RHEE SR HIOOCOCOCOOOhHO 


DROO 
DROQ1 
D2/IOE/OC1/SQ 
DRQ3 
DRQS5 
DROQ6 
DRO7 


G04 I IRO3 
G03) IT JIROQ4 
G02. I IROS 
G01) I IRQ6/I4/SLPBTN# 
F05 IRO7 
HO4 TROY 
K03 IRQIO 
K04; I IROI 
LOL I JRO 
KOS I JROIS 


I 
I 
I 
I 
I 
I 
I 
I 


_PIROA# 
_PIROB# 
_PIROC# 
PIROD# 


‘PME#/GIS/THRM 
PREO# 
PWRBTN# 
PWRGD 

'RDATA# 

RESH# 


'SDD00 / BTCK 
'SDDO1 / SDI 
'SDDO2 / SDI2/03 
'SDD03 / SYNC 
SDD04 / SDO 
SDDOS / RST 
'SDD06 / IBY 
'SDDO7 / JBX 
'SDDO8 / JAY 
'SDDO9 / JAX 
'SDD10/JAB2 
'SDD11/JAB1 
SDD12 / JBB2 
SDD13/JBB1 
SDD14/ MSO 
SDD15 / MSI 


FO7, P .VCC 
F10  P .VCC 
F12, P .VCC 
F13,— P_ .VCC 
F14_ P VCC 
H06) P VCC 


NI5. P VCC 
RO7, P VCC 
ROS P VCC 
R11 P VCC 
R14. P VCC 


VSENS1 (2.0V) 
VSENS2 (2.2V) 
VSENS3 (5V) 

VSENS4 (12V) 


-DRVENO 
DRVEN1 


D12 IO = IRRX/GPO15 
E12. O IRTX/GPO14 


RUO# 
RR# 


SDDACK# 
SDDRO 


A07 OD WDATA# 
BO7_ OD WGATE# 


io 
S 


'DSO# 
'DS1# 


E05 | IO KBCK/ A20GATE 
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'RING# / GPI7 
'ROMCS#/KBCS# 
'RSMRST# 


SDIOR# 
SDIOW# 


A06, I WRTPRT# 
TOS | O XDIR/GPO12/PCSO0# 


SDRDY 


'SERR# 
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Pin Descriptions 


Table 1. Pin Descriptions 


PCI Bus Interface 


Signal Name Signal Description 


AD{[31:0] (see pin list) | IO | Address/Data Bus. The standard PCI address and data lines. The address is driven with 
FRAME+# assertion and data is driven or received in following cycles. 
Command/Byte Enable. The command is driven with FRAME# assertion. Byte enables 
G20, J19 corresponding to supplied or requested data are driven on following clocks. 
F18 IO | Frame. Assertion indicates the address phase of a PCI transfer. Negation indicates that 
one more data transfer is desired by the cycle initiator. 


IRDY# Initiator Ready. Asserted when the initiator is ready for data transfer. 
TRDY# Target Ready. Asserted when the target is ready for data transfer. 
STOP# Stop. Asserted by the target to request the master to stop the current transaction. 


DEVSEL# IO | Device Select. The VT82C686A asserts this signal to claim PCI transactions through 
positive or subtractive decoding. As an input, DEVSEL# indicates the response to a 
VT82C686A-initiated transaction and is also sampled when decoding whether to 
subtractively decode the cycle. 


PAR __|__G19_1 10 | Parity. A single parity bit is provided over AD[31:0] and C/BE[3:0]# 


ERs G18 System Error. SERR# can be pulsed active by any PCI device that detects a system error 
condition. Upon sampling SERR# active, the WT82C686A can be programmed to 
generate an NMI to the CPU. 

eee fe ad Initialization Device Select. IDSEL is used as a chip select during configuration read and 
write cycles. Connect this pin to AD18 using a 100 Q resistor. 

PIRQA-D# Al6, D17, PCI Interrupt Request. These pins are typically connected to the PCI bus INTA#- 

C17, B17 INTD# pins as follows: 
PIRQA# PIRQB# PIRQC# PIRQD# 
PCI Slot 1 INTA# INTB# INTC# INTD# 
PCI Slot 2 INTB# INTC# INTD# INTA# 
PCI Slot 3 INTC# INTD# INTA# INTB# 
PCI Slot 4 INTD# INTA# INTB# INTC# 


PREQ# | Lis [| oO | PCI Request. This signal goes to the North Bridge to request the PCI bus. 


PGNT# L19 I | PCI Grant. This signal is driven by the North Bridge to grant PCI access to the 
VT82C686A. 


PCLK PCI Clock. PCLK provides timing for all transactions on the PCI Bus. 


PCKRUN# W112 IO | PCI Bus Clock Run. This signal indicates whether the PCI clock is or will be stopped 
(high) or running (low). The VT82C686A drives this signal low when the PCI clock is 
running (default on reset) and releases it when it stops the PCI clock. External devices 
may assert this signal low to request that the PCI clock be restarted or prevent it from 
stopping. Connect this pin to ground using a 100 © resistor if the function is not used. 
Refer to the “PCI Mobile Design Guide” and the VIA “Apollo MVP4 Design Guide” for 
more details. 
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CPU Interface 
i Signal Description 


CPU Reset. The VT82C686A asserts CPURST to reset the CPU during 
power-up. 

CPU Interrupt. INTR is driven by the VT82C686A to signal the CPU 
that an interrupt request is pending and needs service. 

Non-Maskable Interrupt. NMI is used to force a non-maskable interrupt 
to the CPU. The VT82C686A generates an NMI when either SERR# or 
IOCHK# is asserted. 

Initialization. The VT82C686A asserts INIT if it detects a shut-down 
special cycle on the PCI bus or if a soft reset is initiated by the register 
Stop Clock. STPCLK# is asserted by the VT82C686A to the CPU to 
throttle the processor clock. 

System Management Interrupt. SMI# is asserted by the VT82C686A to 
the CPU in response to different Power-Management events. 

Numerical Coprocessor Error. This signal is tied to the coprocessor 
error signal on the CPU. Internally generates interrupt 13 if active. 

Ignore Numeric Error. This pin is connected to the “ignore error” pin on 
the CPU. 

Sleep (Rx75[7] = 0). Used to put the CPU to sleep. Used with slot-1 
CPUs only. Not currently used with socket-7 CPUs. 

A20 Mask. Connect to A20 mask input of the CPU to control address bit- 


SLP# / GPO7 Ea 
A20M# 

20 generation. Logical combination of the A2Z0GATE input (from internal 

or external keyboard controller) and Port 92 bit-1 (Fast_A20). 


Note: Connect each of the above signals to 4.7K © pullup resistors to VCC3. 


Signal Name 


CPURST 


INIT 


8 
7 
T6 
6 
7 
Y8 
T7 
Y7 


Advanced Programmable Interrupt Controller (APIC) Interface 


Signal Name Signal Description 


APICREQ# / GPI3 / LID APIC Request. Rx74[7] = 1. Asserted by external APIC synchronous to 
PCLK prior to sending an interrupt over the APIC serial bus. This signals 
the VT82C686A to flush its internal buffers. 

APICACK# / GPO1 / SUSA# APIC Acknowledge. Rx74[7] = 1. Asserted by the VT82C686A to 
indicate that its internal buffers have been flushed (in response to 
APICREQ#). This indicates to the external APIC that the VT82C686A’s 
internal buffers have been flushed and that it is OK for the APIC to send 
its interrupt. 

APICCS# / GPO2 / SUSB# APIC Chip Select. Rx74[7] = 1. The VT82C686A drives this signal 
active to select an external APIC (if used). This occurs if the external 
APIC is enabled and a PCI cycle is detected within the programmed APIC 
address range. 

SCIOUT# / GPO13 / SOE# SCI Out. Used to route the internally generated SCI and SMBus 
interrupts out of the South Bridge for connection to an external APIC (if 
used). 
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Universal Serial Bus Interface 
Signal Name Signal Description 


USB Port 0 Data + 
USBP0- JSB Port 0 Data - 


JSB Port 1 Data + 


JSB Port 0 Over Current Detect. Port 0 is disabled if low. 

JSB Port 1 Over Current Detect. Port 1 is disabled if this 
input is low. Direct inputs are provided for overcurrent 
protection for ports 0 and 1 which may be used if the alternate 
functions of these two pins are not required. If overcurrent 
protection is desired on all four ports (or it is desired to use 
the alternate functions of these two pins), an external buffer 
may be used to drive the state of USBOC[3-0]# onto SD[3-0] 
during ISA bus refresh cycles (i.e., while ISA bus RFSH# is 
low, so that RFSH# may be used as the buffer enable). 

USBOCO# (SD2 & RFSH#) USB Port 0 Over Current Detect 

USBOC1# (SD1 & RFSH#) USB Port 1 Over Current Detect 

USBOC2# (SD0O & RFSH#) USB Port 2 Over Current Detect 

USBOC3# (SD3 & RFSH#) USB Port 3 Over Current Detect 


System Management Bus (SMB) Interface (rC Bus) 


Signal Name Signal Description 


SMBCLK SMB / IC Clock. 
SMBDATA SMB / TC Data. 


SMBALRT# / GPI6 W10 I SMB Alert. (System Management Bus I/O space Rx08[3] = 
1) When the chip is enabled to allow it, assertion generates 
an IRQ or SMI interrupt or a power management resume 
event. The same pin is used as General Purpose Input 6 
whose value is reflected in Rx48[6] of function 4 I/O space 
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UltraDMA-33 / 66 Enhanced IDE Interface 


Signal Name Signal Description 


PDRDY / N16 I | EIDE Mode: Primary I/O Channel Ready. Device ready indicator 

PDDMARDY / UltraDMA Mode: Primary Device DMA Ready. Output flow control. The device 

PDSTROBE may assert DDMARDY to pause output transfers 
Primary Device Strobe. Input data strobe (both edges). The 
device may stop DSTROBE to pause input data transfers 

EIDE Mode: Secondary I/O Channel Ready. Device ready indicator 

UltraDMA Mode: Secondary Device DMA Ready. Output flow control. The 
device may assert DDMARDY to pause output transfers 
Secondary Device Strobe. Input data strobe (both edges). The 
device may stop DSTROBE to pause input data transfers 

EIDE Mode: Primary Device I/O Read. Device read strobe 

UltraDMA Mode: Primary Host DMA Ready. Primary channel input flow control. 
The host may assert HDMARDY to pause input transfers 
Primary Host Strobe. Output data strobe (both edges). The 
host may stop HSTROBE to pause output data transfers 

EIDE Mode: Secondary Device I/O Read. Device read strobe 

UltraDMA Mode: Secondary Host DMA Ready. Input flow control. The host 
may assert HDMARDY to pause input transfers 
Host Strobe B. Output strobe (both edges). The host may stop 
HSTROBE to pause output data transfers 

EIDE Mode: Primary Device I/O Write. Device write strobe 

UltraDMA Mode: Primary Stop. Stop transfer: Asserted by the host prior to 
initiation of an UltraDMA burst; negated by the host before data 
is transferred in an UltraDMA burst. Assertion of STOP by the 
host during or after data transfer in UltraDMA mode signals the 
termination of the burst. 

EIDE Mode: Secondary Device I/O Write. Device write strobe 

UltraDMA Mode: Secondary Stop. Stop transfer: Asserted by the host prior to 
initiation of an UltraDMA burst; negated by the host before data 
is transferred in an UltraDMA burst. Assertion of STOP by the 
host during or after data transfer in UltraDMA mode signals the 
termination of the burst. 


Primary Device DMA Request. Primary channel DMA request 
Secondary Device DMA Request. Secondary channel DMA request 


Primary Device DMA Acknowledge. Primary channel DMA acknowledge 
Secondary Device DMA Acknowledge. Secondary channel DMA acknowledge 


SDRDY / 
SDDMARDY / 
SDSTROBE 


PDIOR / 
PHDMARDY / 
PHSTROBE 


SDIOR / 
SHDMARDY / 
SHSTROBE 


PDIOW# / 
PSTOP 
SDIOW# / 
SSTOP 


N19 
Y20 
M20 
v19 


I 
I 
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UltraDMA-33 / 66 Enhanced IDE Interface (continued) 


Signal Name Signal Description 

PDCS1# L20 Primary Master Chip Select. This signal corresponds to CS1FX# on 
the primary IDE connector. 

PDCS3# M16 Primary Slave Chip Select. This signal corresponds to CS3FX# on the 
primary IDE connector. 


PDD[15-0] 


SDD[15-0] / SA[15-0] P5, R1-RS, 
T1-T4, Ul1- 
U3, V1, 


SDD 
SDD 
SDD 
SDD 
SDD 
SDD 
SDD 
SDD 


[15] / MSI, 
[ 
[ 
[ 
[ 
[ 
[ 
[ 
SDD[ 
[ 
[ 
[ 
[ 
[ 
[ 
[ 


5] 

4]/ MSO, 

3] / JBB1 / PDRQB, 
2]/ JBB2 / PGNTB, 
1] / JAB1 / PDRQA, 
0] / JAB2 / PGNTA, 
]/ JAX / GPO23, 
]/ JAY / GPO22, 
]/ JBX / GPI23, 
]/ JBY / GPI22, 
]/ACRST, 
]/SDOUT, 
]/ SYNC, 
SDD[2] / SDIN2, 
SDD[1]/SDIN, 
SDD[0] / BITCLK 


SDD 
SDD 
SDD 


1 
1 
1 
1 
1 
1 
9 
8 
a 
6 
5 
4 
SDD[3 
2 
1 
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the secondary IDE connector. 
the secondary IDE connector. 


Primary Disk Address. PDA[2:0] are used to indicate which byte in 
either the ATA command block or control block is being accessed. 
Secondary Disk Address. SDA[2:0] are used to indicate which byte in 
either the ATA command block or control block is being accessed. 


Primary Disk Data 


Secondary Disk Data muxed with ISA Bus Address (Audio Enabled) 
ISA Bus Address only (Audio Disabled / Dedicated Secondary IDE 
Data) Note: Audio is enabled by strapping the SPKR pin high with 
4.7K ohms and disabled by strapping the SPKR pin low with 4.7K ohms. 
Secondary Disk Data (SPKR strap = 0) or 

AC-Link/Game Ports (SPKR strap = 1) 

Secondary Disk Data 15 / Midi Serial In 

Secondary Disk Data 14 / Midi Serial Out 

Secondary Disk Data 13 / Game Port Joystick B Button 1 

Secondary Disk Data 12 / Game Port Joystick B Button 2 

Secondary Disk Data 11 / Game Port Joystick A Button 1 

Secondary Disk Data 10 / Game Port Joystick A Button 2 
Secondary Disk Data 9 / Game Port Joystick A X-axis 

Secondary Disk Data 8 / Game Port Joystick A Y-axis 

Secondary Disk Data 7 / Game Port Joystick B X-axis 

Secondary Disk Data 6 / Game Port Joystick B Y-axis 

Secondary Disk Data 5 / AC97 Reset 

Secondary Disk Data 4 / AC97 Serial Data Out 

Secondary Disk Data 3 / AC97 Sync 

Secondary Disk Data 2 / AC97 Serial Data In 2 

Secondary Disk Data 1 / AC97 Serial Data In 

Secondary Disk Data 0 / AC97 Bit Clock 
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MIDI Interface 
Signal Name | Pint | v0 | Signal Description 


[MSI /SDD[15] ss 1/10 | MIDI Serial In / Secondary Disk Data 15 (SPKR strap = 1) 
MSO / Tone O/10_ | MIDI Serial Out / Secondary Disk Data 14 (SPKR strap = 1) 


AC97 Audio / Modem Interface 
Signal Name | Pint | 0 | Signal Description 


AC97 Reset / Secondary Disk Data 5 (SPKR strap = 1) 
AC97 Serial Data Out / Secondary Disk Data 4 (SPKR strap = 1) 
AC97 Syne / Secondary Disk Data 3 (SPKR strap = 1) 
AC97 Serial DataIn _/ Secondary Disk Data 1 (SPKR strap = 1) 
AC97 Bit Clock / Secondary Disk Data 0 (SPKR strap = 1) 


Game Port Interface 


Signal Name | Pint | v0 | Signal Description 


Joystick A Button1 —_/ Secondary Disk Data 11 (SPKR strap = 1) 
Joystick A Button 2 —_/ Secondary Disk Data 10 (SPKR strap = 1) 
Joystick B Button1 —_/ Secondary Disk Data 13 (SPKR strap = 1) 
Joystick B Button 2 —_/ Secondary Disk Data 12 (SPKR strap = 1) 
Joystick A X-axis / Secondary Disk Data 9 (SPKR strap = 1) 
Joystick A Y-axis / Secondary Disk Data 8 (SPKR strap = 1) 
Joystick B X-axis / Secondary Disk Data 7 (SPKR strap = 1) 
Joystick B Y-axis / Secondary Disk Data 6 (SPKR strap = 1) 


PDRQ / PGNT Interface 
ee 


PDRQA/SDD[IIJJABI | Wi6 | TON | 
[PGNTA/SDD[10]/JAB2_ | TIS |O/O/T | 
|PDRQB/SDD[13]/JBBI_ | WIT | TOM | 
| PGNTB/SDD[12]/JBB2_| Ul6 |O/O/ | 
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Floppy Disk Interface 
Signal Name Signal Description 


[DRVENO | DS | OD _| Drive Enable 0. Indicates the drive and media selected, 
[DRVENI | D6 | OD _| Drive Enable 1. Indicates the drive and media selected, 
[MTRo# | ED | OD | Motor Control 0. SelectmotorondriveOQ, 
[MTRI# | C8 | OD | Motor Control 1. Select motorondrivel 
| OD _| Drive Select 0, SelectdriveQ 
| OD | Drive Select 1. Selectdrivel 
[DIR# = = =—s |{|~—sis—sd|s Direction. Direction of head movement (0 = inward motion, 1 = outward motion) 

| OD _| Step. Low pulse for each track-to-track movement of the head. 
| OD _| Head Select. Selects the side for R/W operations = side 1, 1=side0) 


DSKCHG# C6 


Read Data. Raw serial bit stream from the drive for read operatrions. 
Write Data. Encoded data to the drive for write operations 
Write Gate. Signal to the drive to enable current flow in the write head. 


Disk Change. Sense that the drive door is open or the diskette has been changed 
since the last drive selection. 


WRTPRT# I Write Protect. Sense for detection that the diskette is write protected (causes 
write commands to be ignored) 


HDSEL# 
A6 
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Parallel Port Interface 


Signal Name Signal Description 


PINIT# Initialize. Initialize printer. Output in standard mode, I/O in ECP/EPP mode. 
STROBE# Strobe. Output used to strobe data into the printer. I/O in ECP/EPP mode. 


AUTOFD# C16 IO Auto Feed. Output used to cause the printer to automatically feed one line after 
eee eiierispdnad WOpinacenetmmie, nn om ee 


Acknowledge. Status output from the printer. Low indicates that it has received 
the data and is ready to accept new data 


PD[7:0] Parallel Port Data. 


D15, B15 
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Serial Ports and Infrared Interface 


TXD1 | All| Of Transmit Data 1. Serial port 1 transmit data out. 
TXD2 | Dio | oO | Transmit Data 2. Serial port 2 transmit data out. 


Infrared Transmit. IR transmit data out (Rx76[5] = 0) selectable from serial port 


IRTX / GPO14 E12 


1, 2, or 3. General Purpose Output 14 if Rx76[5] = 


RXD1 sf i Receive Data 1. Serial port 1 receive data in. 


RXD2 
IRRX / GPOI5 


7 


RTS1# 


RTS2## E10 


CTS1# 


2) 


CTS2# 


cre 
\o 


DTR1# 


2 


DTR2# 


DSR1# 


DSR2# C10 


DCD1# Al2 


DCD2# A10 


RU# Ell 


RIQ# 


2. 
Ss) 


EE 
‘oO 


Receive Data 2. Serial port 2 receive data in. 


Infrared Receive. IR receive data in (Rx76[5] = 0) selectable to serial port 1, 2, 
or 3. General Purpose Output 15 if Rx76[5] = 


Request To Send 1. Indicator that serial output port | is ready to transmit data. 
Typically used as hardware handshake with CTS1# for low level flow control. 
Designed for direct input to external RS-232C driver. 

Request To Send 2. Indicator that serial output port 2 is ready to transmit data. 
Typically used as hardware handshake with CTS2# for low level flow control. 
Designed for direct input to external RS-232C driver. 

Clear To Send 1. Indicator to serial port 1 that external communications device is 
ready to receive data. Typically used as hardware handshake with RTS1# for low 
level flow control. Designed for input from external RS-232C receiver. 

Clear To Send 2. Indicator to serial port 2 that external communications device is 
ready to receive data. Typically used as hardware handshake with RTS2# for low 
level flow control. Designed for input from external RS-232C receiver. 


Data Terminal Ready 1. Serial port 1 indicator that port is powered, initialized, 
and ready. Typically used as hardware handshake with DSRI1# for overall 
readiness to communicate. Designed for direct input to external RS-232C driver. 
Data Terminal Ready 2. Serial port 2 indicator that port is powered, initialized, 
and ready. Typically used as hardware handshake with DSR2# for overall 
readiness to communicate. Designed for direct input to external RS-232C driver. 
Data Set Ready 1. Indicator to serial port | that external serial communications 
device is powered, initialized, and ready. Typically used as hardware handshake 
with DTR1# for overall readiness to communicate. Designed for direct input from 
external RS-232C receiver. 

Data Set Ready 2. Indicator to serial port 2 that external serial communications 
device is powered, initialized, and ready. Typically used as hardware handshake 
with DTR2# for overall readiness to communicate. Designed for direct input from 
external RS-232C receiver. 


Data Carrier Detect 1. Indicator to serial port 1 that external modem is detecting 
a carrier signal (i.e., a communications channel is currently open). In direct 
connect environments, this input will typically be driven by DTR1# as part of the 
DTR/DSR handshake. Designed for direct input from external RS-232C receiver. 
Data Carrier Detect 2. Indicator to serial port 2 that external modem is detecting 
a carrier signal (i.e., a communications channel is currently open). In direct 
connect environments, this input will typically be driven by DTR2# as part of the 
DTR/DSR handshake. Designed for direct input from external RS-232C receiver. 
Ring Indicator 1. Indicator to serial port 1 that external modem is detecting a 
ring condition. Used by software to initiate operations to answer and open the 
communications channel. Designed for direct input from external RS-232C 
receiver (whose input is typically not connected in direct connect environments). 
Ring Indicator 2. Indicator to serial port 2 that external modem is detecting a ring 
condition. Used by software to initiate operations to answer and open the 
communications channel. Designed for direct input from external RS-232C 
receiver (whose input is typically not connected in direct connect environments). 
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ISA Bus Interface 
Signal Name Signal Description 


SA[19:16], K1, K2, P3, P4, O | System Address Bus. SA[19-16] are connected to ISA bus SA[19-16] directly. 
SA[15-0] / P5, R1, R2, R3, O | SA[19-17] are also connected to LA[19-17] of the ISA bus. If the audio interface is 
O 


SDD[15-0] R4, R5, T1, T2, disabled (SPKR pin strapped low), SA[15-0] are connected directly to ISA address 

T3, T4, U1, U2, bus pins SA[15-0] (the audio interface pins are used for the IDE secondary data bus). 

U3, V1, V2, If the audio interface is enabled (SPKR pin strapped high), SA[15-0] are multiplexed 

wil with the IDE Secondary Data Bus. In this case, SA[15-0] may be connected to both 

SDD[15-0] and ISA bus SA[15-0]. However, if ISA address bus loading is a 

concern, 74F245 transceivers may be used to externally drive ISA address bus pins 

SA[15-0]. In this case, these pins would connect directly to the IDE secondary data 

bus and to the transceiver “A” pins and the ISA address bus would connect to the 

transceiver “B” pins. SOE# would be used to control the transceiver output enables 
and the ISA bus MASTER# signal would drive the transceiver direction controls. 

LA[23:20] J2, J3, J4, JS System “Latched” Address Bus: The LA[23:20] address lines are bi-directional. 

These address lines allow accesses to physical memory on the ISA bus up to 

16Mbytes. LA[19-17] on the ISA bus are connected to SA[19-17] (see notes above). 

SD[15:0] P2, Pl, N5, N3, System Data. SD[15:0] provide the data path for devices residing on the ISA bus. 


N1, M4, M2, X-Bus data signals XD[7:0] may be derived if needed from SD[7:0] using an 
SBHE# 


L5, W4, Y4, external 74F245-type transceiver (see the XDIR pin description for transceiver 
V3, W3, Y3, connection details). 
W2, Y2, Y1 SD7:4 are strap options for keyboard inputs 6:3 (see Function 0 Rx5A) 


System Byte High Enable. SBHE# indicates, when asserted, that a byte is being 
transferred on the upper byte (SD[15:8]) of the data bus. SBHE# is negated during 
refresh cycles. 


data on to the ISA data bus. 
latch data from the ISA data bus. 
onto the ISA data bus. 


Memory Write. MEMW# is the command to a memory slave that it may latch data 
from the ISA data bus. 
Ral Standard Memory Read. SMEMR# is the command to a memory slave, under 


I 
I 
I 
I 
I 
I 
I 
I 
I 


O 
O 
O 
O 
O 


1MB, which indicates that it may drive data onto the ISA data bus 
1MB, which indicates that it may latch data from the ISA data bus. 
Bus Address Latch Enable. BALE is an active high signal asserted by the 
VT82C686A to indicate that the address (SA[19:0], LA[23:17] and the SBHE# 
signal) is valid 
16-Bit I/O Chip Select. This signal is driven by I/O devices on the ISA Bus to 
indicate that they support 16-bit I/O bus cycles. 
Memory Chip Select 16. ISA slaves that are 16-bit memory devices drive this line 
low to indicate they support 16-bit memory bus cycles. 
1/O Channel Check (Rx74[0] = 1). When this signal is asserted, it indicates that a 
parity or an uncorrectable error has occurred for an I/O or memory device on the 
ISA Bus. The same pin may optionally be used as General Purpose Input 0. 

V/O Channel Ready (Rx74(0] = 1). This signal is normally high. Devices on the 


BALE 


IOCS16# 
MCS16# 


IOCHCK# / 
GPIO 
IOCHRDY 


Revision 1.1 April 15, 1999 -19- Pinouts 


I 
I 
I 


ISA Bus assert IOCHRDY low to indicate that additional time (wait states) is 
required to complete the cycle. 


Technologies, Inc. 


VT82C686A 


ISA Bus Interface (continued) 
Signal Name Signal Description 


Refresh. As an output RFSH# indicates when a refresh cycle is in 
progress. RFSH# is also driven by 16-bit ISA Bus masters to indicate a 
refresh cycle. 

Address Enable. AEN is asserted during DMA cycles to prevent I/O 
slaves from misinterpreting DMA cycles as valid I/O cycles. 

Interrupt Request 1 (Rx5A[1] = 


IRQA | GT Interrupt Request4, 
[Interrupt Request9 


Interrupt Request 9. 


IRQO 
rRQI4, TT || Interrupt Request4. 
gis —_|_K5_|_1_1 interrupt Request 15_ 


DRQ7/GPI21, 

DRQ6 / GPI20, 

DRQS5/ GPI19, 

DRQ3/GPI18, 

DRQ2/ GPI12 / SERIRQ 

/ GPIOE / USBOCI#, 

DRQI /GPI17, 

DRQO / GP116 

DACK7# / USBIRQB / GPO21, 

DACK6# / USBIRQA / GPO20, 

DACKS5# / MC97IRQ / GPO19 
/ SERIRQ, 

DACK3# / AC9TIRQ / GPO18, 

DACK2# / USBOCO# / GPIOF 
/ GPI13, 

DACK1# / IDEIRQB / GPO17, 

DACKO# / IDEIRQA / GPO16 


7 - 
SOE# US O 
/ SCIOUT# /O 
/ GPO13 /O 
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DMA Request. Used to request DMA services from the internal DMA 
controller. 


Acknowledge. Used by the internal DMA controller to indicate that a 
request for DMA service has been granted. 


Terminal Count. Asserted to DMA slaves as a terminal count 
indicator. 

Speaker Drive. Output of internal timer/counter 2. Also functions as 
a strap input sampled at reset to determine the function of the Audio / 
Game interface pins: 0=Disable Audio / Game interface (pins used for 
IDE Secondary Data Bus SDD[15-0] and ISA SA[15-0] pins used for 
ISA bus only), 1=Enable Audio / Game interface (pins used for 
Audio/Game functions and SDD[15-0] are multiplexed with ISA 
SA[15-0]). 

ISA Address (SA) Output Enable. Asserted low when ISA address 
(SA) is valid (deasserted when SDD is valid) when SA and SDD are 
multiplexed on SA pins 15-0 (.e., when SPKR is strapped low to 
enable the audio interface pins). SOE# is tied directly to the output 
enable of 74F245 transceivers that buffer IDE Secondary Bus data and 
ISA-address (see SA pins for more information). 
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Serial IRQ 
Signal Name Signal Description 
SERIRQ / DRQ2 H3 I Serial IRQ (Rx68[3] = 1 and Rx74[6] = 0 and Rx75[3] = 1) 
/ GPIOE / USBOC1# 
SERIRQ / DACK5# L4 I Serial IRQ (Rx68[3] = 1 and Rx74[6] = 1) 
/ GPO19 / MC97IROQ 


Internal Keyboard Controller 


Signal Name i Signal Description 


MultiFunction Pin (Internal mouse controller enabled by Rx5A[1]) 
Rx5A[1]=1 Mouse Clock. From internal mouse controller. 
Rx5A[1]=0 Interrupt Request 1. Interrupt input 1. 


MSDT / IRQ12 C5 MultiFunction Pin (Internal mouse controller enabled by Rx5A[1]) 
RxS5A[1]=1 Mouse Data. From internal mouse controller. 
RxS5A[1]=0 Interrupt Request 12. Interrupt input 12. 

KBCK / A20GATE MultiFunction Pin (Internal keyboard controller enabled by Rx5A[0]) 
Rx5A[0]=1 Keyboard Clock. From internal keyboard controller 
RxS5A[0]=0 Gate A20. Input from external keyboard controller. 


KBDT / KBRC MultiFunction Pin (Internal keyboard controller enabled by Rx5A[0]) 
Rx5A[0]=1 Keyboard Data. From internal keyboard controller. 
Rx5A[0]=0 Keyboard Reset. From external keyboard controller (KBC) 
for CPURST# generation 


KBCS# / ROMCS# / strap Keyboard Chip Select (Rx5A[0]=0). To external keyboard controller chip. 
Power-Up Configuration Strap (Sampled At Reset): 
4.7K to GND = Socket-7, 4.7K to VCC3 = Socket-370 / Slot-1 
KBIN[6-3] / SD[7-4] Keyboard Inputs 6-3. Sampled at reset on SD[7-4] and latched into 
Rx5A[7-4]. 


Chip Selects 


Signal Name Signal Description 


ROMCS# / KBCS# / strap ROM Chip Select (Rx5A[0]=1). Chip Select to the BIOS ROM. 
Power-Up Configuration Strap (Sampled At Reset): 
4.7K to GND = Socket-7, 4.7K to VCC3 = Socket-370 / Slot-1 
PCS0# / GPO12 / XDIR T5 | O/10O/IO | Programmable Chip Select 0 (Rx76[1] = 1 and Rx76[4] = 1). Asserted 
during I/O cycles to programmable read or write ISA I/O port ranges. 
Addressed devices drive data to the SD pins (XDIR is disabled and the X- 
Bus is not implemented). 


MCCS# / GPIOD / GPIO11 U8 | 0/10/10 | Microcontroller Chip Select (Rx76[1] = 1 and Rx76[3] = 1). Asserted 
during read or write accesses to I/O ports 62h or 66h. 


Revision 1.1 April 15, 1999 -21- Pinouts 


WA Technologies, Ine. VT8 2C 6 8 6 A 
General Purpose Inputs 


Signal Name Pin# | I/O | Signal Description 


General Purpose Input 0 (Rx74[0] 

General Purpose Input 1 (Rx5A[2 

General Purpose Input 2 

General Purpose Input 3 

General Purpose Input 4 

General Purpose Input 5 (Read pin state at function 4 Rx48[5 

General Purpose Input 6 

General Purpose Input 7 

General Purpose Input 8 (Rx74 

General Purpose Input 9 (Rx74 
GPI10 / GPO10 / GPIOC / CHAS / ATEST General Purpose Input 10 (Rx7 
GPI11 / GPO11 / GPIOD General Purpose Input 11 (Rx74 
GPI12 / GPO24 / GPIOE / DRQ2 / SERIRQ General Purpose Input 12 (Rx75 1 & 75[1]=0 & 68[3 


H3 
General Purpose Input 13 (Rx75[3] = 


mS 


0 
1 


— 


) 


ll 


2 


oa 
—“ 


=0) 
0) 


S/o 

On| | 
Il 
Il 


Solo 
me | 


]=0) 


= 

w 

i 
Il 


I 
pa 
e 
~ 
a 


[2]=0) 


General Purpose Input 16 (Rx77[7 
General Purpose Input 17 (Rx77 
General Purpose Input 18 (Rx77 
General Purpose Input 19 (Rx77 


1) 
1) 
1) 
1 
1 
1 


ol 


] 
7 
7 
] 
] 


N=) 
= 1) 


GPI[23-16] (SD[7-0] & RFSH#) n/a I | General Purpose Inputs 16-23 (enabled on SD[7-0] by RFSH# 
active) (Rx77[7] = 0) 


—|l—o\i— 
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General Purpose Outputs 
Signal Description 


General Purpose Output 0 (Function 4 Rx54[0] = 0 and Rx54[1] = 0) 
General Purpose Output 1 (Rx74[7] = 0 and Function 4 Rx54[2] 
General Purpose Output 2 (Rx74[7] = 0 and Function 4 Rx54[3] 
General Purpose Output 3 (Function 4 Rx54[4] = 1) 

General Purpose Output 4 (Rx75[4] = 1) 

General Purpose Output 5 (Rx75[5] = 1) 

General Purpose Output 6 (Rx75[6] = 1) 

General Purpose Output 7 (Rx75[7 
General Purpose Output 8 (Rx74[2 
General Purpose Output 9 (Rx74 
General Purpose Output 10 (Rx7 


| 0 | 
| 0 | 
| 0 | 
| 0 | 
| 0 | 
| 0 | 
lO 
oO | 
| 0 | 
| 0 | 
| 0 | 
| Oo | General Purpose Output 11 (Rx74 
| Oo | 
| 0 | 
|-O- 
| 0 | 
05) 
20) 
| 0 | 
zee 
| 0 | 
| 0 | 
| 0 | 
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GPO0 / SLOWCLK 
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GPO3 / SDD[2] / SDIN2 / SUSST1# 
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GPO8 / GPI8 / GPIOA / GROWE# 
GPO9 / GPI9 / GPIOB / FAN2 
GPO10 / GPI10 / GPIOC / CHAS 
GPO11 / GPI11 / GPIOD 

GPO12 / XDIR / PCSO# 

GPO13 / SOE# / SCIOUT# 


a 
rs 


and Rx76[0] = 0) 


Fea Po 


and Rx76 
and Rx76 
and Rx76 
and Rx74 
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3 
4 
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0) 
0) 
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General Purpose Output 12 (Rx76 
General Purpose Output 13 (Rx77 
General Purpose Output 14 (Rx76 
General Purpose Output 15 (Rx76 
General Purpose Output 16 (Rx77[ 
General Purpose Output 17 (Rx77 
General Purpose Output 18 (Rx77 
General Purpose Output 19 (Rx77 
General Purpose Output 20 (Rx77 
General Purpose Output 21 (Rx77[7] = 1 and Rx77[3] = 0) 

General Purpose Output 22 (Rx77[6] = 1, audio enabled, game disabled) 
[GPO23/SDD9(RevH)____|V15_|_O_| General Purpose Output 23 (Rx77[6] = 1, audio enabled, game disabled) | 
|GPO24/DRQ2/GPII2/IOE/SIRQ/OC! | _H3_| O |General Purpose Output 24 (Rx75[3] = | & Rx75[1]J=1 & Rx68/3]=0) _| 
| GPO25/DACK2#/GPI13/GPIOF/OCO | G5 | O |General Purpose Output 25 (Rx75[3] = 1 & Rx75[2]=1) 

| GPO[23-16] (latched from SD[7-0]) | n/a | O |General Purpose Output 23-16 (Rx74[7]=0) latched by GPOWE# rising 
|GPOWE#/GPIOA/GPI8/GPO8 _| T14 | O |General Purpose Output Write Enable (Rx74[2] = | and Rx76[0] = 1). 


General Purpose I/Os 
Signal Name Signal Description 


/ USBOC1# / DRQ2 / SERIRQ 
/ USBOCO# / DACK2# 
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GPO16 / DACKO# (Rev H) 
GPO17 / DACK1# (Rev H) 
GPO18 / DACK3# (Rev H) 
GPO19 / DACK5# (Rev H) 
GPO20 / DACK6# (Rev H) 
GPO21 / DACK7# (Rev H) 


aja 


1 and Rx77 
= 1 and Rx77 
1 and Rx77 
1 and Rx77 
1 and Rx77 
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7 
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GPO1 / SUSA# 

GPO2 / SUSB# 

GPO4 / CPUSTP# 
GPOS5 / PCISTP# 
GPO6 / SUSST1# 
GPO7 / SLP# 

GPO14 /IRTX 

GPO15 / IRRX 

GPO22 / SDD8 (Rev H) 


re 


= 
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Hardware Monitoring 
Signal Name Pin # Signal Description 


U13 Voltage Sense 2.0V. Monitor for CPU core voltage. 
VSENS2 Voltage Sense 2.5V. Monitor for North Bridge core voltage. 
VSENS3 Voltage Sense 5V. 


Voltage Sense 12V. Connect +12V through a resistive voltage divider to insure 5V 
max to the input pin (see MVP4 Design Guide for details). 


VREF | CT13 | P| Voltage Reference for Thermal Sensing (5V5%) 


Chassis Intrusion Detect (Rx76[2] = 1 and Rx74[4] = 1). Used for system security 
purposes. 

me es 

ATEST / CHAS / GPIOC/10 | V14 Hardware Monitor Analog Test Out 


XD Interface 
Signal Name Signal Description 
TS 


XDIR / PCS0# / GPO12 X-Bus Data Direction. (Rx76[1]=0) Asserted low for all I/O read cycles and for 
memory read cycles to the programmed BIOS address space. XDIR is tied directly 
to the direction control of a 74F245 transceiver that buffers the X-Bus data and 
ISA-Bus data. The transceiver output enable may be grounded. SDO-7 connect to 
the “A” side of the transceiver and XDO-7 connect to the “B” side. XDIR high 
indicates that SD0O-7 drives XDO-7. 
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VT82C686A 


Power Management 


Signal Name Signal Description 


_— 
SLPBTN# / IRQ6 / GPI4 I/I/1 


MultiFunction Pin 
Power Management Event (Rx74[1] = 0) (10K PU to VCCS if not used) 
Thermal Alarm Monitor (Rx74[1] = 1) 
General Purpose Input 5 (pin state may be read at Function 4 I/O Rx48[5]) 
Power Button. Used by the Power Management subsystem to monitor an 
external system on/off button or switch. The VT82C686A performs a 200us 
debounce of this input if Function 4 Rx40[5] is set to 1. (3.3V only) 
Sleep Button. Used by the Power Management subsystem to monitor an 
external system sleep button or switch. (Function 4 Rx40[6]=1) (10K PU to 
VCC if not used) 


RSMRST# V6 I Resume Reset. Resets the internal logic connected to the VCCS power plane 
and also resets portions of the internal RTC logic. 


— 
SMBALRT#/ GPI6 


- 


— 


External System Management Interrupt. When enabled to allow it, a 
falling edge on this input causes an SMI# to be generated to the CPU to enter 
SMI mode. (10K PU to VCCS if not used) (3.3V only) 

SMB Alert (System Management Bus I/O space Rx08[3] = 1). When the 
chip is enabled to allow it, assertion generates an IRQ or SMI or power 
management event. (10K PU to VCCS if not used) 

Notebook Computer Display Lid Open / Closed Monitor. Used by the 
Power Management subsystem to monitor the opening and closing of the 
display lid of notebook computers. Can be used to detect either low-to-high 
and/or high-to-low transitions to generate an SMI#. The VT82C686A 
performs a 200 usec debounce of this input if Function 4 Rx40[5] is set to 1. 
(10K PU to VCCS if not used) 

Ring Indicator. May be connected to external modem circuitry to allow the 
system to be re-activated by a received phone call. (10K PU to VCCS if not 
used) 


BATLOW# / GPI2 Battery Low Indicator. (10K PU to VCCS if not used) (3.3V only) 


CPUSTP# / GPO4 [ood 
PCISTP# / GPOS [eee 


SLOWCLK / GPOO SLOWCLK (P00 —_|_ |_| 


SUSA# / GPO1 / APICACK# 


JSB# / GPO2 / APICCS# 


SUSST1# / GPO6 


SUSST1# / GPO3 
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CPU Clock Stop ( Rx75[4] = 0). Signals the system clock generator to 
disable the CPU clock outputs. Not connected if not used. 

PCI Clock Stop (Rx75[5] = 0). Signals the system clock generator to disable 
the PCI clock outputs. Not connected if not used. 

Slow Clock (Function 4 Rx54[0] = 1 or Rx54[1] = 1). 

Suspend Plane A Control (Rx74[7]=0 and Function 4 Rx54[2]=0). Asserted 
during power management POS, STR, and STD suspend states. Used to 
control the primary power plane. (10K PU to VCCS if not used) 

Suspend Plane B Control (Rx74[7]=0 and Function 4 Rx54[3]=0). Asserted 
during power management STR and STD suspend states. Used to control the 
secondary power plane. (10K PU to VCCS if not used) 

Suspend Plane C Control. Asserted during power management STD 
suspend state. Used to control the tertiary power plane. Also connected to 
ATX power-on circuitry. 

Suspend Status 1 (Rx75[6] = 0 for GPO6 and Func4 Rx54[4] = 0 for GPO3). 
Typically connected to the North Bridge to provide information on host clock 
status. Asserted when the system may stop the host clock, such as Stop Clock 
or during POS, STR, or STD suspend states. Connect 1OK PU to VCCS. 
Suspend Clock. 32.768 KHz output clock for use by the North Bridge (e.g., 
Apollo MVP3 or MVP4) for DRAM refresh purposes. Stopped during 
Suspend-to-Disk and Soft-Off modes. Connect 10K PU to VCCS. 
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Resets and Clocks 


Signal Name Signal Description 


PWRGD Power Good. Connected to the PWRGOOD signal on the Power Supply. 


PCIRST# PCI Reset. Active low reset signal for the PCI bus. The VT82C686A will assert 
this pin during power-up or from the control register. 


RSTDRV Ji Reset Drive. Reset signal to the ISA bus. Connect through an inverter to the chipset 
PN ||? [ito eseratmuand rel meneseres eRe 
rBCLK | HS | 0 | Bus Clock. ISA bus clock. 

Oscillator. 14.31818 MHz clock signal used by the internal Timer. 
I 


eee RTC Crystal Input: 32.768 KHz crystal or oscillator input. This input is used for 


the internal RTC and for power-well power management logic. 


RTCX2 | ows 8 RTC Crystal Output: 32.768 KHz crystal output 


Power and Ground 


Signal Name Signal Description 


F7, F10, F12- Core Power. 3.3V nominal (3.15V to 3.45V). This supply is turned on only 


F14, H6, H15, 
J6, J15, K6, K15, 
M6, M15, N6, 
N15, R7-R8, 
R11, R14 
F6, F11, F15, 


when the mechanical switch on the power supply is turned on and the PWRON 
signal is conditioned high. This pin should be connected to the same voltage as 
the CPU I/O circuitry. Internally connected to hardware monitoring system 
voltage detection circuitry for 3.3V monitoring. 


Ground. Connect to primary motherboard ground plane. 


G6, G15, J9-J12, 
K9-K12, L6, L9- 
L12, L15, M9- 
M12, P6, P15, 
R6, R15 


RSMRST#, PWRBTN#, SMBCLK, SMBDATA, SUSCLK, SUSA# / GPO1I, 
SUSB# / GPO2, SUSC#, SUSST1# / GPO6, GPII / IRQ8#, GPI2 / BATLOW#, 
GPI3 / LID, GPI5 / PME#, GPI6 / SMBALRT#, GPI7 / RING#, GPOO 


RTC Battery. Battery input for internal RTC (RTCX1, RTCX2) 
Voltage Reference (SV +5%). For thermal sensing and 5V input tolerance. 


Hardware Monitor Power. Power for hardware monitoring subsystem (voltage 
monitoring, temperature monitoring, and fan speed monitoring). Connect to VCC 
through a ferrite bead. 


| R13. |_-~P__| Hardware Monitor Ground. Connect to GND through a ferrite bead. 
USB Differential Output Power. Power for USB differential outputs (USBPO+, 
PO-, P1l+, Pl-, P2+, P2-, P3+, P3-). Connect to VCC through a ferrite bead. 


GNDU a se ee USB Differential Output Ground. Connect to GND through a ferrite bead. 


Suspend Power. Always available unless the mechanical switch of the power 
supply is turned off. If the "soft-off" state is not implemented, then this pin can be 
connected to VCC. Signals powered by or referenced to this plane are: PWRGD, 
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REGISTERS 


Register Overview 


The following tables summarize the configuration and I/O 
registers of the VT82C686A. These tables also document the 
power-on default value (“Default’’) and access type (“Acc’’) for 
each register. Access type definitions used are RW 
(Read/Write), RO (Read/Only), “—’ for reserved / used 
(essentially the same as RO), and RWC (or just WC) (Read / 
Write 1’s to Clear individual bits). Registers indicated as RW 
may have some read/only bits that always read back a fixed 
value (usually 0 if unused); registers designated as RWC or 
WC may have some read-only or read write bits (see individual 
register descriptions for details). 


Detailed register descriptions are provided in the following 
section of this document. All offset and default values are 
shown in hexadecimal unless otherwise indicated 


Table 2. System I/O Map 


Port Function Actual Port Decoding 
00-1F Master DMA Controller 0000 0000 000x nnnn 
20-3F Master Interrupt Controller 0000 0000 OO1x xxxn 
40-5F Timer / Counter 0000 0000 010x xxnn 
60-6F Keyboard Controller 0000 0000 0110 xnxn 
(60h) KBC Data 0000 0000 0110 x0x0 
(61h) Misc Functions & Spkr Ctrl 0000 0000 0110 xxx1 

(64h) KBC Command / Status 0000 0000 0110 x1x0 
70-77 RTC/CMOS/NMI-Disable 0000 0000 0111 Onnn 
78-7F -available for system use- 0000 0000 O111 Ixxx 
80 -reserved- (debug port) 0000 0000 1000 0000 
81-8F DMA Page Registers 0000 0000 1000 nnnn 

90-91 -available for system use- 0000 0000 1001 000x 
92 System Control 0000 0000 1001 0010 

93-9F -available for system use- 0000 0000 1001 nnnn 

AO-BF Slave Interrupt Controller 0000 0000 101x xxxn 

C0-DF Slave DMA Controller 0000 0000 110n nnnx 

E0-FF -available for system use- 0000 0000 111x xxxx 

100-CF7 —-available for system use* 

CF8-CFB PCI Configuration Address 0000 1100 1111 10xx 

CFC-CFF PCI Configuration Data 0000 1100 1111 11xx 


DO0O-FFFF -available for system use- 
* On-Chip Super-I/O Functions — PC-Standard Port Addresses 


200-20F Game Port 

2E8-2EF COM4 

2F8-2FF COM2 

378-37F — Parallel Port (Standard & EPP) 
3E8-3EF COM3 

3F0-3F1 Configuration Index / Data 
3F0-3F7 — Floppy Controller 

3F8-3FF COMI 

400-402 Parallel Port (ECP Extensions) 
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Table 3. Registers 


Legacy I/O Registers 


| Port |Master DMA Controller Registers | Default | 


Acc 


Status /Command | 
| OC |Clear Byte Pointer FF Ww 

| OD |MasterClear | WO 
| OE |ClearMask CT CWO 
| OF |Read/WriteMask | SRW 


| 20 [Master Interrupt Control | Ss 
| 21 [Master InterruptMask_ | Ss 
| 20 _|Master Interrupt Control Shadow __ | ~—__ [RW] 
| 21 _|Master Interrupt Mask Shadow |= —_[RW| 


* RW if shadow registers are disabled 


| Port |Timer/Counter Registers _—|_ Default | 
| 40 [Timer /CounterOCount_ | [RWI 
| 41 [Timer/Counter1 Count | [RWI 
| 42 |Timer/Counter2Count_ | [RWI 
| 43 |Timer/Counter Control | [WO 


| 60 _|Keyboard ControllerData__— | [RWI 
| 61 |Misc Functions & Speaker Control |__| RW] 
| 64 |Keyboard Ctrlr Command /Status__| [RW 


| Port |CMOS/RTC/NMI Registers | Default | 
| 70 _|CMOS Memory Address & NMI Disa] ___ [WO] 
| 71 _|CMOS Memory Data (128 bytes) | [RW] 
| 72 |CMOS Memory Address | [RW 
| 73 _|CMOS Memory Data (256 bytes) | [RW] 
| 74 |CMOS Memory Address | [RW 
| 75 __|CMOS Memory Data (256 bytes) | [RW] 


NMI Disable is port 70h (CMOS Memory Address) bit-7. 

RTC control occurs via specific CMOS data locations (0-ODh). 
Ports 72-73 may be used to access all 256 locations of CMOS. 
Ports 74-75 may be used to access CMOS if the internal RTC is 
disabled. 


R 


B 


0 


Ol 
02 
03 
04 
05 
07 
Ww 
A Ww 
Ww 

OC 


RW 
RW 
RW 
RW 
RW 
RW 
RW 
RW 
O 
O 
O 
O 


| 00 | 
[Ore | | 
| 02 | | 
E08 Eb —— J 
| 04 | | 
| 05 |Channel 2 Base & CurrentCount___ |_| 
| 06 | | 
ia — 
| 08 | 
| 09 | | 
| OA | | 
| OB | ss 
| 


Register Overview 


Technologies, Ine. VT82C686A 


DMA Page Registers Slave DMA Controller Registers Default 


| CO |Channel 0 Base & Current Address | [RW] 
| C2 |ChannelO Base & Current Count | [RW] 
| C4 |Channel | Base & Current Address | [RW] 
| Co |Channel 1 Base & Current Count | [RW] 
| C8__|Channel 2 Base & Current Address | [RW] 
| 8B |DMAPage-DMAChannelS | [RW] |_ CA [Channel 2 Base & CurrentCount___ |__| RW] 
| 89 |DMAPage-DMAChannelo | [RW] |_ CC_ [Channel 3 Base & Current Address | | RW 
| 8A |DMAPage-DMAChannel7 | [RW] |_CE_ [Channel 3 Base & CurrentCount___ |__| RW] 

| DO |Status/Command | RWI 
| D2 |WriteRequest__— | SC WO 
| 92 |SystemControl | ER] | D4 [Write Single Mask | [WO 

| Do |WriteMode | CWO 
| Port |Slave Interrupt Controller Regs | Default | | D8 |Clear Byte PointerFF_ | [WO 
| AO [Slave InterruptControl | ~~ | * | | DA [MasterClear | |W 
| Al |Slave InterruptMask_ | OT * || DC [ClearMask | WOO 
| AO |Slave Interrupt Control Shadow | =—~— [RW] | DE [Read/WriteMask_ | RWI 
| Al |Slave Interrupt Mask Shadow |= —_[RW| 


* RW accessible if shadow registers are disabled 
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Super-I/O Configuration Registers (I/O Space) 
| Port [Super-I/O Configuration Registers 


Super-I/O Config Index (Rx85[1]=1) | 00  |RW| 
Super-I/O Config Data (Rx85[1]J=1) | 00  |RW| 


Super-I/O Configuration Registers (Indexed via Port 3F0/1) 
| Offset |Su per-I/O Control Default 
lreserved- Cd 


[00-DF |-reserved- | 00__—[ RO | 
| El |Super-/O Device Revision | 00__—[ RWI 


| 00 
Serial Port 2 Base Addr (def = 2F8-F) 
-reserved- | 00 
| EE [Serial PortConfiguration | 00 
| EF [PowerDownControl | 00 
| FO [Parallel Port PrinterControl | 00 
| Fi [Serial PortControl | 00 
| 00 
| 00 
| 00 | 


Test Mode (Do Not Program) 


-reserved- 


Test Mode (Do Not Program) 2 


-reserved- 


Floppy Controller Configuration | 00 


-reserved- 


Floppy Controller Drive Select | 00 | R 


-reserved- 


RW 
RW 
RW 
RW 
RW 
RW 
RW 
RW 
RW 
RW 
RW 


BEBEREBE 


zi 
= 


General Purpose I/O 


-reserved- 
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Super-I/O I/O Ports 


freserved@ | 


-reserved- 


| 01 |FDC Status A/B (Rx85[1]=0) |__| RO | 
| 02 |FDCCommand | RWI 
| 03 [reserved | I 
| 04 |FDC Main Status | RO 
| 04 |FDCDataRateSelect_ | 00 [WO] 
| 05 __|FDC Data | [RW 
| 06 |reserved- | I 
| 07 |Diskchange Status | SRO 
| 07 |FDC Configuration Control | 00_ [WO] 


| Offset [Parallel Port (378-37F typical) _| Default | 
| 00 [Parallel PortData | RWI 
| O01 [Parallel Port Status | SRO 
| 03 |EPP Address | RWI 
| 04 |EPPDataPortO | RWI 
| 05 |EPPDataPortl | RWI 
| 06 |EPPDataPort2 | RWI 
| 07 |EPPDataPort3 | RWI 
| 400h_|ECPData/ConfigurationA | [RW 
| 401h |ECPConfigurationB | RWI 
| 402h_JBCP Extended Control | RWI 


| 0 [Transmit (Wr) / Receive (Rd) Buffer | __ [RW] 
| 1 [interrupt Enable | RW 
| 2 |FiFOControl | CWO 
| 2 |interrupt Status | RO 
| 3 |UARTControl | RWI 
| 4 |Handshake Control | [RWI 
| 5 |UARTStaus | RWI 
| 6 Handshake Status | RWI 
| 7 |Scratchpad | CRW 
| 9-8 |Baud Rate Generator Divisor | [RW 
| AF |undefined- | I 


| Offset |Serial Port 2 (COM2=2F8, 4=2K8) | Default | 
| 0 [Transmit (Wr) / Receive (Rd) Buffer |__| RW] 
| 1 [interrupt Enable | RW 
| 2 |FIFOControl | WO 
| 2 [Interrupt Status | CRO 
| 3 |UART Control | CRW 
| 4 |Handshake Control | SRW 
| 5 |UARTStaus | RWI 
| 6 |Handshake Status | RWI 
| 7 |Scratchpad | CRW 
| 9-8 [Baud Rate Generator Divisor_ | [RW 
| AF fundefined- | CC 
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PCI Function 0 Registers - PCI-to-ISA Bridge 


Configuration Space PCI-to-ISA Bridge Header Registers 


| 1-0 [VendorID T1106 RO 
| 3-2 [DeviceID 0686 RO 
| 8 |RevisionID nn RO 
| 9 [Programming Interface | 00 RO 
| A [SubClassCode TORO 
| B [BaseClassCode | 06 RO 
| C_|reserved-(cache line size) | 00 | — | 
| D_|reserved-(latency timer) | 00 | — | 
Header Type | 80 

F__[BuiltInSelfTest(BIST) | 00 
-reserved- (base address registers) | 00_| 
-reserved- (unassigned) | 00 
SubsystemIDRead_ | 00 
-reserved- (expan. ROM base addr) | 00__| 
-reserved- (unassigned) | 00 
-reserved-(interruptline) | 00 
-reserved-(interrupt pin) | 00 
| 3E [reserved-(mingnt) | 00 
| 3F |reserved-(maxlat) | 00 | — | 


Configuration Space PCI-to-ISA Bridge-Specific Registers 


| 40 [ISABusControl | 00 [RWI 
| 41 [ISATestMode | 00 RW 
| 42 [ISAClock Control | 00 RWI 
| 43 |ROMDecode Control | 00 [RWI 
| 44 [Keyboard Controller Control | 00__—[ RW] 
| 45 [Type FDMAControl | 00 [RW 
| 46 [Miscellaneous Control! | 00 [RW] 


| 47 [Miscellaneous Control? | 00 [RWI 
| 4C_[DMA/ Master Mem Access Control 1) 
| 4D _ 


4C 1 
4D |DMA/ Master Mem Access Control 2 
4F-4E |DMA / Master Mem Access Control 3 0300 RW 
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| 51 [PnP Routing for LPT/FDCIRQ | 00 __ [RW] 
| 52_ [PnP Routing for COM2/COMIIRQ|__00_ [RW] 
| 53 [ueserved@ | — I 
| 54 |PCIIRQEdge/Level Select |_—00__—d[ RW 


-reserved- 


freserved- TT 

| 5B [Internal RTC TestMode_ | 00 RW 
DMA Control | 00 [RWI 
SF-SD]4eserved- || — 


+ Bit 7-4 power-up default value depends on external strapping 


| 70 [Subsystem ID Write | 00 [WO 
[71-73 |reserved- || — I 
| 74 [GPIOControll TS 00 
| 75 |GPIOControl2 | 00 
| 76 [GPIOControl3 00 
| 77 |GPIOContol4 | 00 RWI 
7A-TF[reserved- || — 
| 80 [Programmable Chip SelectMask___ | __00_ [RW] 
| 81 [ISA Positive Decoding Control! | __00_ [RW] 
| 82 ISA Positive Decoding Control2___ | __00_[ RW] 
| 83 [ISA Positive Decoding Control3__ | _00_[ RW] 
| 84 [ISA Positive Decoding Control4 | __00__—[ RW] 
| 85__[Extended Function Enable | 00__—[ RW] 
[86-87 [PnP IRQ/DRQ Test (do not program) | __00_ [RW] 
| 88 [PLLTest TRI 
| 89 [PLiControl 00 RW 
[8AFF}reserved@ | — I 


| 57 |PnP Routing for PCI INTD 
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PCI Function 1 Registers - IDE Controller 


Configuration Space IDE Header Registers 

| 3-2 [DevieeID 0571 L RO 
| 5-4 [Command 0080 RO 
| 8 [RevisionID TnL RO 
| 9 [Programming Interface | 85_—|RWI 
| A [SubClassCode | LRO 
| B [BaseClassCode | LRO 
| C  [reserved- (cache line size) | 00 | — | 
| D_|Latency Timer | 00 [RWI 
| E [HeaderType | 00 RO 
| F [BuiltIn Self Test(BIST) | 00_—[ RO 
[13-10 [Base Address - Pri Data /Command | 000001F0 | RO | 
[17-14 [Base Address - Pri Control / Status _| 000003F4 | RO | 
|1B-18 [Base Address - Sec Data /Command_| 00000170 | RO | 
[IF-1C [Base Address - Sec Control / Status _ | 00000374 | RO | 
0000CCO1 
[24-2F [-reserved- (unassigned) | 00 | — | 
[30-33 [-reserved- (expan ROM base addr) | 00 __| — | 
[34-3B [-reserved- (unassigned) | 00 
Interrupt Line 
| 3D [InterruptPin 00 FRO 
| 3E_[MinimumGrant_ | 00 RO 
| 3F [MaximumLatency | 00__—* RO 
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Configuration Space IDE-Specific Registers 
| 40 [IDE Chip Enable 
| 42 |reserved-(do not program) | 09 RW. 
| 44 |IDE Miscellaneous Control 1 | 68 RW. 
| 4D_|reserved-(do not program) | 00 [ RW. 
| 54 |UlaDMAFIFO Control | 06 RW. 
55-SFfreserved-SSSSSC~dYCis 
preserved | | SI 


62-67 |-reserved- 


freserved- | I 


69-6F |-reserved- 


| 70 [IDE Primary Staus |S 00 [RW 
| 71 [IDE Primary InterruptControl _—|_—_00_—[ RW 
freserved- 


72-73 |-reserved- 
74 
75 

76-77 |-reserved- 


00] 
00] 
freserved-SSSCS~wSCi 
78 [IDE Secondary Status +d 
79 [IDE Secondary Interrupt Control | 00 
reserved SiO 
00] 

00] 

00] 


2/2\! [2/2 (I 


A-7B |]-reserved- 


7 IDE Secondary Command | 
7 IDE Secondary Command 2 


E-7F |-reserved- 


IDE Primary S/G Descriptor Address | 0000 0000 


-reserved- 


8B-88 
C-97|reserved- | 
DAFFlreserved- | | — I 
gisters - IDE Controller (SFF 8038 v1.0 Compliant 
 Defautt [Acc] 
| 0 [Primary ChannelCommand | 00__— RWI 
| 1 |reserved? | — | 
| 2 [Primary Channel Status | 00 WC 
| 3 reserved? | — I 


rs 
=/= 


83-80 
84-87 


RW 


RW 


ioe) ~ ~ 
wile) 
HEDEDEEDEEIEE 


| 4-7 [Primary Channel PRD Table Addr__ | __00_ [RW] 
| 8 [Secondary ChannelCommand __|__00_—[ RW] 
freserved@ 


| 9 | teserved- | 00 | — | 
| A [Secondary Channel Status | 00 WC] 
| B freserved@ || — I 
| C-F [Secondary Channel PRD Table Addr | _00__ [RW] 
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PCI Function 2 Registers - USB Controller Ports 0-1 


Configuration Space USB Header Registers 


| 1-0 [Vendor ID 106 RO 
| 3-2 [DeviceID 38038 | RO 
| $Revision ID__{_nn_} RO] 
[10-1F|reserved- || — I 
24-3B[reserved- || — I 
| 3C_[InterruptLine TS 00 [RW 
| 3D_[InterruptPin TRO 
3E-3F}reserved- || — I 


Configuration Space USB-Specific Registers 


P40 [USB Miscellaneous Comat? [00 [RWI 
[41 |USB Miscellaneous Control? [00 [RW| 
Ee a 
[44-45 [reserved- (est, donot program) | ___[RW| 
a 


-reserved- (test) 

}48-5F[reserved@ | 

| 60 [USB Serial Bus Release Number__|__10__[ RO | 
ol-BF[reserved@ | — I 
[C2-FF[reserved@ | I 
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V/O Registers - USB Controller 


Frame Number 


40 
fai [resavede 0 
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PCI Function 3 Registers - USB Controller Ports 2-3 


Configuration Space USB Header Registers 


| 1-0 [Vendor ID 106 RO 
| 3-2 [DeviceID 38038 | RO 
| $Revision ID__{_nn_} RO] 
[10-1F|reserved- || — I 
24-3B[reserved- || — I 
| 3C_[InterruptLine TS 00 [RW 
| 3D_[InterruptPin TRO 
3E-3F}reserved- || — I 


Configuration Space USB-Specific Registers 


P40 [USB Miscellaneous Coneatt [00 [RWI 
[41 |USB Miscellaneous Control? [00 [RW| 
eg 
[44-45 [-reserved- (est only. do not program) | ___[RW| 
a 


-reserved- (test) 

}48-5F[reserved@ | 

| 60 [USB Serial Bus Release Number__|__10__[ RO | 
ol-BF[reserved@ | — I 
[C2-FF[reserved@ | I 
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V/O Registers - USB Controller 


Frame Number 


40 
faci [reseed 
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PCI Function 4 Registers - Power Management 


Configuration Space Power Management Header Registers 


| 1-0 |VendorID —Cti‘“CSC*d:CSCiCOWG_—SC RD 
| 3-2 |DeviceID —— —C—“‘“‘;CC*rL:Cé3068__—*| RO 
| 8 |RevisionID ———i‘iLCS sm __[ RO 
| 9 |Programming Interface —————s|_ Sgt | RO| 
Sub Class Code | oot | RO] 
| B |BaseClassCode  ——~dLC sn ~_— ROO 
| C_ |Cache Line Size | 00 | RO] 
Latency Timer 


| E [Header Type 
+ The default values for these registers may be changed by 
writing to offsets 61-63h (see below). 


Configuration Space Power Management Registers 


[40 [General Configuration | 00 
[41 |General Configuration | 00 
[42 JACPH Interrupt Select | 00 
[43 internal Timer Read Tet | — | RO} 
47-46 
4-48 
4C_|Host Bus Power Management Control} —_00__| 
4D_[Throtte [Clock Stop Control | 00 | 
TEA [reserved- SiC 
53-50 i 

54 [Power Well Control ‘| __00_| 
35-60 reserved- SSS 

61_[Write value for Offset 9 (Prog Inte) | 00 | 
62_[Write value for Offset A (Sub Class) | 00 | 
63 _[Write value for Offset B (Base Class) | 00 | 
TE breseved- «YOO 


Configuration Space Hardware Monitor Registers 


Offset |System Management Bus Default 

Hardware Mon IO Base (128 Bytes)|__ 0001 

[72-73 |reserved- ss —C—i‘“‘CSC*dL: SC — | 
F 


47-46 | 
[4B-48 | 
| 4C 
| 4D _ 
[4E-4F 
[53-50 |GP Timer Control ‘| 0000 0000] 
| 54 
55-60 
| 61 
| 62 
| 63 


-reserved- 


71-7 
72-7 
| 74 [Hardware Monitor Control | 0 
[75-8F ;reserved- TOT 
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Configuration Space SMBus Registers 


| 00 | — | 


-reserved- 
D2_|SMBus Host Configuration | 00 RW) 
D3_|SMBus Host SlaveCommand | 00__—[ RW) 
s | 00 [RWI 
s | 00 | RWI 
[RO | 
=a 


D4 
freserved§ TT 


I/O Space Power Management- Registers 


Offset 
P67 [reserved ——SSCSCSC~*srCi =i 
TCH [reserved ——SSCSCSC~srSCiSCd 
14 [ProvessorLVL2___——S*dY~Si0 RO 
15 [Processor LVE3_———S—S*d~ 00 JRO] 
76-1F freserved- SCS =i 
[36-27 freserved-———SSSSCSCSC~*sdCi id 
P2E [reserved SCS Cid I 
2F [SMI Command | 00 _] RW 
scar [reserved ———SSSCSCSC~st:CiCd 
[40-43 [reserved YO 
[44 [Extemal SMTTnput Value | input RO 
45 JIRQ Resume Status ~~ 00 | RO| 
[46-47 freserved- SCS =i 
[4B-48 |GPI Port Input Value | input [RO 
S0FFbreserved ——SSCSC~sSCtSd 
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I/O Space System Management Bus Registers I/O Space Hardware Monitor Registers 


| 0 [SMBus Host Status | 00 |W} [00-3F [ValueRAM 
| 1 [SMBus Slave Status | 00 [RW] [00-1C] reserved- I 
| 2 [SMBus HostControl | 00 [RW] [1D | TSENS3HotHiLimit [00 [RWI 
| 3 [SMBus HostCommand | 00 [RW] [_1E_|TSENS3 Hot Hysteresis LoLim [| 00__[RW| 
| 4 |SMBusHost Address | 00 [RW] [_ IF [| TSENS3 (Int) Temp Reading [| 00__—[RW| 
| 5 |SMBusHostDataQ | S00 [RW] [_20_ | TSENS1 (W13)TempReading | 00__[RW| 
| 6 |SMBusHostDatal | S00 [RW] [21 | TSENS2(¥13) Temp Reading [| 00__‘[RW| 
| 7 |SMBusBlockData_ | S00 [RW] [_ 22, | VSENSI (UI3) Voltage Reading [00 [RW] 
| 8 [SMBus SlaveControl | 00 [RW] [_ 23 | VSENS2(V13) Voltage Reading [00 [RW| 
| 9 [SMBus ShadowCommand ___|_—_00_—[ RO | RW 
| C-D [SMBus Slave Data | (0000 [RO R 
| E-F [reserved§ | | — I | -reserved? | 

F 

I 

I 


Vv 
Vv 
Vv 
Vv 

Vv 

Vv 

Vv 


SENS3 Voltage Low Limit 
SENS4 Voltage High Limit 
SENS4 Voltage Low Limit 


nternal Core VCC High Limit 


-reserved- 


= 
RW 
freserved- | 


45-46 |-reserved- 


4C-FF |-reserved- 
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PCI Function 5 & 6 Registers — AC97 / MC97 Codecs 


Function 5 Configuration Space AC97 Header Registers 


| 1-0 [Vendor ID 06 RO 
| 3-2 [DeviceID 3058 [RO 
| 8 [RevisionID nn RO 
| 9 [Programming Interface | 00 RO 
| A [SubClassCode TORO 
| B [BaseClassCode | [RO 
| C [CacheLineSize | 00 RO 
| D_ [Latency Timer |S 00 [RWI 
| E [HeaderType TS RO 
| F [BIST CTS RO 
|1B-18 [Base Address 2 (reserved) __—_—[ 0000 0000] — | 
|IF-1C [Base Address 3 (reserved) __—_—[ 0000 0000] — | 
[23-20 [Base Address 4 (reserved) __—_—[ 0000 0000] — | 
[27-24 [Base Address S(reserved) __—_—[ 0000 0000] — | 
[28-2F |reserved- || — | 
[33-30 [Expansion ROM (reserved) _[ 0000 0000] — | 
34-3B[reserved- || — I 
| 3C_[InterruptLine TS 00 [RW 
| 3D_[InterruptPin TS 038RO 
3E-3F}reserved- | | — I 


Configuration Space Audio Codec-Specific Registers 


| 40 |AC-Link Interface Status | 00 RO | 
| 41 [AC-Link Interface Control | 00 [RW] 
| 42 [FunctionEnable | 00 [RWI 


9-FF resewed——SSSSC~d 


Note that these registers are the same as function 6 except for 
offset 44 (Read / Write in function 6) 
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Function 6 Configuration Space MC97 Header Registers 


| 1-0 [Vendor ID T1106 RO 
| 3-2 [DeviceID 38068 [RO 
| 8 |RevisionID nn [RO 
| 9 [Programming Interface | 00 RO 
| A [SubClassCode 80 RO 
| B [BaseClassCode |S 07 RO 
| C [CacheLineSize |S 00 RO 
| D_ [LatencyTimer |S 00 [RWI 
| E [HeaderType |S 00 RO 
| F [BIST CTR 
M4 0000 0001 [R 
1B-18 
IF-1C [Base Address 3 (reserved) __‘{ 0000 0000 — | 
[23-20 [Base Address 4 (reserved) __—_—[ 0000 0000] — | 
[27-24 [Base Address S(reserved) __—_—[ 0000 0000] — | 
}28-2F -reserved- || — | 
[33-30 [Expansion ROM (reserved) __—[ 0000 0000] — | 
34-3B|reserved- || — I 
| 3C_[InterruptLine 00 [RW 
| 3D_[InterruptPin 038 RO 
3E-3F}reserved- || — I 


Configuration Space Modem Codec-Specific Registers 


| 40 |AC-Link Interface Status | 00 RO | 
| 41 |AC-Link Interface Control | 00_—[ RWI 
| 42 |FunctionEnable | 00 [RWI 
[49-FF}reserved- | 
Note that these registers are the same as function 5 except for 
offset 44 (Read Only in function 5) 
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I/O Registers (I/O Base 0) — AC97 Scatter-Gather DMA 


ea SGD Real Chums Sams) we 
| 1 |SGDRead Channel Control | —00.__—s[ RW 
| 2 |SGD Type | 00 __—«([RWI 
| 3 |Reserved | Reserved |. 00... | — | 
7-4 |SGD Read Chan Table Pointer Base |0000 0000 
|” sob ead Chamel Cure Ades 
PB Resenved (est) 00 DO0OTRO, 
| F-C_|SGD Read Chan Current Count__|0000.0000/ RO | 
| 10 |SGD Write Channel Status | 00 | WC 
| 11 |SGD Write Channel Control | 00.__—s[ RW 
ee ne eo 
17-14 |SGD Write Chan Table Pointer Base |0000 0000 |WR 
eer al 
|1B-18|Reserved (Test) ————« [00000000 RO | 
|IF-1C|SGD Write Channel Current Count |0000.0000[ RO | 
| 20 |SGDFMChannel Status | 00__—s[ WCC 
| 21 |SGDFMChannel Control | —00.__—s([ RW 
ee 
or 
27-24 |SGD FM Channel Table Pointer Base | 0000 0000 
ffm ra 
/2B-28 [Reserved (Test) —————SSS—« [00000000 RO 
[2F-2C|SGD FM Channel Current Count___|0000.0000/ RO | 
03 [Reserved SSCS I 


The above registers are writable from function 5 only. They 
are Read / Only in function 6 


I/O Registers (I/O Base 0) — MC97 Scatter-Gather DMA 


a0 SGD Read Chamet Stas] 00 we 
| 41 [SGD Read Channel Control | 00 RW) 
SGD eGR Type 2 RS. 
Reserved = sst—<—SsSCiSY 


47-44 |SGD Read Chan Table Pointer Base |0000 0000 
Perea: eae 
[4B-48 [Reserved (Test) «0000 0000 RO | 
|4F-4C [SGD Read Chan Current Count___[0000 0000 RO | 


| 50_|SGD WriteChannel Staus | 00. [WCC 
| 51_|SGD Write Channel Control | 00.__—s[ RW 
a eee 
57-54 |SGD Write Chan Table Pointer Base |0000 0000} WR 
Pose em 
[5B-58 [Reserved (Test) «00000000 RO 
[5F-5C|SGD Write Channel Current Count |0000 0000 RO | 
[60-7F [Reserved CEC 0s T — I 


The above registers are writable from function 6 only. They 
are Read / Only in function 5 


| Offset |AC97 Controller I/O Registers 
83-80 [AC97 Controller Command / Status _|0000 0000 
87-84 |SGD Status Shadow 0000 0000] RO | 


The above registers are writable from both function 5 and 
function 6. 


Offset |AC97 Controller /O Registers |_Defautt_| 
[90-FF [Reserved | 0 — I 


The above registers are writable from function 6 only. They 
are Read / Only in function 5 


V/O Registers (I/O Base 1) - FM NMI Status 


| Offset |FM NMI Status Registers 
| 0 _|FM NMI Status 


| 00 | RO| 

| 1 [FMNMIData_ TS 00 [RO 

| 2 |FMNMIIndex |S 00 [RO 
Reserved 


| 3 [Reserved | 00 | — | 


The above registers are accessable through function 5 only. 
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V/O Registers — SoundBlaster Pro 


Offset |SB Pro Registers (220 or 240h typ 


| 0 | FM Left Channel Index / Status | [RWI 


| 2 [FMRight Channel Index /Status |__| RW) 

| 3 [FMRightChannel Data | [WO 

Mixer Index | ss | WO} 

| 5 [MixerData | RW 

Sound ProcessorReset___—— | [WO 
Hreserved- | 0 

FM Index / Status (Both Channels) |__| RW 

| [Wo 

ed 


FM Data (Both Channels) 


-reserved- 


Sound Processor Command / Data 
Sound Processor Buffer Status 


-reserved- 


Snd Processor Data Available Status | sf RO] 


WR 


| 6 | 
Loe 
== 
| Bi 
LD 


1 |B 


| F | reserved- [P00 I 


| Port [SB Pro Regs (same as offsets 8 & 9 
388h |FM Index / Status | RWI 


| 389h |FMData_ | SCO 


The above group of registers emulates the “FM”, “Mixer”, and 
“Sound Processor” functions of the SoundBlaster Pro. 


-38- 


I/O Registers — Game Port 


freserved= | 


-reserved- 


| 1 |FMLeftChannel Data | [WO] |_t[Game Port Status] RO 


| 1 |StartOne-Shot_ | WO 


| 2F |reserved- | I 
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Register Descriptions 


Configuration Space /O 


Mechanism #1 

These ports respond only to double-word accesses. Byte or 
word accesses will be passed on unchanged. 

Port CFB-CE8 - Configuration Address ..............sssese RW 


31 


Configuration Space Enable 
QO: Disabled icc cscne tae deeaieeeauieds default 
1 Convert configuration data port writes to 
configuration cycles on the PCI bus 
30-24 Reserved always reads 0 
23-16 PCI Bus Number 
Used to choose a specific PCI bus in the system 
Device Number 
Used to choose a specific device in the system 
Function Number 
Used to choose a specific function if the selected 
device supports multiple functions 


15-11 


10-8 


7-2 Register Number 
Used to select a specific DWORD in the device’s 
configuration space 
1:0 Wixed 9 “aseeeetlondasnnneas always reads 0 
Port CFF-CFC - Configuration Data .................ssssesves RW 


Refer to PCI Bus Specification Version 2.1 for further details 
on operation of the above configuration registers. 
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Legacy I/O Ports 


This group of registers includes the DMA Controllers, 
Interrupt Controllers, and Timer/Counters as well as a number 
of miscellaneous ports originally implemented using discrete 
logic on original PC/AT motherboards. All of the registers 
listed are integrated on-chip. These registers are implemented 
in a precise manner for backwards compatibility with previous 
generations of PC hardware. These registers are listed for 
information purposes only. Detailed descriptions of the 
actions and programming of these registers are included in 
numerous industry publications (duplication of that 
information here is beyond the scope of this document). All of 
these registers reside in I/O space. 


7 Reserved 
6 IOCHCK# Active 
This bit is set when the ISA bus IOCHCK# signal is 
asserted. Once set, this bit may be cleared by setting 


bit-3 of this register. Bit-3 should be cleared to 
enable recording of the next IOCHCK#. IOCHCK# 
generates NMI to the CPU if NMI is enabled. 

5 =Timer/Counter 2 Output... eee eeeeeeeee RO 
This bit reflects the output of Timer/Counter 2 
without any synchronization. 


4 Refresh Detected ..............c cece eee ese reeeneene RO 
This bit toggles on every rising edge of the ISA bus 
REFRESH# signal. 

3. TOCHCK# Disable... cece ceeeneeneeeees RW 


QO Enable IOCHCK# assertions ................. default 

1 Force IOCHCK# inactive and clear any 
“IOCHCK# Active” condition in bit-6 

2 Reserved oieeccecccccccsccessssceessseseeees RW, default=0 


1 Speaker Enable 00.0.0... cece ecceeeeceseceeeseeneeeenes RW 
IO) IDIS AD Gee sssecceedetsescedeceeseacotses Seivevsseeesinces default 
1 Enable Timer/Ctr 2 output to drive SPKR pin 

0  Timer/Counter 2 Enable .........0.00.0. cee RW 
OQ). MDISADIS ssi) secscenesvercavaretsvexcosbecestecaeteevenses default 


1 Enable Timer/Counter 2 


0 Off 
1-3 On 
5-4 Reserved 
3. Power-On Password Bytes Inaccessable .. default=0 


diegeatedredes legs aean deeciwacsstrancaertesssesiecia default 
a febtpbaesa ye coleeteceuateepaceesen teenies always reads 0 


2 Reserved: | -scseiciiicisciocaian always reads 0 
1  A20 Address Line Enable 
Q A20 disabled / forced 0 (real mode) 
1 A20 address line enabled 
0 High Speed Reset 
0 Normal 
1 Briefly pulse system reset to switch from 
protected mode to real mode 


dlike default 
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Port 64 - Keyboard / Mouse Status .............sccccscsssssssesssees RO 


Keyboard Controller Registers 


The keyboard controller handles the keyboard and mouse 
interfaces. Two ports are used: port 60 and port 64. Reads 
from port 64 return a status byte. Writes to port 64h are 
command codes (see command code list following the register 
descriptions). Input and output data is transferred via port 60. 


A “Control” register is also available. It is accessable by 
writing commands 20h / 60h to the command port (port 64h); 
The control byte is written by first sending 60h to the 
command port, then sending the control byte value. The 
control register may be read by sending a command of 20h to 
port 64h, waiting for “Output Buffer Full” status = 1, then 
reading the control byte value from port 60h. 


Traditional (non-integrated) keyboard controllers have an 
“Input Port” and an “Output Port” with specific pins dedicated 
to certain functions and other pins available for general 
purpose I/O. Specific commands are provided to set these pins 
high and low. All outputs are “open-collector” so to allow 
input on one of these pins, the output value for that pin would 
be set high (non-driving) and the desired input value read on 
the input port. These ports are defined as follows: 


Bit Input Port Lo Code Hi Code 


0  PI10- Keyboard Data In BO B8 

1 P11 - Mouse Data In Bl B9 

2  P12- Turbo Pin (PS/2 mode only) B2 BA 

3 —~P13 - user-defined B3 BB 

4 P14 - user-defined B6 BE 

5 P15 - user-defined B7 BF 

6 P16 - user-defined - - 

7 ~~ P17- undefined - - 

Bit Output Port Lo Code Hi Code 

QO P20-SYSRST (1=execute reset) - - 

1 P21 - GATEA20 (1=A20 enabled) - - 

2 22 - Mouse Data Out B4 BC 

3. P23 - Mouse Clock Out B5 BD 

4 P24 - Keyboard OBF Interrupt IRQ1) — - 

5 P25 - Mouse OBF Interrupt (IRQ 12) — - 

6 P26 - Keyboard Clock Out - - 

7 P27- Keyboard Data Out - - 

Bit Test Port Lo Code Hi Code 

0 TO - Keyboard Clock In - - 

1 T1 - Mouse Clock In - 


Note: Command code COh transfers input port data to the 
output buffer. Command code DOh copies output port values 
to the output buffer. Command code EOh transfers test input 
port data to the output buffer. 


Port 60 - Keyboard Controller Input Buffer ................. WO 


Only write to port 60h if port 64h bit-1 = 0 (1=full). 


Port 60 - Keyboard Controller Output Buffer ................ RO 


Only read from port 60h if port 64h bit-0 = 1 (O=empty). 
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7 Parity Error 
0 No parity error (odd parity received)..... default 
1 Even parity occurred on last byte received 
from keyboard / mouse 
6 General Receive / Transmit Timeout 


QO) ING 6rrOm es ssceseninccsscisteecesaheantescaeteetie ds default 
1 Error 

5 Mouse Output Buffer Full 
0 Mouse output buffer empty... default 


1 Mouse output buffer holds mouse data 
4 Keylock Status 


0 Locked 
1 Free 
3. Command / Data 
QO Last write was data write .............ccceee default 


1 Last write was command write 

2 System Flag 
O Power-On Default... ee eeeeeeseeeeeeeee default 
1 Self Test Successful 

1 Input Buffer Full 
0 Input Buffer Empty... ee default 
1 Input Buffer Full 

0 Keyboard Output Buffer Full 
0 Keyboard Output Buffer Empty............. default 
1 Keyboard Output Buffer Full 


KBC Control Register.......... R/W via Commands 20h/60h 


De BROSCRVEd eseacesseiszssscesssigesescessepesendes. always reads 0 
6 PC Compatibility 
0 Disable scan conversion 
1 Convert scan codes to PC format; convert 2- 
byte break sequences to 1-byte PC-compatible 


break COdES ........cccececececececeseseeeseeeseeeeeeees default 
5 Mouse Disable 
0 Enable Mouse Interface ..................000008 default 


1 Disable Mouse Interface 
4 Keyboard Disable 
0 Enable Keyboard Interface .......... ee. default 
1 Disable Keyboard Interface 
3 Keyboard Lock Disable 
0 Enable Keyboard Inhibit Function......... default 
1 Disable Keyboard Inhibit Function 
2 ‘System Flag .0.0...... ee eeeeesseeeeeeseeseeeees default=0 
This bit may be read back as status register bit-2 
1 Mouse Interrupt Enable 
0 Disable mouse interrupts ............. eee default 
1 Generate interrupt on IRQ12 when mouse data 
comes in output bufer 
0 Keyboard Interrupt Enable 
0 Disable Keyboard Interrupts.........00.00.... default 
1 Generate interrupt on IRQ1 when output buffer 
has been written. 
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Port 64 - Keyboard / Mouse Command..............sseseesseees WO 


This port is used to send commands to the keyboard / mouse 
controller. The command codes recognized by the 
VT82C686A are listed n the table below. 


Note: The VT82C686A Keyboard Controller is compatible 
with the VIA WVT82C42  Industry-Standard Keyboard 
Controller except that due to its integrated nature, many of the 
input and output port pins are not available externally for use 
as general purpose I/O pins (even though P13-P16 are set on 
power-up as strapping options). In other words, many of the 
commands below are provided and “work”, but otherwise 
perform no useful function (e.g., commands that set P12-P17 
high or low). Also note that setting P10-11, P22-23, P26-27, 
and TO-1 high or low directly serves no useful purpose, since 
these bits are used to implement the keyboard and mouse ports 
and are directly controlled by keyboard controller logic. 


Table 4. Keyboard Controller Command Codes 


Code Keyboard Command Code Description 


20h Read Control Byte (next byte is Control Byte) 
21-3Fh Read SRAM Data (next byte is Data Byte) 
60h Write Control Byte (next byte is Control Byte) 
61-7Fh Write SRAM Data (next byte is Data Byte) 


9xh Write low nibble (bits 0-3) to P1O-P13 

Alh Output Keyboard Controller Version # 

A4h Test if Password is installed 
(always returns F1h to indicate not installed) 

A7h Disable Mouse Interface 

A&h Enable Mouse Interface 

A9h Mouse Interface Test (puts test results in port 60h) 
(value: 0=OK, 1=clk stuck low, 2=clk stuck high, 
3=data stuck lo, 4=data stuck hi, FF=general error) 

AAh KBC self test (returns 55h if OK, FCh if not) 

ABh Keyboard Interface Test (see A9h Mouse Test) 

ADh Disable Keyboard Interface 

AEh Enable Keyboard Interface 

AFh Return Version # 


BOh Set P10 low 
Blh Set P11 low 
B2h Set P12 low 
B3h Set P13 low 
B4h Set P22 low 
B5h Set P23 low 
Boh Set P14 low 
B7h Set P15 low 
B8h Set P10 high 
B9h Set P11 high 
BAh Set P12 high 
BBh Set P13 high 
BCh Set P22 high 
BDh Set P23 high 
BEh Set P14 high 
BFh Set P15 high 
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Code Keyboard Command Code Description 
COh Read input port (read P10-17 input data to 


the output buffer) 

Clh Poll input port low (read input data on P11-13 
repeatably & put in bits 5-7 of status 

C2h Poll input port high (same except P15-17) 


C8h Unblock P22-23 (use before D1 to change 
active mode) 
C9h Reblock P22-23 (protection mechanism for D1) 


CAh Read mode (output KBC mode info to port 60 
output buffer (bit-O=0 if ISA, 1 if PS/2) 


DOh Read Output Port (copy P10-17 output port values 
to port 60) 

Dih Write Output Port (data byte following is written to 
keyboard output port as if it came from keyboard) 

D2h Write Keyboard Output Buffer & clear status bit-5 
(write following byte to keyboard) 

D3h Write Mouse Output Buffer & set status bit-5 (write 
following byte to mouse; put value in mouse input 
buffer so it appears to have come from the mouse) 

D4h Write Mouse (write following byte to mouse) 


EOh Read test inputs (TO-1 read to bits 0-1 of resp byte) 
Exh Set P23-P21 per command bits 3-1 
Fxh Pulse P23-P20 low for 6usec per command bits 3-0 


All other codes not listed are undefined. 
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DMA Controller I/O Registers 


Ports 00-0F - Master DMA Controller 

Channels 0-3 of the Master DMA Controller control System 
DMA Channels 0-3. There are 16 Master DMA Controller 
registers: 


I/O Address Bits 15-0 Register Name 


0000 0000 000x 0000 =Ch0 Base / Current Address RW 
0000 0000 000x 0001 Ch0Base/ Current Count RW 
0000 0000 000x 0010 Ch1Base/ Current Address RW 
0000 0000 000x 0011 Ch1Base/ Current Count RW 
0000 0000 000x 0100 = =Ch2Base/ Current Address RW 
0000 0000 000x 0101 Ch2Base/ Current Count RW 
0000 0000 000x 0110 Ch3Base/ Current Address RW 
0000 0000 000x 0111 Ch3Base/ Current Count RW 
0000 0000 000x 1000 = Status / Command RW 
0000 0000 000x 1001 Write Request wo 
0000 0000 000x 1010 Write Single Mask wo 
0000 0000 000x 1011 Write Mode wo 
0000 0000 000x 1100 Clear Byte Pointer F/F wo 
0000 0000 000x 1101 Master Clear wo 
0000 0000 000x 1110 Clear Mask wo 
0000 0000 000x 1111 R/W All Mask Bits RW 


Ports C0-DF - Slave DMA Controller 


Channels 0-3 of the Slave DMA Controller control System 
DMA Channels 4-7. There are 16 Slave DMA Controller 


registers: 

I/O Address Bits 15-0 Register Name 

0000 0000 1100 000x Ch4Base/ Current Address RW 
0000 0000 1100 001x Ch4Base/ Current Count RW 
0000 0000 1100 010x Ch5 Base/ Current Address RW 
0000 0000 1100 011x Ch5 Base/ Current Count RW 
0000 0000 1100 100x Ch6Base/ Current Address RW 
0000 0000 1100 101x Ch6Base/ Current Count RW 
0000 0000 1100 110x = Ch7Base/ Current Address RW 
0000 0000 1100 111x Ch7Base/ Current Count RW 
0000 0000 1101 000x Status / Command RW 
0000 0000 1101 001x Write Request wo 
0000 0000 1101 010x Write Single Mask wo 
0000 0000 1101011x Write Mode wo 
0000 0000 1101 100x Clear Byte Pointer F/F wo 
0000 0000 1101 101x Master Clear wo 
0000 0000 1101 110x Clear Mask wo 
0000 0000 1101 111x Read/Write All Mask Bits wo 


Note that not all bits of the address are decoded. 


The Master and Slave DMA Controllers are compatible with 
the Intel 8237 DMA Controller chip. Detailed description of 
8237 DMA controller operation can be obtained from the Intel 
Peripheral Components Data Book and numerous _ other 
industry publications. 
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Ports 80-8F - DMA Page Registers 

There are eight DMA Page Registers, one for each DMA 
channel. These registers provide bits 16-23 of the 24-bit 
address for each DMA channel (bits 0-15 are stored in 
registers in the Master and Slave DMA Controllers). They are 
located at the following I/O Port addresses: 


I/O Address Bits 15-0 Register Name 


0000 0000 1000 0111 Channel 0 DMA Page (M-0)......... RW 
0000 0000 1000 0011 Channel 1 DMA Page (M-1)......... RW 
0000 0000 1000 0001 Channel 2 DMA Page (M-2)......... RW 
0000 0000 1000 0010 = =Channel 3 DMA Page (M-3)......... RW 
0000 0000 1000 1111 Channel 4 DMA Page (S-0).......... RW 
0000 0000 1000 1011 Channel 5 DMA Page (S-1).......... RW 
0000 0000 1000 1001 Channel 6 DMA Page (S-2).......... RW 
0000 0000 1000 1010 Channel 7 DMA Page (S-3) ......... RW 


DMA Controller Shadow Registers 

The DMA Controller shadow registers are enabled by setting 
function 0 Rx77 bit 0. If the shadow registers are enabled, 
they are read back at the indicated I/O port instead of the 
standard DMA controller registers (writes are unchanged). 


Port 0 —Channel 0 Base Address 
Port 1 —Channel 0 Byte Coumt................sccsssscccssssscessseeee 
Port 2 —Channel 1 Base Address 
Port 3 —Channel 1 Byte Coumt................scccssssscssssececeseenee 
Port 4 —Channel 2 Base Address 
Port 5 —Channel 2 Byte Count................scccssssscssssscesssseeee 
Port 6 —Channel 3 Base Address 
Port 7 —Channel 3 Byte Count................scccssssscssssrcecesseeee 


Port 8 -1" Read Channel 0-3 Command Register .......... RO 


Port 8 -2™ Read Channel 0-3 Request Register............+ RO 
Port 8 -3" Read Channel 0 Mode Register ........sssssese0 RO 
Port 8 —4"" Read Channel 1 Mode Register .........ssssssss00 RO 
Port 8 —5'" Read Channel 2 Mode Register .......s.sssssssss+ RO 
Port 8 —6'" Read Channel 3 Mode Register ........sssssssss0 RO 


Port F —Channel 0-3 Read All Mask...........cccsssssssssesssees RO 


Port C4 —Channel 5 Base Addres...............sscccsssscsssssecesees 
Port C6 —Channel 5 Byte Count................ssccssssscssssssssssses 
Port C8 —Channel 6 Base AdTres...............ssccsssscssssseeesees 
Port CA —Channel 6 Byte Count.................cccsssscssssssscssees 
Port CC —Channel 7 Base Address 
Port CE —Channel 7 Byte Count ...............sscccsssscssssssscenees 
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Interrupt Controller Registers 


Ports 20-21 - Master Interrupt Controller 

The Master Interrupt Controller controls system interrupt 
channels 0-7. Two registers control the Master Interrupt 
Controller. They are: 


I/O Address Bits 15-0 Register Name 
0000 0000 001x xxx0 =Master Interrupt Control RW 
0000 0000 001x xxx1_ Master Interrupt Mask RW 


Note that not all bits of the address are decoded. 


The Master Interrupt Controller is compatible with the Intel 
8259 Interrupt Controller chip. Detailed descriptions of 8259 
Interrupt Controller operation can be obtained from the Intel 
Peripheral Components Data Book and numerous _ other 
industry publications. 


Ports A0-A1 - Slave Interrupt Controller 

The Slave Interrupt Controller controls system interrupt 
channels 8-15. The slave system interrupt controller also 
occupies two register locations: 


I/O Address Bits 15-0 Register Name 
0000 0000 101x xxx0 — Slave Interrupt Control RW 
0000 0000 101x xxx1_ — Slave Interrupt Mask RW 


Note that not all address bits are decoded. 


The Slave Interrupt Controller is compatible with the Intel 
8259 Interrupt Controller chip. Detailed descriptions of 8259 
Interrupt Controller operation can be obtained from the Intel 
Peripheral Components Data Book and numerous _ other 
industry publications. 


Revision 1.1 April 15, 1999 


Interrupt Controller Shadow Registers 


The following shadow registers are enabled by setting function 
0 Rx47[4]. If the shadow registers are enabled, they are read 
back at the indicated I/O port instead of the standard interrupt 
controller registers (writes are unchanged). 


7 Reserved 


6 OCW3 bit 2 (POLL) 
5 OCW3 bit 0 (RIS) 

4 OCW3 bit 5 (SMM) 
3 OCW2 bit 7 (R) 

2  ICW4 bit 4 (SFNM) 
1 ICW4bit 1 (AEOD 
0 ICW1 bit 3 (LTIM) 


7-5 Reserved 
4-0 1T7-T3 of Interrupt Vector Address 


Timer / Counter Registers 


Ports 40-43 - Timer / Counter Registers 
There are 4 Timer / Counter registers: 


I/O Address Bits 15-0 Register Name 


0000 0000 010x xx00 = Timer / Counter 0 Count RW 
0000 0000 010x xx01_ = =Timer / Counter 1 Count RW 
0000 0000 010x xx10 = Timer / Counter 2 Count RW 
0000 0000 010x xx11_—- Timer / Counter Cmd Mode wo 


Note that not all bits of the address are decoded. 


The Timer / Counters are compatible with the Intel 8254 
Timer / Counter chip. Detailed descriptions of 8254 Timer / 
Counter operation can be obtained from the Intel Peripheral 
Components Data Book and numerous other industry 
publications. 


Timer / Counter Shadow Registers 


The following shadow registers are enabled for readback by 
setting function 0 Rx47[4]. If the shadow registers are 
enabled, they are read back at the indicated I/O port instead of 
the standard timer / counter registers (writes are unchanged). 


Port 40 — Counter 0 Base Count Value (LSB 1“ MSB 2")RO 
Port 41 — Counter 1 Base Count Value (LSB 1° MSB 2™)RO 
Port 42 — Counter 2 Base Count Value (LSB 1° MSB 2")RO 
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CMOS / RTC Registers 


Port 70 - CMOS Add resg.............sssscsssscssscesssscessssnssssssses RW 
7 NMI Disable........0...000.00 cc cccecccessecceesseeeeeenees RW 

QO Enable NMI Generation. NMI is asserted on 
encountering IOCHCK# on the ISA bus or 


SERR# on the PCI bus. 
1 Disable NMI Generation...................0000 default 
6-0 CMOS Address (lower 128 bytes)............ eee RW 
Port 71 = CMOS Datasiscisscsssccsssssesssevstscssesssssisensssessssuseess RW 


7-0 CMOS Data (128 bytes) 


Note: Ports 70-71 may be accessed if Rx5A bit-2 is set to 
one to select the internal RTC. If Rx5A bit-2 is set to 
zero, accesses to ports 70-71 will be directed to an 


external RTC. 
Port 72 - CMOS AAdTLreso...........ssscssssccccesseceessssccssseceesssseee RW 
7-0 CMOS Address (256 bytes)..........::ccceseeeteeeteees RW 
Port 73 = CMOS Datascississccsscsssccsccssessssccsessssssceasssessvsasoess RW 


7-0 CMOS Data (256 bytes) 


Note: Ports 72-73 may be accessed if Rx5A bit-2 is set to 
one to select the internal RTC. If Rx5A bit-2 is set to 
zero, accesses to ports 72-73 will be directed to an 


external RTC. 
Port 74 - CMOS AAPQresg..............sssscccsssscssssssccsssscsessssees RW 
7-0 CMOS Address (256 bytes)...........::ccceeeeeteeeteees RW 
Port 75 - CMOS Data...............cssssccssssssscssssscccssssccssssssscess RW 


7-0 CMOS Data (256 bytes) 


Note: Ports 74-75 may be accessed only if Function 0 Rx5B 
bit-1 is set to one to enable the internal RTC SRAM 
and if Rx48 bit-3 (Port 74/75 Access Enable) is set to 
one to enable port 74/75 access. 


Note: Ports 70-71 are compatible with PC _ industry- 
standards and may be used to access the lower 128 
bytes of the 256-byte on-chip CMOS RAM. Ports 
72-73 may be used to access the full extended 256- 
byte space. Ports 74-75 may be used to access the 
full on-chip extended 256-byte space in cases where 
the on-chip RTC is disabled. 


Note: The system Real Time Clock (RTC) is part of the 
“CMOS” block. The RTC control registers are 
located at specific offsets in the CMOS data area (0- 
ODh and 7D-7Fh). Detailed descriptions of CMOS / 
RTC operation and programming can be obtained 
from the VIA VT82887 Data Book or numerous 
other industry publications. For reference, the 
definition of the RTC register locations and bits are 
summarized in the following table: 
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Offset Description Binary Range BCD Range 


00 Seconds 00-3Bh 00-59h 

01 Seconds Alarm 00-3Bh 00-59h 

02 Minutes 00-3Bh 00-59h 

03 Minutes Alarm 00-3Bh 00-59h 

04 Hours am 12hr: 01-1Ch 01-12h 

pm 12hr: 81-8Ch 81-92h 

24hr: 00-17h 00-23h 

05 Hours Alarm am 12hr: 01-1Ch 01-12h 

pm 12hr: 81-8Ch 81-92h 

24hr: 00-17h 00-23h 

06 Day of the Week Sun=1: 01-07h 01-07h 

07 Day of the Month 01-1Fh 01-31h 

08 Month 01-0Ch 01-12h 

09 Year 00-63h 00-99h 
OA Register A 

7 UIP Update In Progress 


6-4 DV2-0 Divide (010=ena osc & keep time) 
3-0 RS3-0 Rate Select for Periodic Interrupt 


0B Register B 
SET Inhibit Update Transfers 


PIE Periodic Interrupt Enable 
AIE = Alarm Interrupt Enable 
Update Ended Interrupt Enable 
SQWE No function (read/write bit) 

DM _ Data Mode (O=BCD, 1=binary) 
Hours Byte Format (0=12, 1=24) 
DSE Daylight Savings Enable 


SCrRNWERUNDANA 
= 
—_ 
= 


0C Register C 


7  IRQF Interrupt Request Flag 
6 PF Periodic Interrupt Flag 
5 AF Alarm Interrupt Flag 
4 UF — Update Ended Flag 

3-0 0 Unused (always read 0) 


0D Register D 
7  VRT 


6-0 0 


Reads | if VBAT voltage is OK 
Unused (always read 0) 


OE-7C Software-Defined Storage Registers (111 Bytes) 


Offset Extended Functions Binary Range BCD Range 


7D Date Alarm 01-1Fh 01-31h 
7E Month Alarm 01-0Ch O1-12h 
7F Century Field 13-14h 19-20h 


80-FF Software-Defined Storage Registers (128 Bytes) 


Table 5. CMOS Register Summary 
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Super-I/O Configuration Index Registers 


Super-I/O configuration registers are accessed by performing 
I/O operations to/from an index / data pair of registers in 
system I/O space at port addresses 3FOh and 3Flh. The 
configuration registers accessed using this mechanism are used 
to configure the Super-I/O registers (parallel port, serial ports, 
IR port, and floppy controller). 


Super-I/O Configuration Index / Data Registers 


Port 3F0h — Super-I/O Configuration Index...............00+ RW 


7-0 Index value 
Function 0 PCI configuration space register Rx85[1] must be 
set to 1 to enable access to the Super-I/O configuration 
registers. 


Port 3F1h — Super-I/O Configuration Data...............0006 RW 


7-0 Data value 
This register shares a port with the Floppy Status Port (which 
is read only). This port is accessible only when Rx85[1] is set 
to 1 (the floppy status port is accessed if Rx85[1] = 0). 
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Super-I/O Configuration Registers 


These registers are accessed via the port 3F0/3F1 index / data 
register pair using the indicated index values below 


Index E0 — Super-I/O Device ID................sccssssccsssssceceseee RO 
7-0) Super-V/O ID oo. eeeeeeneeeeeeee default = 3Ch 
Index E1 — Super-I/O Device Revision. ................ssscessse RO 
7-0 Super-I/O Revision Code ..................005 default = 0 
Index E2 — Super-I/O Function Select ...............sccsssseees RW 


7-5 Reserved 
4 Floppy Controller Enable 


QO?” Disables scssisciecciscisdesiasccrietesenaebauieeeee default 
1 Enable 
3. Serial Port 2 Enable 
Oe DY icy] 0) (<n default 
1 Enable 
2 Serial Port 1 Enable 
Oi) “Disable: vcs seissescatvevsssecssdecedetssadascesedcetesvs default 
1 Enable 
1-0 Parallel Port Mode / Enable 
OO Unidirectional mode ................cceeeeeeeeee default 
01 ECP 
10 EPP 
11 Parallel Port Disabled 
Index E3 — Flo Controller I/O Base Address ........... RW 
T-2 TWO Address 9-4... ...ccccccccccccceesseceeeseeeees default = 0 
1-0 Must be 0 oo... ccccceseseceeeeeenenees default = 0 
Index E6 — Parallel Port I/O Base Address ............++..0+ RW 
7-0 WO Address 9-2............cccccceceteceseeesteeeeeees default = 0 


If EPP is not enabled, the parallel port can be set to 192 
locations on 4-byte boundaries from 100h to 3FCh. If EPP is 
enabled, the parallel port can be set to 96 locations on 8-byte 
boundaries from 100h to 3F8h. 


Index E7 — Serial Port 1 I/O Base Address..............+s0+0 RW 
T-1 WO Address 9-3 ...0.........ccccceecccceesseceeeseeeees default = 0 

O Must beQ oii sccssessssseeees default = 0 

Index E8 — Serial Port 2 I/O Base Addresg................22+++ RW 
T-1 WO Address 9-3 ...........ccccccccccceceesseeceseeeees default = 0 

O Must beQ oii seessessssseeees default = 0 
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Index EE — Serial Port Configuration.................ssssse0 RW 
7 Serial Port 2 High Speed Enable 
(Oe DD icy: 10) ( default 
1 Enable 
6 Serial Port 1 High Speed Enable 
QO . Disable viisie es cicesi evsrdedectecdesteecktcieescaseentees? default 
1 Enable 


5-3 Serial Port 2 Mode 
000 Standard 
001 IrDA (HIPSIR) 
010 Amplitude shift keyed IR @ 500KHz 
O11 -reserved- 
1xx -reserved- 
2 Serial Port 2 Half Duplex 


OO: WD Sable. cscccesceehes vesseiscsdibesebelaveseinvieesseisd default 
1 Enable 

1 Serial Port 2 TX Output Inversion 
Oo ADISAD et isckdoceccceceedecevsteddeaniscsdiddesanguseiees default 
1 Enable 

0 Serial Port 2 RX Input Inversion 
Oe DD 0st) 0) (<r default 
1 Enable 

Index EF — Power Down Contrl..................cssssscscssssseees RW 


7-6 Reserved 

5 Clock Power Down 
O Normal operation ..0.... eee default 
1 Power Down 

4 Parallel Port Power Down 
O Normal operation 0.0... eeeeee default 
1 Power Down 

3 Serial Port 2 Power Down 
O Normal operation ..0...0 eee default 
1 Power Down 

2 ~ Serial Port 1 Power Down 
O Normal operation ..0..... eects default 
1 Power Down 

1 FDC Power Down 
O Normal operation... eects default 
1 Power Down 

0 All Power Down 
O Normal operation .00...0 eee eeeeees default 
1 Power Down All 
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Index F0 - Parallel Port Printer Control...........+..2:+::0e RW. 

7 PIO Bit-5 Enable in PIO Mode 
O Disable .........cececccccesessecececessesseseeeeeeeees default 
1 Enable 

6 EPP Direction by Register not by IOW 
Oi Disable: cecisescscticssecssicesescesssvenseteecsscascent’ default 
1 Enable 

5 EPP+ECP 
Os DY icy: 10) (<n default 
1 Enable 

4 SPP Version 
O Version 1.9 vo.c.cececcsesccccccesssseseeeeesesseaees default 


1 Not Version 1.9 
3 Reserved anus. eeesecsssesesecseeereeceeeeees always reads 0 
2 IRQ Polarity 


1-0) Reserved une eeeeeeeeees always reads 0 


Index F1 — Serial Port Control ...............scscccscsssssssssesseees RW 


7-6 Reserved 
5 IR Loop Back 


O Disable .........cccecccccccsesseceeecessesseseeeeeeeees default 
1 Enable 

4 Serial Port 2 Power-Down State 
Or Normal seis ssecdecieccetiussededectigadenecnce aacliiens default 


1 Tristate output in power down mode 
3 Serial Port 1 Power-Down State 
Oo INOriialleccecscesicessiacessve cosneesscucntessenoseweanase default 
1 Tristate output in power down mode 
2-0 Reserved. .sssesceutiienietiine always reads 0 


Index F2 — Test Mode (Do Not Programn).............sssssssees RW 


Index F4 — Test Mode (Do Not Program))..............sssssee0 RW 
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Index F6 — Flo Controller Configuration................++ RW Index F8 - Flo Drive Control ...........cccccccscssessssssceseees RW 


T-5 Reserved o...ceceececccsessssceseceneees always reads 0 7-6 Floppy Drive 3 (see table below) 
4 3-Mode FDD 5-4 Floppy Drive 2 (see table below) 
O.. Wisable:.:. sesccecdssisrenetbcvsesssastessttecencseviy’ default 3-2 Floppy Drive 1 (see table below) 
1 Enable 1-0 Floppy Drive 0 (see table below) 
3 Reserved un... .seeseseessesesseeereneeseeeees always reads 0 
2 Four Floppy Drive Option DRVENIL DRVENO 
0 Internal 2-Drive Decoder ...........0... default 00 SENSEL DRATEO 
1 External 4-Drive Decoder 01 DRATE1 DRATEO 
1 FDC DMA Non-Burst 10 SENSEL# DRATEO 
QQ: BUS: cisxecPieveneactetccecsreeeteastectiecketerseettecess default 11  DRATE1 DRATEO 
1 Non-Burst 
0 FDC Swap 
OQ Disable... ccciacintinsnsdateiieuess default 
1 Enable 
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Port FDCBase+2 — FDC Commanng .............cccccccsssseeseeees RW 


Super-I/O I/O Ports 


Floppy Disk Controller Registers 

These registers are located at I/O ports which are offsets from 
“FDCBase” (index C3h of the Super-I/O configuration 
registers). FDCBase is typically set to allow these ports to be 
accessed at the standard floppy disk controller address range 
of 3F0O-3F7h. 


Port FDCBase+1 — FDC Status A ..........sssssssssssseseeeeesrseeee RO 
7 Interrupt Pending 
0 Interrupt inactive 
1 Interrupt signal active 
6  #of Drives 
0 Two drives connected 
1 One drive connected 
5 Step Pulse 
0 Not transferred 
1 Transferred 
4 Track 00 
0 Head currently not at track 00 
1 Head currently at track 00 
3 Head Selected 
QO Head 0 
1 Head 1 
2 Index Mark 
Q Index mark detected 
1 Index mark not detected 
1 Write Protection Status 
Q Disk Write Protected 
1 Disk not write protected 
0 Step Direction of Head 
0 Outward (to smaller cylinder numbers) 
1 Inward (to higher cylinder numbers) 


Port FDCBase+1 — FDC Status B ............sccccsscsssssssessseesees RO 


7-6 Unused 
5 __ Drive Selected 
Q Other drive selected 
1 Drive 0 selected 
4 Write Data 
0 Data has been transmitted to drive 
1 No data written 
3. Read Data 
0 Data has been transmitted from drive 
1 No data read 
2 Write Enable 
0 Head can read data only 
1 Head activated for writing 
1 Motor 1 Status 
QO Motor is off 
1 Motor is on 
0 Motor 0 Status 
QO Motor is off 
1 Motor is on 
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7 
6 
5 


1-0 


Motor 3 (unused in VT82C686A: no MTR3# pin) 
Motor 2 (unused in VT82C686A: no MTR2# pin) 
Motor 1 
0 Motor Off 
1 Motor On 
Motor 0 
0 Motor Off 
1 Motor On 
DMA and IRQ Channels 
0 Disabled 
1 Enabled 
FDC Reset 
QO Execute FDC Reset 
1 FDC Enabled 
Drive Select 
00 Select Drive 0 
01 Select Drive 1 
lx -reserved- 


Port FDCBase+4 — FDC Main Status ...........cccccccssssssseeees RO 


-48- 


7 


3-2 


Main Request 
0 Data register not ready 
1 Data register ready 
Data Input / Output 
0 CPU => FDC 
1 FDC=> CPU 
Non-DMA Mode 
0 FDC in DMA mode 
1 FDC not in DMA mode 
FDC Busy 
0 FDC inactive 
1 FDC active 
Reserved  . ssisieiccseciticvssunaicaes always reads 0 
Drive 1 Active 
0 Drive inactive 
1 Drive performing a positioning change 
Drive 0 Active 
0 Drive inactive 
1 Drive performing a positioning change 
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Port FDCBase+4 — FDC Data Rate Select 


Sosecensdnseasusbtoes WO 
7-2 Umdefined asissciseccscceseccseciseieesessesestesss always read 1 
Port FDCBase+5 — FDC Data ................csssssssssssssesessrosees RW 1-0 Data Rate 
Kbi 1.2MB 5” or 1.44 MB 3” dri 
Port FDCBase+7 — FDC Disk Change Status .................. RO i es Sa A 60KB cee = ee) 
7 Disk Change 


10 250 Kbit/sec (720KB 3” drive) 


0 Floppy not changed 11. 1 Mbit/sec 


1 Floppy changed since last instruction 
6-3 Undefined 
2-1 Data Rate 

00 500 Kbit/sec (1.2MB 5” or 1.44 MB 3” drive) 

01 300 Kbit/sec (360KB 5” drive) 

10 250 Kbit/sec (720KB 3” drive) 

11 1 Mbit/sec 
0 High Density Rate 

0 500 Kbit/sec or 1 Mbit/sec selected 

1 250 Kbit/set or 300 Kbit/sec selected 


sus badbacburcernuesteseteeeonaties bead always read 1 
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Parallel Port Registers Port LPTBase+2 — Parallel Port Control................s20e RW. 
These registers are located at I/O ports which are offsets from 7-5 Undefined — .......... cece always read back | 
“LPTBase” (index C6h of the Super-I/O configuration 4 Hardware Interrupt 
registers). LPTBase is typically set to allow these ports to be OQ). MD1Sables.cs02stecescienetieaok ieee default 
accessed at the standard parallel port address range of 378- 1 Enable 
37Fh. 3 ‘Printer Select 
O Deselect printer... eee ener default 
Port LPTBase+0 — Parallel Port Data ............sssssereeees RW. 1 Select printer 
7-0 Parallel Port Data 2 Printer Initialize 
O Initialize Printer... eee eeeeeeeeeees default 
Port LPTBase+1 — Parallel Port Status... RO 1 Allow printer to operate normally 
7  BUSY# 1 Automatic Line Feed 
0 Printer busy, offline, or error 0 Host handles line feeds ............ eee default 
1 Printer not busy 1 Printer does automatic line feeds 
6 ACK# 0 Strobe 
0 Data transfer to printer complete O No data transfer ..........ccccccceecesecseeeeeees default 
1 Data transfer to printer in progress 1 Transfer data to printer 
5 PE 


0 Paper available 
1 No paper available 


4 SLCT Port LPTBase+3 — Parallel Port EPP Addresg............++ RW 
: age anus Port LPTBase+4 — Parallel Port EPP Data Port 0......... RW 
1 Printer online 
3 ERROR# Port LPTBase+5 — Parallel Port EPP Data Port ......... RW 
OQ Printer error 
1 Printer OK Port LPTBase+6 — Parallel Port EPP Data Port 2......... RW 
2-0 Reserved oo. eeeeeeeees always read | bits 
Port LPTBase+7 — Parallel Port EPP Data Port 3......... RW 


Port LPTBase+400h — Parallel Port ECP Data / Cfg A RW 
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Serial Port 1 Registers 

These registers are located at I/O ports which are offsets from 
“COM1Base” (index C7h of the Super-I/O configuration 
registers). COM1Base is typically set to allow these ports to 
be accessed at the standard serial port | address range of 3F8- 
3FFh. 


Port COM1Base+0 — Transmit / Receive Buffer ............ RW 
7-0 Serial Data 


7-4 Undefined 
3 Interrupt on Hnadshake Input State Change 
2 —_‘Intr on Parity, Overrun, Framing Error or Break 
1 Interrupt on Transmit Buffer Empty 
0 Interrupt on Receive Data Ready 


ss lab ucegosh cesar cSyaieetsicusoxecseucbee always read 0 


Port COM1Base+2 — Interrupt Status ............ccccccssssssseees RO 


7-3 Undefined 
2-1 Interrupt ID (0=highest priority) 
00 Priority 3 (Handshake Input Changed State) 
O01 Priority 2 (Transmit Buffer Empty) 
10 Priority 1 (Data Received) 
11 Priority 0 (Serialization Error or Break) 
0 Interrupt Pending 
0 Interrupt Pending 
1 No Interrupt Pending 


Port COM1Base+2 — FIFO Control ...............0cecccsssssseees WO 


Port COM1Base+3 — UART Control.............c.cccsssssessseees RW 


7  Divisor Latch Access 
0 Select transmit / receive registers 
1 Select divisor latch 
6 ~=Break 
0 Break condition off 
1 Break condition on 
5-3 Parity 
000 None 
001 Odd 
011 Even 
101 Mark 
111 Space 
2 Stop Bits 
0 1 
1 2 
1-0 Data Bits 
00 5 


= 
So 
ona 
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Port COM1Base+4 — Handshake Control..................... RW. 
7-5 Undefined 
4 Loopback Check 
0 Normal operation 
1 Loopback enabled 
General Purpose Output 2 (unused in 82C686A) 
General Purpose Output 1 (unused in 82C686A) 
Request To Send 
0 Disabled 
1 Enabled 
0 Data Terminal Ready 
0 Disabled 
1 Enabled 


m NO 


Port COM 1Base+5 — UART Statug.............cccccscsssssssssseee RW 


7 Undefined 
6 Transmitter Empty 
0 1 byte in transmit hold or transmit shift register 
1 0 bytes transmit hold and transmit shift regs 
5 Transmit Buffer Empty 
0 1 byte in transmit hold register 
1 Transmit hold register empty 
4 Break Detected 
0 No break detected 
1 Break detected 
3 Framing Error Detected 
0 Noerror 
1 Error 
2 ‘Parity Error Detected 
0 Noerror 
1 Error 
1 Overrun Error Detected 
0 Noerror 
1 Error 
0 Received Data Ready 
0 No received data available 
1 Received data in receiver buffer register 


Port COM1Base+6 — Handshake Status...................000+ RW 
7 DCD Status (1=Active, 0=Inactive) 


6 RIJStatus (1=Active, 0=Inactive) 
5 DSR Status (1=Active, 0=Inactive) 
4 CTS Status (1=Active, 0=Inactive) 
3. DCD Changed (1=Changed Since Last Read) 
2 RI Changed (1=Changed Since Last Read) 
1 DSR Changed (1=Changed Since Last Read) 
0 CTS Changed (1=Changed Since Last Read) 
Port COM1Base+7 — Scratchpad ..............ssrsssressssssssees RW 


7 Scratchpad Data 


Port COM1Base+9-8 — Baud Rate Generator Divisor .. RW 


15-0 Divisor Value for Basud Rate Generator 
Baud Rate = 115,200 / Divisor 
(e.g., setting this register to 1 selects 115.2 Kbaud) 
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Serial Port 2 Registers 

These registers are located at I/O ports which are offsets from 
“COM2Base” (index C8h of the Super-I/O configuration 
registers). COM2Base is typically set to allow these ports to 
be accessed at the standard serial port 2 address range of 2F8- 
2FFh. 


Port COM1Base+0 — Transmit / Receive Buffer ............ RW 
7-0 Serial Data 


7-4 Undefined 
3 Interrupt on Hnadshake Input State Change 
2 —_‘Intr on Parity, Overrun, Framing Error or Break 
1 Interrupt on Transmit Buffer Empty 
0 Interrupt on Receive Data Ready 


ss lab ucegosh cesar cSyaieetsicusoxecseucbee always read 0 


Port COM1Base+2 — Interrupt Status ............ccccccssssssseees RO 


7-3 Undefined 
2-1 Interrupt ID (0=highest priority) 
00 Priority 3 (Handshake Input Changed State) 
O01 Priority 2 (Transmit Buffer Empty) 
10 Priority 1 (Data Received) 
11 Priority 0 (Serialization Error or Break) 
0 Interrupt Pending 
0 Interrupt Pending 
1 No Interrupt Pending 


Port COM1Base+2 — FIFO Control ...............0cecccsssssseees WO 


Port COM1Base+3 — UART Control.............c.cccsssssessseees RW 


7  Divisor Latch Access 
0 Select transmit / receive registers 
1 Select divisor latch 
6 ~=Break 
0 Break condition off 
1 Break condition on 
5-3 Parity 
000 None 
001 Odd 
011 Even 
101 Mark 
111 Space 
2 Stop Bits 
0 1 
1 2 
1-0 Data Bits 
00 5 


= 
So 
ona 
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Port COM1Base+4 — Handshake Control..................... RW. 
7-5 Undefined 
4 Loopback Check 
0 Normal operation 
1 Loopback enabled 
General Purpose Output 2 (unused in 82C686A) 
General Purpose Output 1 (unused in 82C686A) 
Request To Send 
0 Disabled 
1 Enabled 
0 Data Terminal Ready 
0 Disabled 
1 Enabled 


m NO 


Port COM 1Base+5 — UART Statug.............cccccscsssssssssseee RW 


7 Undefined 
6 Transmitter Empty 
0 1 byte in transmit hold or transmit shift register 
1 0 bytes transmit hold and transmit shift regs 
5 Transmit Buffer Empty 
0 1 byte in transmit hold register 
1 Transmit hold register empty 
4 Break Detected 
0 No break detected 
1 Break detected 
3 Framing Error Detected 
0 Noerror 
1 Error 
2 ‘Parity Error Detected 
0 Noerror 
1 Error 
1 Overrun Error Detected 
0 Noerror 
1 Error 
0 Received Data Ready 
0 No received data available 
1 Received data in receiver buffer register 


Port COM1Base+6 — Handshake Status...................000+ RW 
7 DCD Status (1=Active, 0=Inactive) 


6 RIJStatus (1=Active, 0=Inactive) 
5 DSR Status (1=Active, 0=Inactive) 
4 CTS Status (1=Active, 0=Inactive) 
3. DCD Changed (1=Changed Since Last Read) 
2 RI Changed (1=Changed Since Last Read) 
1 DSR Changed (1=Changed Since Last Read) 
0 CTS Changed (1=Changed Since Last Read) 
Port COM1Base+7 — Scratchpad ..............ssrsssressssssssees RW 


7 Scratchpad Data 


Port COM1Base+9-8 — Baud Rate Generator Divisor .. RW 


15-0 Divisor Value for Basud Rate Generator 
Baud Rate = 115,200 / Divisor 
(e.g., setting this register to 1 selects 115.2 Kbaud) 
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Register Summary - FM 


SoundBlaster Pro Port Registers 

These registers are located at offsets from “SBPBase” (defined 
in Rx43 of Audio Function 5 PCI configuration space). 
SBPBase is typically set to allow these ports to be accessed at 
the standard SoundBlaster Pro port address of 220h or 240h. 


FM Registers 


Port SBPBase+0 — FM Left Channel Index / Status....... RW 
7-0 FM Right Channel Index / Status 


Port SBPBase+1 — FM Left Channel Data...................+ WoO 
7-0 Right Channel FM Data 


Port SBPBase+2 — FM Right Channel Index / Status .... RW 
7-0 FM Right Channel Index / Status 


Port SBPBase+3 — FM Right Channel Data ..............006 WO 


7-0 Right Channel FM Data 


Port 388h or SBPBase+8 — FM Index / Status..............06+ RW 


7-0 FM Index / Status (Both Channels) 
Writing to this port programs both the left and right channels 
(the write programms port offsets 0 and 2 as well) 


Port 389h or SBPBase+9 — FM Data .........cccccssssssssssseees WO 


7-0 FM Data (Both Channels) 
Writing to this port programs both the left and right channels 
(the write programms port offsets | and 3 as well) 


Mixer Registers 


Port SBPBase+4 — Mixer Index..............ccccccccssssssssssesees WO 
7-0 Mixer Index 


Port SBPBase+5 — Mixer Data............ccccccccssssssssssscssssesvees RW 
7-0 Mixer Data 


Sound Processor Registers 
Port SBPBase+6 — Sound Processor Reset..............s00e WO 


0 1=Sound Processor Reset 


Port SBPBase+A — Sound Processor Read Data ............. RO 
7-0 Sound Processor Read Data 


Port SBPBase+C — Sound Processor Command / Data WO 
7-0 Sound Processor Command / Write Data 


Port SBPBase+C — Sound Processor Buffer Status......... RO 
7  1=Sound Processor Command / Data Port Busy 


Port SBPBase+E — Sound Processor Data Avail Status..RO 


7  1=Sound Processor Data Available 
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01 Test 
02 Fast Counter (80 usec) 
03 Slow Counter (320 usec) 
04 | IRQ | MFC | MSC SSSC | SSFC 
08 | CSM | SEL 
20-35 | AM | VIB | EGT | KSR Multi 
40-55 KSL Total Level (TL) 
60-75 Attack Rate (AR) Decay Rate (DR) 
80-95 Sustain Level (SL) Release Rate (RR) 
A0-A8 F-Number 
BO-B8 Key Block F-Number 
BD | Int AM VIB | Ryth | Bass | Snare | Tom | Cym |HiHat 
C0-C8 Feedback FM 
E0-F5 WS 


MFC=Mask Fast Counter SSFC=Start / Stop Fast Counter 
MSC=Mask Slow Counter SSSC=Start / Stop Slow Counter 


Register Summary — Mixer 


00 Data Reset 

02 SP Volume L SP Volume R 
OA Mic Vol 
OC Finp TFIL Select 
OE Fout ST 
22 General Volume General Volume 
26 FM Volume L FM Volume R 
28 CD Volume L CD Volume R 
2E Line Volume L Line Volume R 


Finp = Input Filter 

Fout = Output Filter 

TFIL = Input Filter Type 

ST = Stereo / Mono Mode 

Select = Input Choices (O=Microphone, 1=CD, 3=Line) 


Command Summary — Sound Processor (see next page) 
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Command Summary — Sound Processor Game Port Registers 
# Type Command These registers are fixed at the standard game port address of 
10 Play 8 bits directly 201h. 
14 Pla 8 bits via DMA 
91 Play High-speed 8 bits via DMA VO Port 201h — Game Port Status scscseseseeeeeeneenee RO 
16 Play = 2-bit compressed via DMA 7 J oystick B Button 2 Status 
17 Play —_2-bit compressed via DMA with reference 6 J oystick B Button 1 Status 
74 Play 4-bit compressed via DMA 5 OS oystick A Button 2 Status 
75 Play 4-bit compressed via DMA with reference 4 4 oystick A Button 1 Status . 
76 Play  2.6-bit compressed via DMA 3 J oystick B One-Shot Status for Y-Potentiometer 
77 Play 2.6-bit compressed via DMA with reference 2 J oystick B One-Shot Status for X-Potentiometer 
1 = Joystick A One-Shot Status for Y-Potentiometer 


—) 


90) Resand Dect Joystick A One-Shot Status for X-Potentiometer 


24 Record ViaDMA T/O Port 201h — Start One-Shot .sssssssssssssssssssssssssssssssssssses wo 
99 Record High-speed 8 bits via DMA 7-0 (Value Written is Ignored) 


D1 Speaker Turn on speaker connection 
D3 Speaker Turn off speaker connection 
D8 Speaker Get speaker setting 


40 Misc Set sample rate 
48 Misc Set block length 
80 Misc Set silence block 
DO Misc Stop DMA 

D4 Misc Continue DMA 
El Misc Get version 


30 MIDI Direct MIDI input 

31 MIDI MIDI input via interrupt 

32 MIDI Direct MIDI input with time stamp 

33. MIDI MIDI input via interrupt with time stamp 

34 MIDI Direct MIDI UART mode 

35 MIDI MIDI UART mode via interrupt 

36 MIDI Direct MIDI UART mode with time stamp 

37 MIDI MIDI UART mode via interrupt with time stamp 
38 MIDI Send MIDI code 
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Function 0 Registers - PCI to ISA Bridge 

All registers are located in the function 0 PCI configuration 
space of the VT82C686A. These registers are accessed 
through PCI configuration mechanism #1 via I/O address 
CF8/CFC. 


PCI Configuration Space Header 


Offset 1-0 - Vendor ID = 1106)...............ccccccsssssssscssscesesees RO 
Offset 3-2 - Device ID = 0686) .............0cccccccssssssssscscssssesees RO 
Offset 5-4 - COMMANA............ccccccccscssscscrerccsssessscereescsscesees RW 


15-8 Reserved 
7 Address / Data Stepping 


0 Disable 
I sEnablectissataciecintancieiaintstes default 
6-4 Reserved o..cceeceeceseeeceseeneeeeeneees always reads 0 
3 Special Cycle Enable ..... Normally RW}, default = 0 
2 Bus Master .00.... eee certs always reads 1 
1 Memory Space.................. Normally RO, reads as | 
0 WOSpace — ..... eee Normally ROF, reads as 1 


+ If the test bit at offset 46 bit-4 is set, access to the above 
indicated bits is reversed: bit-3 above becomes read only 
(reading back 1) and bits 0-1 above become read / write (with 
a default of 1). 


Offfset 7-6 - Status........srsrscscscrsrsrssscscscsssesessssssscsssssesseces RWC 
15 Detected Parity Error.................... write one to clear 

14  Signalled System Error..................... always reads 0 

13 Signalled Master Abort ................. write one to clear 

12 Received Target Abort .................. write one to clear 

11  Signalled Target Abort.................. write one to clear 
10-9 DEVSEL# Timing .................... fixed at 01 (medium) 

8 Data Parity Detected.......000000 always reads 0 

7 Fast Back-to-Back........00.000. ee always reads 0 


6-0) Reserved oe eeeeeeeeeeees always reads 0 


Offset 8 - Revision ID = 0 ..........ssssssssssesescecssseeseneseeeseeee RO 
7-0 Revision ID 
Ox VT82C686 
lx VT82C686A 


Offset 9 - Program Interface = OON...............scccccscssssssssees RO 


Offset A - Sub Class Code = O01] ............ccccsssssssssssccesssseees RO 


Offset B - Class Code = O6N...........ccccccssssscssssscssssssvcssesseees RO 


Use offset 70-73 to change the value returned. 
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ISA Bus Control 


6 Extended ISA Bus Ready 
O Disable ........ecccecccecccssssccceceseessnseeeeeeeees default 
1 Enable 

5 ISA Slave Wait States 
O 4 Wait States... ccccecccceesessreeeeees default 
1 5 Wait States 

4 Chipset I/O Wait States 
O 2 Wait States... cccceccccccceesessreeeeees default 
1 4 Wait States 

3. I/O Recovery Time 


OS DY icy: 10) (on default 
1 Enable 

2  Extend-ALE 
Oi Disable: cécsieissccccciscessaciscteaadlacevsecses tence default 
1 Enable 

1 ROM Wait States 
O 1 Wait State oo. cccceesesseeeeeees default 


1 O Wait States 
0 ROM Write 


Q) DIS ADI S yeh vas Serr eeevnde See stes ae eicasteeeveebes default 
1 Enable 
Offset 41 - ISA Test Mode..........ssssssscsssrsrsrersresssesssessssees RW. 
7 Bus Refresh Arbitration (do not program) default=0 
6 XRDY Test Mode (do not program)........... default=0 
5 Port 92 Fast Reset 
O). WDISADIS so253 sci stiveieevedeseeesSeccasebeddsneasteervendes default 
1 Enable 
4  A20G Emulation (do not program)............. default=0 


3. Double DMA Clock 
0 Disable (DMA Clock = % ISA Clock)... default 
1 Enable (DMA Clock = ISA Clock) 
2 SHOLD Lock During INTA (do not program) def=0 
1 Refresh Request Test Mode (do not program).def=0 
0 ISA Refresh 
Oe Wisabless sisvicsscesci.dcedeleavarieions teneeveectivesees default 
1 Enable 
This bit should be set to 1 for ISA compatibility. 
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Offset 42 - ISA Clock Control. ............cscccsscssscsssessseseees RW Offset 43 - ROM Decode Control .............ssssssesssessesssees RW 
7 Latch IO16# Setting these bits enables the indicated address range to be 
0 Enable (recommended setting)............... default included in the ROMCS# decode: 
1 Disable 7 FFFE0000h-FEFEFFFFA ............00ccc0000 default=0 
6 MCS16# Output 6 FFF80000h-FFFDFFFFEN «0.0.0.0... default=0 
QO Disable .i.sisccccctcissesescacgeceivessesocontecseeseteste default 5  000E8000h-000EFFFFh ........................... dehult=0 
Dene 4 000E0000h-O00E7FFFH .......c::ccccesecess default=0 
5. ‘Master Request Test Mode (Go nolpmeean) 3 000D8000h-OO0DEFFEN ......s..:scceceee default=0 
; ts ee aurcesleipactaxdenseveiesiaaoeecota mere default 2  000D0000h-000D7FFFh ....--..--c.cccccc--c... default=0 
a ais ae NoiBeoerany rae 1 000C8000h-000CFFFFH ..............0cccccceeee default=0 
ved (Do Not Program) ................... efault = 
0 000C0000h-000C7FFFh................0.0ccc default=0 
3. ISA Clock (BCLK) Select Enable 
0 BCLK = PCICLKMA..... essere default Offset 44 - Keyboard Controller Control ............s.::0s00+ RW 
1 BCLK selected per bits 2-0 7 KBC Timeout Test (do not program)........ default = 0 
2-0 ISA Bus Clock Select (if bit-3 = 1) 6-4 Reserved (do not program) ........cceceeeeeees default = 0 
000 BCLK = PCICLK/3..... ec eeece cece eee default 3 Mouse Lock Enable 
001 BCLK = PCICLK/2 Oe MD Isa NE cchcccscicrwnssnctaccetateaeeacacstietiatacs default 
010 BCLK = PCICLK/4 1 Enable 
O11 BCLK = PCICLK/6 2-1 Reserved (do not program)... eee default = 0 
100 BCLK = PCICLK/5 0 Reserved (no function) .............eeeeeeeeees default = 0 


101 BCLK = PCICLK/10 
110 BCLK = PCICLK/12 


111 BCLK = OSC/2 7 ISA Master / DMA to PCI Line Buffer 
Note: Procedure for ISA Clock switching: : Sara sudetydeFieeabezbudeipeetvacssebaienseneanieeses default 
PEG Oy 2) CRS a EOE DILDO ay Der PICA Wa 6 DMA type F Timing on Channel 7............ default=0 
5 DMA type F Timing on Channel 6............ default=0 
4 DMA type F Timing on Channel 64............ default=0 
3. DMA type F Timing on Channel 3............ default=0 
2 DMA type F Timing on Channel 2............ default=0 
1 DMA type F Timing on Channel 1............ default=0 
0 DMA type F Timing on Channel 0............ default=0 
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Offset 46 - Miscellaneous Control 1..........sscsssesssseesseesseee RW 
7 PCI Master Write Wait States 
O 0 Wait States 2. eeeesseceereeesneceeneees default 
1 1 Wait State 
6 Gate INTR 
O° “Disable :..cc.catisidtincesiemuiaiewds default 
1 Enable 
5‘ Flush Line Buffer for Int or DMA IOR Cycle 
Oe MDISADIE: ct oticedacecs des esszesscececaceeseecusnecvevecesys default 
1 Enable 
4 Config Command Reg Rx04 Access (Test Only) 
0 Normal: Bits 0-1=RO, Bit 3=RW.......... default 
1 Test Mode: Bits 0-1=RW, Bit-3=RO 
3. Reserved (do not program).............. ee default = 0 
2 Reserved (no function)............cccceeeeereeees default = 0 
1 PCI Burst Read Interruptability 
0 Allow burst reads to be interrupted by ISA 
master OF DMA... ceccceceseesceeeesteeesseeeeees default 
1 Don’t allow PCI burst reads to be interrupted 
0 Posted Memory Write Enable 


QQ) WDISab le wesc csctecsetis cc osandonst stescgvevecosseaevseteets default 
1 Enable 
The Posted Memory Write function is automatically 
enabled when Delay Transaction (see Rx47 bit-6 
below) is enabled, independent of the state of this bit. 
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Offset 47 - Miscellaneous Control 2 ............scccccccsssssssseees RW 
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CPU Reset Source 
QO Use CPURST as CPU Reset.................. default 
1 Use INIT as CPU Reset 

PCI Delay Transaction Enable 


O. Disable scicsiec ited acide avec ueek default 
1 Enable 
The "Posted Memory Write" function is 


automatically enabled when this bit is enabled, 
independent of the state of Rx46 bit-0. 
EISA 4D0/4D1 Port Enable 
0 Disable (ignore ports 4D0-1).....0.. default 
1 Enable (ports 4D0-1 per EISA specification) 
Interrupt Controller Shadow Register Enable 
OU Disable veciscivisaivicisssncseticcttsaicuntees default 
1 Enable (for test purposes, enable readback of 
interrupt controller internal functions on I/O 
reads from ports 20-21, AO-Al, A8-A9, and 


C8-C9) (Contact VIA Test Engineering 
department) 
Reserved (always program to 0).............. default = 0 


Note: Always mask this bit. This bit may read back 
as either 0 or 1 but must always be 
programmed with 0. 

Write Delay Transaction Time-Out Timer 


QO) Disables ssc cin een os default 
1 Enable 

Read Delay Transaction Time-Out Timer 
Os DY icy] 0) (<n default 
1 Enable 


Software PCI Reset ...... write 1 to generate PCI reset 
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4C - ISA DMA/Master Memory Access Control 1 ........ RW 


Offset 48 - Miscellaneous Control 3...........::sssssssssssesseee RW. 
7-4 Reserved 
3. Extra RTC Port 74/75 Enable 
Oe Disables.3..:sciccesssicrttescteedesieae tenes eed default 
1 Enable 
2 Integrated USB Controller Disable 


1 Disable 

1 Integrated IDE Controller Disable 
Qe (Bina ble ess: sce cals ci leetiiciivins aieees default 
1 Disable 


0 512K PCI Memory Decode 
0 Use Rx4E[15-12] to select top of PCI memory 
1 Use contents of Rx4E[15-12] plus 512K as top 


Of PCI memory... eee eeeeeeeeteeeees default 
Offset 4A - IDE Interrupt Routing ....................sccssssscees RW 
7 Wait for PGNT Before Grant to ISA Master / 
DMA 
QO! DIS ADI i sccccdscnwnscinssnctoveesesscincseedconesensceser’ default 
1 Enable 

6 _Bus Select for Access to I/O Devices Below 100h 

0 Access ports 00-FFh via XD bus............ default 


1 Access ports 00-FFh via SD bus (applies to 
external devices only; internal devices such as 
the mouse controller are not effected) 

5-4 Reserved (do not program) ..................... default = 0 
3-2 IDE Second Channel IRQ Routing 
00 IRQI4 
OL TROIS oe eeeeceecceeeeeeceeeceeeeseeneeeneeeeeenes default 
10 IRQIO 
11 IRQI1 
1-0 IDE Primary Channel IRQ Routing 
OO TROD... ee eeceecceecceeeceeeeeseeeseeneeeneeeneeenes default 
01 IRQI5 
10 IRQIO 
11 IRQI1 
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7-0 PCI Memory Hole Bottom Address 
These bits correspond to HA[23:16] ............ default=0 
4D - ISA DMA/Master Memory Access Control 2 ........ RW 


7-0 PCI Memory Hole Top Address (HA[23:16]) 
These bits correspond to HA[23:16] ............ default=0 


Note: Access to the memory defined in the PCI memory 
hole will not be forwarded to PCI. This function is 
disabled if the top address is less than or equal to the 
bottom address. 


4F-4E - ISA DMA/Master Memory Access Control 3... RW. 
15-12 Top of PCI Memory for ISA DMA/Master accesses 
OOOO LM we eeeeeccceceseeeeneeseeeeneeseeeeneeseeeeneeaees default 


1111 16M 
Note: All ISA DMA / Masters that access addresses higher 
than the top of PCI memory will not be directed to the 
PCI bus. 


11. Forward E0000-EFFFF Accesses to PCI........ def=0 
10 Forward A0000-BFFFF Accesses to PCT ....... def=0 
9 Forward 80000-9FFFF Accesses to PCI ........ def=1 
8 Forward 00000-7FFFF Accesses to PCI ........ def=1 
7 Forward DC000-DFFFF Accesses to PCI ...... def=0 
6 Forward D8000-DBFFF Accesses to PCI ...... def=0 
5 Forward D4000-D7FFF Accesses to PCI ....... def=0 
4 Forward D0000-D3FFF Accesses to PCT ....... def=0 
3. Forward CC000-CFFFF Accesses to PCI ..... def=0 
2 Forward C8000-CBFFF Accesses to PCT ...... def=0 
1 = Forward C4000-C7FFF Accesses to PCI ....... def=0 
0 Forward C0000-C3FFF Accesses to PCT ....... def=0 
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Plug and Play Control 


Offset 50 — PNP DMA Request Contr ..............ssessscsees RW 


T-4 RESOLVED a. eeceececssecesssesseeeesseeenseeeseeees default = 0 
3-2 PnP Routing for Parallel Port DRQ.....def = DRQ3 
1-0 PnP Routing for Floppy DRQ............... def = DRQ2 
DRQ Mapping: 00=DRQO, 01=DRQ1, 10=DRQ2, 11=DRQ3 


Offset 51 - PNP IRO Routing 1..............cccccssssssssssssessssees RW 


7-4 PnP Routing for Parallel Port IRQ (see PnP IRQ 
routing table) 

3-0 PnP Routing for Floppy IRQ (see PnP IRQ routing 
table) 


Offset 52 - PNP IRO Routing 2.............cccccccsssssssssssssesssees RW 


7-4 PnP Routing for Serial Port 2 IRQ (see PnP IRQ 
routing table) 

3-0 PnP Routing for Serial Port 1 IRQ (see PnP IRQ 
routing table) 


Offset 54 - PCI IRO Edge / Level Select..............ssscscsseees RW 


yf eC = | ee always reads 0 
The following bits all default to “level” triggered (0) 

PIRQA# Invert (edge) / Non-invert (level)....... (1/0) 
PIRQB# Invert (edge) / Non-invert (level)....... (1/0) 
PIRQC# Invert (edge) / Non-invert (level)....... (1/0) 
PIRQD# Invert (edge) / Non-invert (level)....... (1/0) 


Note: PIRQA-D# normally connect to PCI interrupt pins 
INTA-D# (see pin definitions for more information). 


ormhé W 


Offset 55 - PNP IRO Routing 4.............cccccccssssssssssssesesees RW 


7-4 PIRQA# Routing (see PnP IRQ routing table) 
3-0) Reserved oe eeeeeeeneeetees always reads 0 


Offset 56 - PNP IRQ Routing 5...............csrsssssssssssssreoers RW 


7-4 PIRQC# Routing (see PnP IRQ routing table) 
3-0 PIRQB# Routing (see PnP IRQ routing table) 


Offset 57 - PNP IRO Routing 6...........cccccssssccssssessseereeees RW 


7-4 PIRQD# Routing (see PnP IRQ routing table) 
3-0 Reserved on. cceeceseeseeesteeneeees always reads 0 
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PnP IRQ Routing Table 
OOOO Disabled ..............cceeecccesessceeeeesessaeeeeees default 
0001 IRQI 
0010 Reserved 
0011 IRQ3 
0100 IRQ4 
0101 IRQ5 
0110 IRQ6 
0111 IRQ7 
1000 Reserved 
1001 IRQ9 
1010 IRQIO 
1011 IRQI1 
1100 IRQ12 
1101 Reserved 
1110 IRQ14 
1111 IRQI5 
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Offset SA — KBC / RTC Control ............csscssssessessseseeeers RW. 
Bits 7-4 of this register are latched from pins SD7-4 at power- 
up but are read/write accessible so may be changed after 
power-up to change the default strap setting: 


7 Keyboard RP16............000.0.8. latched from SD7 
6 Keyboard RPIS ............ ee latched from SD6 
5 = Keyboard RP14 ........ latched from SD5 
4 Keyboard RP13 ................e latched from SD4 
3 Audio Function Enable 

seseeee RO, strapped from SPKR pin V5 


0 Disable (SDD pins function as SDD) 
1 Enable (SDD pins function as Audio / Game) 
2 Internal RTC Enable 


0 Disable 
LW, Piabletis sc istieenciccsepatiesscanemanes default 
1 Internal PS2 Mouse Enable 
(Oe DY icy] 0) ( default 
1 Enable 
0 Internal KBC Enable 
QO , Disables .isissisuressiessccbecteeesiacecsteeentian sted default 
1 Enable 


Note: External strap option values may be set by connecting 
the indicated external pin to a 4.7K ohm pullup (for 
1) or driving it low during reset with a 7407 TTL 
open collector buffer (for 0) as shown in the 


suggested circuit below: 
vcc vcc 
7407 4.7K 


RESET# —O 


Figure 5. Strap Option Circuit 
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Offset 5B - Internal RTC Test Mode ........-.-sssssesseeereeee RW. 
TS RROSONVEE. i sasioisesesiesesecsecaeeacopeticnss always reads 0 
2 RTC Reset Enable (do not program).......... default=0 
1 RTC SRAM Access Enable 
Oi Disables cciccszssisei tices ssecsediccacscsadoucaniecuiesvs default 
1 Enable 
This bit is set if the internal RTC is disabled but it is 
desired to still be able to access the internal RTC 
SRAM via ports 74-75. If the internal RTC is 
enabled, setting this bit does nothing (the internal 
RTC SRAM should be accessed at either ports 70/71 
or 72/73. 
0 RTC Test Mode Enable (do not program) .default=0 
Offset 5C - DMA Control.........ssssscscscsrsrsrersressessssserseees RW. 
To BROSCRVED,  cesssisscevisel ssessciheesstinieneseieste always reads 0 
6 _ Passive Release 
Os DY icy: 10) (<n default 
1 Enable 
5 Internal Passive Release 
O Disable .........ccceccceceesessscececessessnseeeeeeeees default 
1 Enable 
4 Dummy PREQ 
QO? WDisabless ccssssiecicdisesienecsicestieion Ran default 
1 Enable 
3 Reserved. © sescdviecinusieeiinceennirs always reads 0 
2  APIC Connection 
O APIC on SD Bus... ccceeeeeeeeeeees default 
1 APIC on XD Bus 
1 Reserved (Do Not Program).................... default = 0 
0 DMA Line Buffer Disable 
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0 DMA cycles can be to/from line buffer ....... def 
1 Disable DMA Line Buffer 
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Distributed DMA / Serial IRQ Control 


Offset 61-60 - Distributed DMA Ch 0 Base / Enable...... RW Offset 6B-6A - Distributed DMA Ch 5 Base / Enable.... RW 
15-4 Channel 0 Base Address Bits 15-4 .......... default = 0 15-4 Channel 5 Base Address Bits 15-4........... default = 0 
3. Channel 0 Enable 3. Channel 5 Enable 
(On DY icy] 0) ( ee default O Disable .........ccceccccecsessceeecessessnseeeeeeeees default 
1 Enable 1 Enable 
2-0 Reserved on.cieecceccssecesseeneeeeeneees always reads 0 2-0) Reserved oi.ceceeeceeccsseeeeseereeeees always reads 0 
Offset 63-62 - Distributed DMA Ch 1 Base / Enable...... RW Offset 6D-6C - Distributed DMA Ch 6 Base / Enable ... RW 
15-4 Channel 1 Base Address Bits 15-4 .......... default = 0 15-4 Channel 6 Base Address Bits 15-4........... default = 0 
3. Channel 1 Enable 3 Channel 6 Enable 
(Oe DD icy: 0) (<n default O Disable ........cccceccccccssssscececessessnneeeeeeeees default 
1 Enable 1 Enable 
2-0) Reserved on.eieeceeceseeessseeneeeeeneees always reads 0 2-0 Reserved ones ceessssesseeeseseserenceseees always reads 0 
Offset 65-64 - Distributed DMA Ch 2 Base / Enable...... RW Offset 6F-6E - Distributed DMA Ch 7 Base / Enable.... RW 
15-4 Channel 2 Base Address Bits 15-4 .......... default = 0 15-4 Channel 7 Base Address Bits 15-4........... default = 0 
3. Channel 2 Enable 3. Channel 7 Enable 
O Disable ....... cc ccccceceeccceceesesssaeeeeeeeeesees default O Disable .........ccceccccccecsesssceeecessessnseeeeeeeees default 
1 Enable 1 Enable 
2-0) Reserved on. eeeceecesecesseeseeeeeneees always reads 0 2-0) Reserved oi.eeceeeceeeccsseecceseereeeees always reads 0 
Offset 67-66 - Distributed DMA Ch 3 Base / Enable...... RW 
15-4 Channel 3 Base Address Bits 15-4 .......... default = 0 
3. Channel 3 Enable 
(Oe DD icy] 0) (<r default 
1 Enable 
2-0) Reserved on. eieeeececceseeeceseeseeeeeneees always reads 0 
Offset 69-68 — Serial IRQ Control ................scssscsssscesees RW 


15-4 Reserved ieee cceseeseeseeseeeeeneees always reads 0 
3 Serial IRQ Enable 
(On DY icy] 0) (<n default 
1 Enable 
2 Serial IRQ Mode 
O Continuous Mode ........ ccc cceeeeeeceeeenees default 


1 Quiet Mode 
1-0 Serial IRQ Start-Frame Width 
OO 4 PCT Cocks ...... cece ccceceesseseceeeeeeeenes default 
01 6 PCI Clocks 
10 8 PCI Clocks 
11 -reserved- 
The frame size is fixed at 21 PCI clocks. 
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Miscellaneous / General Purpose I/O 


Offset 73-70 - Subsystem ID ............cccscscscossssssssssseesssssees WO 


31-0 Subsystem ID / Vendor ID................. always reads 0 
Contents may be read at offset 2C. 


Offset 74 — GPIO Control 1..........sscscsssssssssssssssssserenenseseee RW. 
7 APIC Enable 
QO) UDISADI GS iescesceececeoceastessvenceescees bechstecweeneassy default 
1 Enable 
RESEVVOd. aisseckinctuc tices cctennessecestnnesenrs always reads 0 
5 GPIOD Direction (Pin U8) 
OQ: - UNpUts.schsestecissitertssieessstsstitesnecesbdoes default 
1 Output 
4  GPIOC Direction (Pin V14) 
O° Tnput ssuc.teaiert elas default 
1 Output 
3. GPIOB Direction (Pin U12) 
OPUS sceicbcretecdeechecctatacsdecieansdiicetreadeetess default 
1 Output 
2  GPIOA Direction (Pin T14) 
Oo Input Aseistescesneteeisth ease veeteieed default 
1 Output 
1 THRM Enable (Pin T11) 
0: PME a aceh eae ce ee as default 


N 


Note that pin T11 is also used as GPI5 whose value is 
reflected in Function 4 Rx48[5]. 
0 GPIO/IOCHCK# Select 


O:. -GRIO™ coesscsecstieii heck ee snGed Mace default 
1 IOCHCK# 
Offfset_75 — GPIO Control 2..........rsresssrssrsssseesersscessersesees RW. 
7 GPO7 Enable (Pin T7) 
QO Pin defined as SLP#H ........ cece eee default 


1 Pin defined as GPO7 

6 GPO6 Enable (Pin V10) 
QO Pin defined as SUSST1#......... ee default 
1 Pin defined as GPO6 

5  GPOS5 Enable (Pin V12) 
QO Pin defined as PCISTP#........... eee default 
1 Pin defined as GPO5 

4 GPO4 Enable (Pin Y12) 
QO Pin defined as CPUSTP# ......... ee default 
1 Pin defined as GPO4 

3. FDC External IRQ / DRQ Interface 


O Enable... cccccccscccccceesesseeeeeeeeeesenees default 
1 Disable 

2  GPO2 Enable (Pin W9) 
OQ Pin defined as SUSB#............. cc cceceeeeee default 


1 Pin defined as GPO2 

1 GPO1 Enable (Pin V9) 
OQ Pin defined as SUSA#...........cce ec cceeeeees default 
1 Pin defined as GPO1 

0 Positive Decode 
0 Subtractive Decode ............cc ce ceeeeeeeeees default 
1 Positive Decode 


Offset 76 — GPIO Control 3 ............sssssscssssssrssssssesssscesseees RW. 
7  Over-Current (OC) Input 
Oi. Disables ciccisisscciecsccaisitissteaeecscesnceiee debs default 
1 Enable 
6 OC{[3:0] From SD[3:0] By Scan 
Oh Disables.c:issstctesseeniesued task ies default 
1 Enable 
5 GPO14/GPO15 Enable (Pins E12 / D12) 
0 Pins used for IRTX and IRRX............... default 
1 Pins used for GPO14 and GPO15 
4 PCSO0O# Enable (Pin T5) 
Bit-1 =0: pin is defined as XDIR (this bit is ignored) 
Bit-1 = 1: pin is defined per this bit: 
0 Pinis defined as GPO12............ eee defaul;t 
1 Pin is defined as PCSO# 
3. MCCS# Enable (Pin U5) 
Bit-1 =0: pin is defined as SOE# (this bit is ignored) 
Bit-1 = 1: pin is defined per this bit: 
QO Pin is defined as GPO1I3................eeee default 
1 Pin is defined as MCCS# 
2 CHAS Enable (Pin V14) 
QO Pin is defined as GPIOC..............:.::c00 default 
1 Pin is defined as CHAS 
1 GPO12/GPO13 Enable (Pins T5 / U5) 
QO Pins are defined as XDIR and SOE#..... default 
1 Pins are defined per bits 3 and 4: 
Bit-4 = 0: Pin T5 is defined as GPO12 
Bit-4 = 1: Pin T5 is defined as PCSO# 
Bit-3 = 0: Pin U5 is defined as GPO13 
Bit-3 = 1: Pin U5 is defined as MCCS# 
0 GPOWE# (GPO[23-16]) Enable (Pin T14) 


QO Pinis defined as GPIOA..............ccccceeeee default 
1 Pin is defined as GROWE# (Rx74[2] also must 
be set to 1) 
Offset 77 — GPIO Control 4 Control...................ssccssssees RW 


7-1 Reserved 
0 GPO13 Enable (Pin U5) 
OQ Pin defined as SOB# 0.0... cceeeeeceeeeee default 
1 Pin defined as GPO13 


15-0 PCSO# I/O Port Address [15-0] 


Offset 80 — Programmable Chip Select Mask ............00+ RW 


7-4 Reserved 
3-0 PCS0# I/O Port Address Mask [3-0] 
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Offset 81 — ISA Positive Decoding Control 1 ...............6++ RW Offset 83 — ISA Positive Decoding Control 3..............0+ RW 


7 On-Board I/O Port Positive Decoding 7 COM Port B Positive Decoding 
Oy WD18 ables ceviss ecesscestie) ecaeVewstateeedeesecneesisiss default QO) WD 1S able cc2ecccxseecveestenctees ee teescetebactens eee default 
1 Enable 1 Enable 
6 Microsoft-Sound System I/O Port Positive 6-4 COM-Port B Decode Range 
Decoding 000 3F8h-3FFh (COM1)........ cc cceeeeeeee default 
O° Disables. cc.dstisideicianiavadiwnwss default 001 2F8h-2FFh (COM2) 
1 Enable 010 220h-227h 
5-4 Microsoft-Sound System I/O Decode Range O11 228h-22Fh 
O00 O530h-0537h .......ceececesecceeeseeseeeseneeeeeees default 100 238h-23Fh 
01 0604h-060Bh 101 2E8h-2EFh (COMA) 
10 OE80-0E87h 110 338h-33Fh 
11 OF40h-0F47h 111 3E8h-3EFh (COM3) 
3. APIC Positive Decoding 3. COM Port A Positive Decoding 
O!. MD ISaDlessseHaete teed eatin hela default O) Disable: gcicvesisces snr aicnsiceieasicas default 
1 Enable 1 Enable 
2 BIOS ROM Positive Decoding 2-0 COM-Port A Decode Range 
On DY Est:] 0) (ee default 000 3F8h-3FFh (COM1).......cc cece default 
1 Enable 001 2F8h-2FFh (COM2) 
I Reserved? siaccicniientinceink always reads 0 010 220h-227h 
0 PCSO Positive Decoding O11 228h-22Fh 
OQ Disable 00... cece ceccessecesseececesseeessseeeees default 100 238h-23Fh 
1 Enable 101 2E8h-2EFh (COM4) 


110 338h-33Fh 
111 3E8h-3EFh (COM3) 


Offset 82 — ISA Positive Decoding Control 2 ..............00+ RW 


7 FDC Positive Decoding 
OE MOG ODN Gc ccnencatyeesereeseteckenadaante default Offset 84 — ISA Positive Decoding Control 4............+.0+ RW 
1 Enable 7-4 Reserved oon. eeeeeeeeeeeeeeees always reads 0 
6 LPT Positive Decoding 3. FDC Decoding Range 
O'. Wisable: cei ressecseecdevedeleseoclivacseoceonseee’ default )) SPIT ARY os ces feeedetscades Ses cteadesens ticeteeuensects default 
1 Enable 1 Secondary 
5-4 LPT Decode Range 2 Sound Blaster Positive Decoding 
00 3BCh-3BFh, 7BCh-7BEh............0c:00 default O. Disable. dscciccdsikisaensawinasieu ais default 
01 378h-37Fh, 778h-77Ah 1 Enable 
10 278h-27Fh, 678h-67Ah 1-0 Sound Blaster Decode Range 
11 -reserved- OO 220h-22Fh, 230h-233h ..........cccceceeceeeee default 
3. Game Port Positive Decoding O01 240h-24Fh, 250h-253h 
QO. Wisablesis: acc ascisincttones Seek default 10 260h-26Fh, 270h-273h 
1 Enable 11 280h-28Fh, 290h-293h 
2 MIDI Positive Decoding 
QO? Disables. fcsseeititivescerteeeseapcdieseietcn avetheeed default 
1 Enable 
1-0 MIDI Decode Range 
OO 300K-303K oo... eee eceeecceeeeeseeteeseesseeseeaeens default 


O01 310h-313h 
10 320h-323h 
11 330h-333h 
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Offset 85 — Extended Function Enable.................:.:2+200e. RW. 
7-5 Reserved 
4 Function 3 USB Ports 2-3 
OQ. (Emable se diccceccats cectecstateces ented default 
1 Disable 
3‘ Function 6 Modem / Audio 


1 Disable 

2 Function 5 Audio 
QO: “Bridbleiss.sisedcaccdscashaccece aeotigias eaceeseeieeeane default 
1 Disable 

1 Super-I/O Configuration 
(On DY icy: 10) (oe default 
1 Enable 

0 Super-I/O 
(Oe DD icy: 0) ( default 
1 Enable 
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Offset 86 — PNP IRO/DROQ Test 1 (Do Not Program) ... RW 
Offset 87 — PNP IRQ/DRQ Test 2 (Do Not Program) ... RW 


Offset 88 — PLL Test (Do Not Program))...............scsseeee RW 


Offset 89 — PLL Control..............scssscssssscsssscsssscesssssnssseses RW. 
7-4 Reserved 
3-2. PLL PCLK Input Delay Select 
1-0 PLL CLK66 Feedback Delay Select 
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Offset 9 - Programming Interface .............ccccccssssssssesseees RW 


Function 1 Registers - Enhanced IDE Controller 

This Enhanced IDE controller interface is fully compatible 
with the SFF 8038i v.1.0 specification. There are two sets of 
software accessible registers -- PCI configuration registers and 
Bus Master IDE I/O registers. The PCI configuration registers 
are located in the function | PCI configuration space of the 
VT82C686A. The Bus Master IDE I/O registers are defined 
in the SFF8038i v1.0 specification. 


PCI Configuration Space Header 


Offset 1-0 - Vendor ID (1106Gh=VIA) .............ccesssecssseeeees RO 


Offset 3-2 - Device ID (0571h=IDE Controller)............... RO 


Offset 5-4 - COMMANA..............cccccccesssesscccsccsscsssssssccseesesees RW 


15-10 Reserved always reads 0 
9 Fast Back to Back Cycles ....... default = 0 (disabled) 


8  SERR# Enable...........0000000.. default = 0 (disabled) 
7 Address Stepping .................... fixed at 1 (enabled) 
A value of 1 provides additional address decode time 
to IDE devices. 
6 ‘Parity Error Response............ default = 0 (disabled) 
5 VGA Palette Snoop .................... fixed at 0 (disabled) 
4 Memory Write & Invalidate .....fixed at 0 (disabled) 
3 Special Cycles............0......eee fixed at 0 (disabled) 
2 Bus Master ...........c cece default = 0 (disabled) 


S/G operation can be issued only when the “Bus 
Master’ bit is enabled. 
1 Memory Space...............0cce fixed at 0 (disabled) 
O VO Space occ default = 0 (disabled) 
When the “I/O Space” bit is disabled, the device will 
not respond to any I/O addresses for both compatible 
and native mode. 


Offset 7-6 - Status..........ssssssssssscsrecererersssssscscacscsssseserees RWC 
15 Detected Parity Error.........0..000. default=0 

14 —Signalled System Error..........0.0.. cee default=0 

13. Received Master Abort...........00.0... default=0 

12 Received Target Abort ............. eee default=0 

11  Signalled Target Abort.............00..... Fixed at 0 
10-9 DEVSEL# Timing .................. default = 01 (medium) 

8 Data Parity Detected........0..000 ee default=0 

7 Fast Back to Back |... eee Fixed at 1 


6-0 Reserved 


Offset 8 - Revision ID (06) ...........cccccscssssssssscccssssessescscesoees RO 


0-7 Revision Code for IDE Controller Logic Block 
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7 Master IDE Capability........... fixed at 1 (Supported) 
6-4 Reserved oi eceeeceeceeeeesseeeeeeees always reads 0 
3 Programmable Indicator - Secondary ...... fixed at 1 
Supports both modes (may be set to either mode by 
writing bit-2) 
2 Channel Operating Mode - Secondary 
0 Compatibility Mode (fixed addressing) 
1 Native PCI Mode (flexible addressing) ....... def 
1 Programmable Indicator - Primary.......... fixed at 1 
Supports both modes (may be set to either mode by 
writing bit-0) 
0 Channel Operating Mode - Primary 
0 Compatibility Mode (fixed addressing) 
1 Native PCI Mode (flexible addressing) ....... def 


Compatibility Mode (fixed IRQs and I/O addresses): 


Command Block Control Block 
Channel Registers Registers IRQ 
Pri 1FO-1F7 3F6 14 
Sec 170-177 376 15 
Native PCI Mode (registers are programmable in I/O space) 
Command Block Control Block 
Channel Registers Registers 
Pri BA @offset 10h BA @offset 14h 
Sec BA @offset 18h BA @offset 1Ch 


Command register blocks are 8 bytes of I/O space 
Control registers are 4 bytes of I/O space (only byte 2 is used) 


Offset A - Sub Class Code (01h=IDE Controller)........... RO 


Offset B - Base Class Code (01h=Mass Storage CtrIr)... RO 
Offset C — Cache Line Size (OOh)..............ccccccscscssssssseseeees RO 


Offset D - Latency Timer (Default=0)..............ccssssssssseee RW 


Offset E - Header T 


C_(OON).........rerererrerrvsecresessesesrerevers RO 


Offset F - BIST (OOh)...........ccccccrssresssrssssssseesessseeesersesessers RO 
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Offset 13-10 - Pri Data /Command Base Addres........... RW Offset 3C - Interrupt Line (OE) .................sssccssssssscsssees RW 
Specifies an 8 byte I/O address space. 


Offset 3D - Interrupt Pin (OOh)................ccccccscssssssssssssesees RO 


31-16 Reserved on. ceeeceseeseeeeeneeeeenes always read 0 


7-0 Interrupt Routing Mode 
15-3 Port ACAPESS ...........c0cececceececceeeecceeeeeees default=01FOh 00h Legacy mode interrupt routing Ae tint default 
2-0 Bixéd ‘at 00UD seciech eee eee fixed Olh Native mode interrupt routing 
Offset 17-14 - Pri Control / Status Base Address.......-RW Offset 3E - Min Git (OOh) sssssssssssssssssssssssssssssssssssssssessesseens RO 
Specifies a 4 byte I/O address space of which only the third 
byte is active (i.e., 3F6h for the default base address of 3F4h). Offset 3F - Max Latency (OON)..............ssscccscssssssssssscceeeses RO 
31-16 Reserved ou. eeceeeceseereeeeeneeeeeeee always read 0 
15-2 Port AddresS.................cccccesssceceeeeeenes default=03F4h 
1-0 Fixed at O1D oo... cc cceecescssesseeenerees fixed 
Offset 1B-18 - Sec Data / Command Base Address ........ RW 
Specifies an 8 byte I/O address space. 
31-16 Reserved oi... ceeeceeesesseeeeeseeseeeeenes always read 0 
15-3 Port ACFeSS ..............ccccceececeeeeeeeees default=0170h 
2-0 Fixed at O01D ........cccccccccceceecseeenees fixed 
Offset 1F-1C - Sec Control / Status Base Address.......... RW 


Specifies a 4 byte I/O address space of which only the third 
byte is active (i.e., 376h for the default base address of 374h). 


31-16 Reserved oo... ceeseseeseseeeeseseteresenee always read 0 
15-2 Port Address 0.0.0... cece eeeeeeneees default=0374h 
1-0 Fixed at 01D ooo. eens cenecneenaes fixed 


Offset 23-20 - Bus Master Control Regs Base Address.. RW 
Specifies a 16 byte I/O address space compliant with the SFF- 
80381 rev 1.0 specification. 


31-16 Reserved ou. eeceecceeeecsseeseeseeneeeeeees always read 0 
15-4 Port Address 2.0.0.0. eee eeeeeeseeeeeeeees default=CCOh 
3-0 Fixed at OOOUD 00.0.0... eee ceceeeeeeeeeeeeeeeeeeeeeees fixed 
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IDE-Controller-Specific Confiiguration Registers 


7-4 Reserved 
3-2 Reserved (Do Not Program)........... R/W, default = 0 
1 ‘Primary Channel Enable........ default = 0 (disabled) 
0 Secondary Channel Enable .... default = 0 (disabled) 


ue Sopuabguss Deuses funcesesstevsece tones’ always reads 0 


Offset 41 - IDE Configuration. ..............c.sccssscsssscsssssessees RW 

7 Primary IDE Read Prefetch Buffer 
QO” Disable sss sessccdiciveessecascecdsvessosesdeadecsecsesesee default 
1 Enable 

6 Primary IDE Post Write Buffer 
QO: Disable wis catiicie Behe a sen: default 
1 Enable 

5 Secondary IDE Read Prefetch Buffer 
On DD icy: 10) ( default 
1 Enable 

4 Secondary IDE Post Write Buffer 
O) Disable s.sses.ccccecssageetecd eo casdeckdeeecssasacoteesse default 
1 Enable 

3 SERR# Response 
(On DY icy: 10) (<n default 
1 Enable 

2 Reserved (Do Not Change).................... default=1 

1 Reserved (Do Not Change)....................... default=1 

0 PERR# Response 
Oo Disable sississecciticcessssseced tines seeacent ctesexaate default 
1 Enable 

Offset 42 - Reserved (Do Not Program) ................sssssssee RW 
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Offset 43 - FIFO Configuration..................csssssscssssssesees RW 
7 Hold PCI Request Until DACK Release 
Oo Disabled vsvssisscsscccicccassssseeceicsdassoszeceeceesses default 
1 Enabled 


6-4 FIFO Configuration Between the Two Channels 
Primary Secondary 


00x 32 Oh eee eee default 
010 24 8 
O11 16 16 
100 16 16 
101 8 24 
11x 0 32 
3-2 Threshold for Primary Channel 
00 O 
O1 3/4 
10 D/2- Aiki sheiieikicicsaciic default 
ll 1/4 
1-0 Threshold for Secondary Channel 
00 0 
O1 3/4 
LO. D2: asssecatdeviteen tation dinates default 
ll 1/4 
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Offset 46 - Miscellaneous Control 3 ............cccccccssssssssseees RW 


Offset 44 - Miscellaneous Control 1....s:sccsssssecesssseecesseeeee RW. 
Do  ROSCPVER,  assscssteccessctstcsesectecouesenss oi always reads 0 
6 Master Read Cycle IRDY# Wait States 

0 0 wait states 
I Dl Walltestate cess. citcecis i cccccccsiccessebeanceseivives default 
5 Master Write Cycle IRDY# Wait States 
0 0 wait states 
1 1 Wait State... eee eee ceeeceeneeeeeeeeeneeeees default 
4. Reserved: ..sevcaidnidinnnsinik: always reads 0 
3 Bus Master IDE Status Register Read Retry 
Retry bus master IDE status register read when 
master write operation for DMA read is not complete 


0 Disabled 
I Brdbledivscctaicsdccsiecisciicacinssctins default 
2-1 Reserved oi.ceeceeceseeseeseeseeeeeneees always reads 0 


0 UltraDMA Host Must Wait for First Strobe 


Before Termination 


OQ. Briabled ices ceccigiees dacikiciivind aie default 
1 Disabled 
Offset 45 - Miscellaneous Control 2...........cccscssscsssssseees RW 


7 Reserved 
6 Interrupt Steering Swap 
0 Don’t swap channel interrupts................ default 
1 Swap interrupts between the two channels 
5-2 (Reserved: iccncieesecnda cen ondeis always reads 0 
1 Secondary Channel Threshold Enable 
0 Disable (data transfer starts immediately if 
FIFO is not empty) 
1 Enable (data transfer will not start until the 
FIFO is filled to the threshold set in bits 1-0 of 
RX43) ooo eeceeccecesssecesseccecsesseeecssneeeesnsneeeees default 
0 Primary Channel Threshold Enable 
0 Disable (data transfer starts immediately if 
FIFO is not empty) 
1 Enable (data transfer will not start until the 
FIFO is filled to the threshold set in bits 3-2 of 
RXA43) oi cocedeleicesanecisivaiicsi cieeidelizieecsed default 
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7 


Primary Channel Read DMA FIFO Flush 
1 = Enable FIFO flush for read DMA when interrupt 
asserts primary channel. ............... default=1 (enabled) 
Secondary Channel Read DMA FIFO Flush 
1 = Enable FIFO flush for Read DMA when interrupt 
asserts secondary channel............ Default=1 (enabled) 
Primary Channel End-of-Sector FIFO Flush 
1 = Enable FIFO flush at the end of each sector for 
the primary channel. ...........0... Default=0 (disabled) 
Secondary Channel End-of-Sector FIFO Flush 
1 = Enable FIFO flush at the end of each sector for 
the secondary channel................. Default=0 (disabled) 
Reserved o...cceecescescesseesseeeseeees always reads 0 
Max DRDY Pulse Width 
Maximum DRDY# pulse width after the cycle count. 
Command will deassert in spite of DRDY# status to 
avoid system ready hang. 

OO No limitation... eee eeeceeneeeeeeeeeeeees default 

O01 64 PCI clocks 

10 128 PCI clocks 

11 192 PCI clocks 
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Offset 4B-48 - Drive Timing Control................ssccccsssssssees RW 


The following fields define the Active Pulse Width and 
Recovery Time for the IDE DIOR# and DIOW# signals: 


31-28 Primary Drive 0 Active Pulse Width...... def=1010b 


27-24 Primary Drive 0 Recovery Time............. def=1000b 
23-20 Primary Drive 1 Active Pulse Width...... def=1010b 
19-16 Primary Drive 1 Recovery Time............. def=1000b 
15-12 Secondary Drive 0 Active Pulse Width .. def=1010b 
11-8 Secondary Drive 0 Recovery Time ......... def=1000b 

7-4 Secondary Drive 1 Active Pulse Width .. def=1010b 

3-0 Secondary Drive 1 Recovery Time ......... def=1000b 


The actual value for each field is the encoded value in the field 
plus one and indicates the number of PCI clocks. 


7-6 Primary Drive 0 Address Setup Time 
5-4 Primary Drive 1 Address Setup Time 
3-2 Secondary Drive 0 Address Setup Time 
1-0 Secondary Drive 1 Address Setup Time 


For each field above: 


00 IT 

Ol 2T 

10 3T 
TT. 4D eiiereetnegiicuvetcudetioen es default 
Offset 4E - Secondary Non-1F0 Port Access Timing......RW 
7-4 DIOR#/DIOW# Active Pulse Width....... def=1111b 
3-0 DIOR#/DIOW# Recovery Time.............. def=1111b 


The actual value for each field is the encoded value in 
the field plus one and indicates the number of PCI 
clocks. 


Offset 4F - Primary Non-1F0 Port Access Timing. ........ RW 


7-4 DIOR#/DIOW# Active Pulse Width....... def=1111b 
3-0 DIOR#/DIOW# Recovery Time.............. def=1111b 


The actual value for each field is the encoded value in 
the field plus one and indicates the number of PCI 
clocks. 
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31.‘ Pri Drive 0 UltraDMA-Mode Enable Method 
0 Enable by using “Set Feature” command..... def 
1 Enable by setting bit-30 of this register 
30 ~——- Pri Drive 0 UltraDMA-Mode Enable 
OQ: Disables isc casccdaceteviccssescteudeliecescemescateviiaes default 
1 Enable UltraDMA-Mode Operation 
29 ‘Pri Drive 0 Transfer Mode 
0 DMA or PIO Mode 1.0.0... eeeeeeeeeeeeeeees default 
1 UltraDMA Mode 
28-27 Reserved ou... ceeeeseeeseeceseeeeeeeeees always reads 0 
26-24 Pri Drive 0 Cycle Time (T = 30nsec @33MHz) 
000 2T 
001 3T 
010 4T 
O11 S5T 
100 6T 
101 7T 
110 8T 
111 9T 


pedech ticttcaeetiecreertseteneteare: default (rev A-E) 


east aeeatseveeyestenictetesuscseeenneast default (rev H) 


23 “Pri Drive 1 UltraDMA-Mode Enable Method 
22 ~=Pri Drive 1 UltraDMA-Mode Enable 
21 ~=~Pri Drive 1 Transfer Mode 
20 Reserved oun. cieeceeeeseeeeceteeeeteenees always reads 0 
19 Pri Clock Source 
QO! SSIMEIR: oe pissscececisiekehesseesaeeei eee default 


18-16 Pri Drive 1 Cycle Time 


15 Sec Drive 0 UltraDMA-Mode Enable Method 

14. Sec Drive 0 UltraDMA-Mode Enable 

13. Sec Drive 0 Transfer Mode 
V2-11 ReSOrved —vsssesssesecsesenssssssstscspessnseiceee always reads 0 
10-8 Sec Drive 0 Cycle Time 


7 Sec Drive 1 UltraDMA-Mode Enable Method 
6 Sec Drive 1 UltraDMA-Mode Enable 
5 Sec Drive 1 Transfer Mode 
4 RESEVVOd  sessessseessesssscssesdteeseessesssteses always reads 0 
3. Sec Clock Source 
Oi. BS MPV Fiecsccieisscckecivciessessaecaeetassnce see dents default 


2-0 Sec Drive 1 Cycle Time 


Each byte defines UltraDMA operation for the indicated drive. 
The bit definitions are the same within each byte. 
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Offset 54 — UltraDMA FIFO Control..............sscsssesesees RW Offset 61-60 - Primary Sector Size ............sscsssssssssseees RW. 
7-4 Reserved (Do Not Program).............. RW, default=0 15-12 Reserved oo... cee eeeeeeeeeeeerees always reads 0 
3. Grant ISA While Sharing Bus with SA & IDE in 11-0 Number of Bytes Per Sector ...def=200h (512 bytes) 
IDLE State 
GO: Bnallewiasuennaateaeaaweeeet default  Offfset 69-68 - Secondary Sector Size .......ccsssssisecesnss: RW 
1 Disable 15-12 Reserved ou eeeceeeeseecsteeeeeeeees always reads 0 
2 Change Drive to Clear All FIFO & Internal States 11-0 Number of Bytes Per Sector ...def=200h (512 bytes) 
0 Disabled 
I ‘Bnabled)jcxccctces see es ee eM default 
1 Add Dummy FIFO Push After End of Transfer 
0 Enabled 
I. Wisabled! «i.cocccicctevess ei cceossst cieseecaverecisss default 


This bit is normally set to 0 for effective handling of 
transfer lengths that are not doubleword multiples 
0 Complete DMA Cycle with Transfer Size Less 
Than FIFO Size 
Q) “Binabled. 25 sic ieniviievcesisededidieesoeenieess default 
1 Disabled 
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Offset 70 — Primary IDE Status .................ssccssssscsssssesceees RW 
7 Interrupt Status 
6 =Prefetch Buffer Status 
5 _ Post Write Buffer Status 
4 DMA Read Prefetch Status 
3. DMA Write Prefetch Status 
2 S/G Operation Complete 


1-0 Reserved 


Offset 71 — Primary Interrupt Control..............ccccsscssse RW 


T-1) Reserved oo. eesceeeseeeneenees always reads 0 


0 Flush FIFO Before Generating IDE Interrupt 


QO DeSable.......cccc cc ceceseseseseseseseseseseseeeenees default 
1 Enable 
Offset 74 — Primary IDE Command 1 ..............0csccccsseseee RW 
7 Reload Sector Size After Last Command Register 
Write 
6-0 Reserved oi. eieeceeceseecsseeneeeeeneees always reads 0 
Offset 75 — Primary IDE Command 2 ..............0cccccccssssees RW 
7 Set Controller to Perform PIO Mode Data Port 
Prefetch 
6 Set Controller to Perform PIO Mode Data Port 
Buffer Write 


5 Set Controller to Perform DMA Mode Read 


Pipeline Operation 
4 Set Controller to Perform DMA Mode Write 
Pipeline Operation 
3 Stop S/G Bus Master 
2-0) Reserved oo... eeeereeeeeees always reads 0 
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Offset 78 — Secondary IDE Status ...............ccssscssssssssecees RW 
7 Interrupt Status 
6 ~=Prefetch Buffer Status 
5 Post Write Buffer Status 
4 DMA Read Prefetch Status 
3 DMA Write Prefetch Status 
2 S/G Operation Complete 


1-0 Reserved 


Offset 79 - Secondary Interrupt Control ...............0eesee RW 


T-1) Reserved oo. eeeeceeeeeeseeneeees always reads 0 


0 Flush FIFO Before Generating IDE Interrupt 


(On DY <x5:10) (ee default 
1 Enable 
Offset '7C — Secondary IDE Command 1 .................ss0+0 RW 
7 Reload Sector Size After Last Command Register 
Write 
6-0 Reserved oo.eeeeceeceseeeeeneereeeees always reads 0 
Offset 7D — Secondary IDE Command 2 ...............eceeee0 RW 
7 Set Controller to Perform PIO Mode Data Port 
Prefetch 
6 Set Controller to Perform PIO Mode Data Port 
Buffer Write 


5 Set Controller to Perform DMA Mode Read 


Pipeline Operation 
4 Set Controller to Perform DMA Mode Write 
Pipeline Operation 
3 Stop S/G Bus Master 
2-0) Reserved oo... eeeeeeeeeeeees always reads 0 
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Offset 83-80 — Primary S/G Descriptor Address. ............ RW IDE I/O Registers 


These registers are compliant with the SFF 8038I v1.0 
standard. Refer to the SFF 8038I v1.0 specification for further 
details. 


Offset 8B-88 — Secondary S/G Descriptor Address......... RW 


Offset 99-98 — Configuration I/O Space .............s-ssss+00000- RW V/O Offset 0 - Primary Channel Command 


Specifies an 8-byte I/O space for index and data ports. 


V/O Offset 2 - Primary Channel Status 


I/O Offset 4-7 - Primary Channel PRD Table Address 
I/O Offset 8 - Secondary Channel Command 


1/O Offset A - Secondary Channel Status 


I/O Offset C-F - Secondary Channel PRD Table Address 
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Offset 8 - Revision ID (inh) ..............ccccccscssssssssssssecsesssseees RO 


Function 2 Registers - USB Controller Ports 0-1 


This Universal Serial Bus host controller interface is fully 
compatible with UHCI specification v1.1. There are two sets 
of software accessible registers: PCI configuration registers 
and USB I/O registers. The PCI configuration registers are 
located in the function 2 PCI configuration space of the 
VT82C686A. The USB I/O registers are defined in UHCI 
specification v1.1. The registers in this function control USB 
ports 0-1 (see function 3 for ports 2-3). 


PCI Configuration Space Header 


Offset 1-0 - Vendor ID...............sssssssssssssssssrssscssesssessseseeeee RO 
0-7 Vendor ID _..........0.. (1106h = VIA Technologies) 
Offset 3-2 - Device ID..........ssrrersessrsersessrsersersrserserssserserses RO 
0-7 DeviceID (3038h = VT82C686A USB Controller) 
Offset 5-4 - Command...........s.scscscscersresssessscacscsssersssessseseee RW 
15-8 Reserved oo... eee eeeeeeeeeeeeees always reads 0 
7 Address Stepping .................... default=0 (disabled) 
6 Reserved (parity error response) .................. fixed at 0 
5 Reserved (VGA palette snoop) ............... fixed at 0 
4 Memory Write and Invalidate . default=0 (disabled) 
3. Reserved (special cycle monitoring) ............ fixed at 0 
2 Bus Master ..........cceceeeeees default=0 (disabled) 
1 Memory Space.................c08 default=0 (disabled) 
O WO Space occ default=0 (disabled) 
Offset 7-6 - Status..........sssssssssssscecscesssssssessscacacssssesesessees RWC 
15 Reserved (detected parity error).......... always reads 0 
14 ~Signalled System Error..........00.0.. cee default=0 
13. Received Master Abort.........0000. ee default=0 
12 Received Target Abort ..........0. eee default=0 
11 Signalled Target Abort..........00.00..0... default=0 
10-9 DEVSEL# Timing 
00 Fast 
OL Medium... cceseeeeeenteeeees default (fixed) 
10 Slow 


11 Reserved 
8-0 Reserved on... ceeceeeceseeeseseeneeeeeeees always reads 0 
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7-0 Silicon Revision Code (0 indicates first silicon) 


Offset 9 - Programming Interface (OOh) ..............s0eeeceeeeee RO 


Offset A - Sub Class Code (03h=USB Controller) .......... RO 


31-16 Reserved 

15-5 USB I/O Register Base Address. Port Address for 
the base of the 32-byte USB I/O Register block, 
corresponding to AD[15:5] 

4-0 00001b 


sleet oteet aati oeadts oamecaneectens always reads 0 


Offset 3C - Interrupt Line (OON)...............cccccscscssssssssseees RW 


T-A Reserved oie ceeececeeccsseeeeseeeeeeens always reads 0 
3-0 USB Interrupt Routing ...........0..00000.. default = 16h 

O000 Disabled... cee ee ceeeeesseceeeeceteceeeeeeees default 

0001 IRQI 

0010 Reserved 

0011 IRQ3 

0100 IRQ4 

0101 IRQS 

0110 IRQ6 

0111 IRQ7 

1000 IRQ8 

1001 IRQ9 

1010 IRQIO 

1011 IRQI1 

1100 IRQ12 

1101 IRQ13 

1110 IRQ14 

1111 Disabled 


Offset 3D - Interrupt Pin (O4h)...............cccccccssssssssesseseeees RO 
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USB-Specific Configuration Registers 


Offset 40 - Miscellaneous Control 1 .....+++1..0ccssssseeeeeesseee RW 
7 PCI Memory Command Option 
0 Support Memory-Read-Line, Memory-Read- 
Multiple, & Memory-Write-&-Invalidate.... def 
1 Only support Mem Read, Mem Write Cmds 
6 Babble Option 
0 Automatically disable babbled port when EOF 
babble OCCUIS..... eee ee eeeeeseeseteeeeneeenes default 
1 Don’t disable babbled port 
5 PCI Parity Check Option 
0 Disable PERR# generation.........0....... default 
1 Enable parity check and PERR# generation 
4 Frame Interval Select 
QQ LAS SAMS cas sashes astbceenstestendsesvhsneeesetans default 
1 0.1 ms frame 
3 USB Data Length Option 
0 Support TD length up to 1280.00... default 
1 Support TD length up to 1023 
2 USB Power Management 
0 Disable USB power management........... default 
1 Enable USB power management 
1 DMA Option 
0 8 DW burst access with better FIFO latency def 
1 16 DW burst access (original performance) 
0 PCI Wait States 
Q Zero Walt s..cn nese eiocee des default 
1 One wait 
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Offset 41 - Miscellaneous Control 2...............sscssscssssseeees RW 

7 USB 1.1 Improvement for EOP 
Qi Bria ble a. veces ssiccdecssescsteaceleleciasesvuceces cateses default 
1 Disable 

6 Patch Read / Resume Issue 
ORD 5) 6-1 0) (ee default 
1 Disable 

5 Patch 16 Bit-time EOP 
ORS 5) 0-1 0) (ee default 
1 Disable 

4 Hold PCI Request for Successive Accesses 
Oi Disables. cccsssshecciiicndcasei en default 
1 Enable 

3. Frame Counter Test Mode 
O Disable... ccccccesscceceesesseceeeeceesenees default 
1 Enable 


2 Trap Option 
0 Set trap 60/64 status bits only when trap 60/64 
enable bits are Set. .......ceeeseeeereeeseeeeerees default 
1 Set trap 60/64 status bits without checking 
enable bits 
1 A20gate Pass Through Option 
0 Pass through A2ZOGATE command sequence 
defined in UHCI ou... eee default 
1 Don’t pass through Write I/O port 64 (ff) 
0 USB IRQ Test Mode 
O Normal Operation... eee default 
1 Generate USB IRQ 


Offset 60 - Serial Bus Release Number ................2.s.cceseee RO 
7-0 Release Number...........0....c cee always reads 10h 
Offset C1-CO - Legacy Support .............cssccccssssscessssseeeseee RO 


15-0 UHCI v1.1 Compliant ................ always reads 2000h 


USB I/O Registers 
These registers are compliant with the UHCI v1.1 standard. 


Refer to the UHCI v1.1 specification for further details. 
V/O Offset 1-0 - USB Command 

V/O Offset 3-2 - USB Status 

V/O Offset 5-4 - USB Interrupt Enable 

V/O Offset 7-6 - Frame Number 

I/O Offset B-8 - Frame List Base Address 

V/O Offset 0C - Start Of Frame Modify 

I/O Offset 11-10 - Port 0 Status / Control 

V/O Offset 13-12 - Port 1 Status / Control 
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Offset 8 - Revision ID (inh) ..............ccccccscssssssssssssecsesssseees RO 


Function 3 Registers - USB Controller Ports 2-3 


This Universal Serial Bus host controller interface is fully 
compatible with UHCI specification v1.1. There are two sets 
of software accessible registers: PCI configuration registers 
and USB I/O registers. The PCI configuration registers are 
located in the function 3 PCI configuration space of the 
VT82C686A. The USB I/O registers are defined in UHCI 
specification v1.1. The registers in this function control USB 
ports 2-3 (see function 2 for ports 0-1). 


PCI Configuration Space Header 


Offset 1-0 - Vendor ID...............sssssssssssssssssrssscssesssessseseeeee RO 
0-7 Vendor ID _..........0.. (1106h = VIA Technologies) 
Offset 3-2 - Device ID..........ssrrersessrsersessrsersersrserserssserserses RO 
0-7 DeviceID (3038h = VT82C686A USB Controller) 
Offset 5-4 - Command...........s.scscscscersresssessscacscsssersssessseseee RW 
15-8 Reserved oo... eee eeeeeeeeeeeeees always reads 0 
7 Address Stepping .................... default=0 (disabled) 
6 Reserved (parity error response) .................. fixed at 0 
5 Reserved (VGA palette snoop) ............... fixed at 0 
4 Memory Write and Invalidate . default=0 (disabled) 
3. Reserved (special cycle monitoring) ............ fixed at 0 
2 Bus Master ..........cceceeeeees default=0 (disabled) 
1 Memory Space.................c08 default=0 (disabled) 
O WO Space occ default=0 (disabled) 
Offset 7-6 - Status..........sssssssssssscecscesssssssessscacacssssesesessees RWC 
15 Reserved (detected parity error).......... always reads 0 
14 ~Signalled System Error..........00.0.. cee default=0 
13. Received Master Abort.........0000. ee default=0 
12 Received Target Abort ..........0. eee default=0 
11 Signalled Target Abort..........00.00..0... default=0 
10-9 DEVSEL# Timing 
00 Fast 
OL Medium... cceseeeeeenteeeees default (fixed) 
10 Slow 


11 Reserved 
8-0 Reserved on... ceeceeeceseeeseseeneeeeeeees always reads 0 
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7-0 Silicon Revision Code (0 indicates first silicon) 


Offset 9 - Programming Interface (OOh) ..............s0eeeceeeeee RO 


Offset A - Sub Class Code (03h=USB Controller) .......... RO 


31-16 Reserved 

15-5 USB I/O Register Base Address. Port Address for 
the base of the 32-byte USB I/O Register block, 
corresponding to AD[15:5] 

4-0 00001b 


sleet oteet aati oeadts oamecaneectens always reads 0 


Offset 3C - Interrupt Line (OON)...............cccccscscssssssssseees RW 


T-A Reserved oie ceeececeeccsseeeeseeeeeeens always reads 0 
3-0 USB Interrupt Routing ...........0..00000.. default = 16h 

O000 Disabled... cee ee ceeeeesseceeeeceteceeeeeeees default 

0001 IRQI 

0010 Reserved 

0011 IRQ3 

0100 IRQ4 

0101 IRQS 

0110 IRQ6 

0111 IRQ7 

1000 IRQ8 

1001 IRQ9 

1010 IRQIO 

1011 IRQI1 

1100 IRQ12 

1101 IRQ13 

1110 IRQ14 

1111 Disabled 


Offset 3D - Interrupt Pin (O4h)...............cccccscssscssssessesesees RO 
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USB-Specific Configuration Registers 


Offset 40 - Miscellaneous Control 1 .....+++1..0ccssssseeeeeesseee RW 
7 PCI Memory Command Option 
0 Support Memory-Read-Line, Memory-Read- 
Multiple, & Memory-Write-&-Invalidate.... def 
1 Only support Mem Read, Mem Write Cmds 
6 Babble Option 
0 Automatically disable babbled port when EOF 
babble OCCUIS..... eee ee eeeeeseeseteeeeneeenes default 
1 Don’t disable babbled port 
5 PCI Parity Check Option 
0 Disable PERR# generation.........0....... default 
1 Enable parity check and PERR# generation 
4 Frame Interval Select 
QQ LAS SAMS cas sashes astbceenstestendsesvhsneeesetans default 
1 0.1 ms frame 
3 USB Data Length Option 
0 Support TD length up to 1280.00... default 
1 Support TD length up to 1023 
2 USB Power Management 
0 Disable USB power management........... default 
1 Enable USB power management 
1 DMA Option 
0 8 DW burst access with better FIFO latency def 
1 16 DW burst access (original performance) 
0 PCI Wait States 
Q Zero Walt s..cnnescndesdetocee des default 
1 One wait 
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Offset 41 - Miscellaneous Control 2...............sscssscssssseeees RW 

7 USB 1.1 Improvement for EOP 
Qi Bria ble a. veces ssiccdecssescsteaceleleciasesvuceces cateses default 
1 Disable 

6 Patch Read / Resume Issue 
ORD 5) 6-1 0) (ee default 
1 Disable 

5 Patch 16 Bit-time EOP 
ORS 5) 0-1 0) (ee default 
1 Disable 

4 Hold PCI Request for Successive Accesses 
Oi Disables. cccsssshecciiicndcasei en default 
1 Enable 

3. Frame Counter Test Mode 
O Disable... ccccccesscceceesesseceeeeceesenees default 
1 Enable 


2 Trap Option 
0 Set trap 60/64 status bits only when trap 60/64 
enable bits are Set. .......ceeeseeeereeeseeeeerees default 
1 Set trap 60/64 status bits without checking 
enable bits 
1 A20gate Pass Through Option 
0 Pass through A2ZOGATE command sequence 
defined in UHCI ou... eee default 
1 Don’t pass through Write I/O port 64 (ff) 
0 USB IRQ Test Mode 
O Normal Operation... eee eee default 
1 Generate USB IRQ 


Offset 60 - Serial Bus Release Number ................2.s.cceseee RO 
7-0 Release Number...........0....c cee always reads 10h 
Offset C1-CO - Legacy Support .............cssccccssssscessssseeeseee RO 


15-0 UHCI v1.1 Compliant ................ always reads 2000h 


USB I/O Registers 
These registers are compliant with the UHCI v1.1 standard. 


Refer to the UHCI v1.1 specification for further details. 
V/O Offset 1-0 - USB Command 

V/O Offset 3-2 - USB Status 

V/O Offset 5-4 - USB Interrupt Enable 

V/O Offset 7-6 - Frame Number 

I/O Offset B-8 - Frame List Base Address 

V/O Offset 0C - Start Of Frame Modify 

I/O Offset 11-10 - Port 0 Status / Control 

V/O Offset 13-12 - Port 1 Status / Control 
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Function 4 Regs - Power Management, SMBus and HWM 
This section describes the ACPI (Advanced Configuration and 
Power Interface) Power Management system of the 
VT82C686A which includes a System Management Bus 
(SMBus) interface controller and Hardware Monitoring 
(HWM) subsystem. The power management system of the 
VT82C686A_ supports both ACPI and legacy power 
management functions and is compatible with the APM v1.2 
and ACPI v1.0 specifications. 


PCI Configuration Space Header 


Offset 8 - Revision ID (nnnh) ...............sssscesssresssersersesserees RO 
Offset 1-0 - Vemdor ID ............sssesssscssssesssessessssesssessesessesee RO) 7-0 Silicon Revision Code 
0-7 Vendor ID _..........00.. (1106h = VIA Technologies) 
Offset 9 - Programming Interface (OOh) ................-.s-0+0+ RO 
Offfset 3-2 - Device ID .......+s.sssssssssssssssssssssessssseesssseesssseessesee RO) The value returned by this register may be changed by writing 
0-7 DeviceID .... (3057h = ACPI Power Mgmt) the desired value to PCI Configuration Function 4 offset 61h. 
Offset 5-4 - Command............cssscsssscsesccssscccssessssscsnsscssssees RW Offset A - Sub Class Code (OQ) ....ccccccccsccocsssesssocsscecssecceee RO 
15-8 Reserved oo... eeeeeeeeeeseeeees always reads 0 The value returned by this register may be changed by writing 
7 Address Stepping age edeitia neat sunemeseoung ond eenmeeseres fixed at 0 the desired value to PCI Configuration Function 4 offset 62h. 
6 Reserved (parity error response) .................. fixed at 0 
5 Reserved (VGA palette snoop) .................. fixed at 0 Offset B - Base Class Code (OOh).....s..ssssscsscssssssessnssesesseees RO 
4 Memory Write and Invalidate sesosesnannnennsees fixed at 0 The value vetamied by (ic seuister may be chanced by wating 
&.  Resieved (apecialicyele tnomiloning ) ae oe the desired value to PCI Configuration Function 4 offset 63h. 
2 Bus Master ooo... eee ee eeeeeeeeeeeeeeeens fixed at 0 
1 Memory Space... eee eeeeeeeeseeeeeneenees fixed at 0 
O “WO Space seein ties usetiahects deci Getetense fixed at 0 
Offset 7-6 - Status.........sssssssssscssscscesssessscncscacscsssssssseseees RWC 
15 Detected Parity Error.............0..0..... always reads 0 
14  Signalled System Error...................... always reads 0 
13. Received Master Abort..............0.... always reads 0 
12 Received Target Abort ........0....0.0.. always reads 0 
11  Signalled Target Abort..............0.0.. always reads 0 
10-9 DEVSEL# Timing 
00 Fast 
OL Medium ........ ce ccesseeeeereeeeees default (fixed) 
10 Slow 
11 Reserved 
8 Data Parity Detected...........0.00.000.. always reads 0 
7 Fast Back to Back Capable ............... always reads 1 
6-0) Reserved oe. eeeeeeeeeeees always reads 0 
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Power Management-Specific PCI Configuration Registers 


Offset 40 — General Configuration 0 ..............c.ccccssssesssees RW 


7 Thermal Alarm Source Select 
0 From pin T11 (Function 0 Rx74[1] must be set 
to define the pin as THRM#)................. default 
1 From any of the three internal temperature 
sensing circuits (see Rx43 and Rx44 of 
Hardware Monitoring configuration space) 
6 Sleep Button 
0 Disable scccincinusiniiaienenns default 
1 Sleep Button is on IRQ6 pin (pin G1) 
5  Debounce LID and PWRBTN# Inputs for 200us 


O° Disable isecaccsccecsessessetecisecsevssseeneeeiigsexiece default 
1 Enable 
4. RESEVVCO?  cescsseceiscsicsdesatseavssacesveceiocts always reads 0 
3. Microsoft Sound Monitor in Audio Access 
QO: Disable isiiscccsceeceeseaceee asdsasseceans ceeieeeake default 
1 Enable 
2 Game Port Monitor in Audio Access 
OS DD icy: 10) (en default 
1 Enable 
1 SoundBlaster Monitor in Audio Access 
(Oe DD icy] 0) (ee default 
1 Enable 
0 MIDI Monitor in Audio Access 
QO» Disables ccunsei ai deianien ees default 
1 Enable 
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Offset 41 - General Configuration 1..............cccssecessseeee RW 


7 
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I/O Enable for ACPI I/O Base 
0 Disable access to ACPI I/O block.......... default 
1 Allow access to Power Management I/O 
Register Block (see offset 4B-48 to set the 
base address for this register block). The 
definitions of the registers in the Power 
Management I/O Register Block are included 
later in this document, following the Power 
Management Subsystem overview. 
ACPI Timer Reset 
0 Normal Timer Operation .......00.. default 
1 Reset Timer 
PMU Timer Test Mode (Do Not Program)....def = 0 
ACPI Timer Count Select 
O 24-bit Timer... ee eeeeeeeeees default 
1 32-bit Timer 
RTC Enable Signal Gated with PSON (SUSC#) in 
Soft-Off Mode 


Oh WDisables cco. Se en ne eecdheeces default 
1 Enable 

Clock Throttling Clock Selection 
0 32 usec (512 usec cycle time)................ default 


1 1 msec (16 msec cycle time) 
DEVSEL# Test Mode (Do Not Program)....... def = 0 
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Offset 42 - ACPI Interrupt Select .............ccccccccsssssesssseeees RW 


7 


3-0 


ATX / AT Power Indicator..............ssssccssssssseesees RO 
0 ATX 
1 AT 

SUS CH Slate sic.ce cissccccccessatescssti dea iteave Goaeciuencs RO 
Reserved 
SUSC# AC-Power-On Default Value.................. RO 
This bit is written at RTC Index OA bit-7. 
SCI Interrupt Assignment 

OOOO Disabled .............ccccccccceesesseseeeeeeeeeenseaees default 

0001 IRQI 

0010 Reserved 

0011 IRQ3 

0100 IRQ4 

0101 IRQ5 

0110 IRQ6 

0111 IRQ7 

1000 IRQ8 

1001 IRQ9 

1010 IRQIO 

1011 IRQI1 

1100 IRQ12 

1101 IRQ13 

1110 IRQ14 

1111 IRQ15 


Offset 43 — Internal Timer Read Test.............cccsssecseseeees RO 


7-0 


Internal Timer Read Test 
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1/0 = Ena/Disa IRQ15 as Primary Intrpt Channel 
1/0 = Ena/Disa IRQ14 as Primary Intrpt Channel 
1/0 = Ena/Disa IRQ13 as Primary Intrpt Channel 
1/0 = Ena/Disa IRQ12 as Primary Intrpt Channel 
1/0 = Ena/Disa IRQ11 as Primary Intrpt Channel 
1/0 = Ena/Disa IRQ10 as Primary Intrpt Channel 
1/0 = Ena/Disa IRQ9 as Primary Intrpt Channel 
1/0 = Ena/Disa IRQ8 as Primary Intrpt Channel 
1/0 = Ena/Disa IRQ7 as Primary Intrpt Channel 
1/0 = Ena/Disa IRQ6 as Primary Intrpt Channel 
1/0 = Ena/Disa IRQ5 as Primary Intrpt Channel 
1/0 = Ena/Disa IRQ4 as Primary Intrpt Channel 
1/0 = Ena/Disa IRQ3 as Primary Intrpt Channel 
Reserved. gik.isscadadinsas. discs always reads 0) 
1/0 = Ena/Disa IRQ1 as Primary Intrpt Channel 
1/0 = Ena/Disa IRQO as Primary Intrpt Channel 


Offset 47-46 - Secondary Interrupt Channel (0000h).... RW 
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1/0 = Ena/Disa IRQ15 as Secondary Intr Channel 
1/0 = Ena/Disa IRQ14 as Secondary Intr Channel 
1/0 = Ena/Disa IRQ13 as Secondary Intr Channel 
1/0 = Ena/Disa IRQ12 as Secondary Intr Channel 
1/0 = Ena/Disa IRQ11 as Secondary Intr Channel 
1/0 = Ena/Disa IRQ10 as Secondary Intr Channel 
1/0 = Ena/Disa IRQ9 as Secondary Intr Channel 
1/0 = Ena/Disa IRQ8 as Secondary Intr Channel 
1/0 = Ena/Disa IRQ7 as Secondary Intr Channel 
1/0 = Ena/Disa IRQ6 as Secondary Intr Channel 
1/0 = Ena/Disa IRQ5 as Secondary Intr Channel 
1/0 = Ena/Disa IRQ4 as Secondary Intr Channel 
1/0 = Ena/Disa IRQ3 as Secondary Intr Channel 
ReSCrved “assssscccecencieieniteeeetiecentes always reads 0) 
1/0 = Ena/Disa IRQ1 as Secondary Intr Channel 
1/0 = Ena/Disa IRQO as Secondary Intr Channel 
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Offset 4B-48 — Power Management I/O Base .............000+ RW Offset 4D — Throttle / Clock Stop Control................-+0+ RW 


31-16 Reserved ooo... ceeeeseesesecereseeseeeres always reads 0 

15-7 Power Management I/O Register Base Address. 
Port Address for the base of the 128-byte Power 
Management I/O Register block, corresponding to 
AD[15:7]. The "I/O Space" bit at offset 41 bit-7 
enables access to this register block. The definitions 
of the registers in the Power Management I/O 
Register Block are included later in this document, 
following the Power-Management-Specific PCI 
Configuration register descriptions and the Power 
Management Subsystem overview. 

6-0 0000001b 


Offset 4C — Host Bus Power Management Control........ RW 


7-4 Thermal Duty Cycle (THM_DTY) 
This 4-bit field determines the duty cycle of the 
STPCLK# signal when the THRM# pin is asserted 
low. The field is decoded as follows: 
OOOO Reserved ........ ee ceeeceeeeceeceeceteceeeeecneeeeeeers default 
0001 0-6.25% 
0010 6.25-12.50% 
0011 18.75-25.00% 
0100 31.25-37.50% 
0101 37.50-43.75% 
0110 43.75-50.00% 
0111 50.00-56.25% 
1000 56.25-62.50% 
1001 62.50-68.75% 
1010 68.75-75.00% 
1011 75.00-87.50% 
1100 75.00-81.25% 
1101 81.25-87.50% 
1110 87.50-93.75% 
1111 93.75-100% 
3. THRM Enable 
O WDisable:.jiceniets eed coiieneie oe default 
1 Enable 
2 Frame Input as Resume Event in C3 
) WDISADI Gis ccsicessnesvinssesseeesdeesiesoussezsnavebedesss default 
1 Enable 
Reserved | cacsadigiieadiccwsaue: always reads 0 
0 CPU Stop Grant Cycle Select 
0 From Halt and Stop Grant Cycle............ default 
1 From Stop Grant Cycle 
This bit is combined with I/O space Rx2C[3] for 
controlling the start of STPCLK# assertion during 
system suspend mode: 


= 


Rx2C[3] Rx4C[0] 
Function 4 Function 4 
VOSpace CfgSpace STPCLK# Assertion 
0 x Immediate 
1 0 Wait for CPU Halt 
/ Stop Grant cycle 
1 1 Wait for CPU 
Stop Grant cycle 
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7 Throttle Timer Reset.......................c:cecees def = 0 
6-5 Throttle Timer 
OR. ARBit ccceisssteicdneasacsegebieteondestsavaeeites G2 default 
10 3-Bit 
11 2-Bit 
4 Fast Clock (7.5us) as Throttle Timer Tick 
On DY icy: 10) (<n default 
1 Enable 
Reserved  avisstsvensicticniinuas always reads 0 
2 Internal Clock Stop for PCI Idle 
O Disable ........cccececccsesscceceesessseeeeceenenees default 
1 Enable 
1 ‘Internal Clock Stop During C3 
O Disable .........ccceccccecsessceeecessesseseeeeeeeees default 
1 Enable 
0 Internal Clock Stop During Suspend 
QO: Wisable soca cies ie teeta eae default 
1 Enable 


i) 
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Offset 53-50 - GP Timer Control (0000 0000h 


31-30 Conserve Mode Timer Count Value 
OO 1/16 SeCON 0... eee eeeeeeeeeeeneeeeeeeeeeeeeeneees default 
O01 1/8 second 
10 1 second 
11 1 minute 
29 Conserve Mode Status 
This bit reads | when in Conserve Mode 
28 Conserve Mode Enable 
O° Disable.ci a nck oneness default 
1 Enable 
27-26 Secondary Event Timer Count Value 
OO 2 milliseconds... eee eeeseeeeeeneeeeeeee default 
01 64 milliseconds 
10 % second 
11 by EOI + 0.25 milliseconds 
25 Secondary Event Occurred Status 
This bit reads | to indicate that a secondary event has 
occurred (to resume the system from suspend) and the 
secondary event timer is counting down. 
24 Secondary Event Timer Enable 
QO. WDisables.i.c cedscesiciocecsstlenscesraas veces acdsee default 
1 Enable 


GP1 Timer Count Value (base defined by bits 5-4) 
Write to load count value; Read to get current count 


GPO Timer Count Value (base defined by bits 1-0) 
Write to load count value; Read to get current count 


7  GP1 Timer Start 
On setting this bit to 1, the GP1 timer loads the value 
defined by bits 23-16 of this register and starts 
counting down. The GP1 timer is reloaded at the 
occurrence of certain peripheral events enabled in the 
GP Timer Reload Enable Register (Power 
Management I/O Space Offset 38h). If no such event 
occurs and the GP1 timer counts down to zero, then 
the GP1 Timer Timeout Status bit is set to one (bit-3 
of the Global Status register at Power Management 
Register I/O Space Offset 28h). Additionally, if the 
GP1 Timer Timeout Enable bit is set (bit-3 of the 


Global Enable register at Power Management 
Register I/O Space Offset 2Ah), then an SMI is 
generated. 
6 GP1 Timer Automatic Reload 
0 GPI1 Timer stops at 0 oe default 
1 Reload GP1 timer automatically after counting 
down to 0 
5-4 GP1 Timer Base 
OO. Disable scssceceie hae default 
Ol 1/4 msec 
10 1 second 


11 1 minute 
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GPO Timer Start 
On setting this bit to 1, the GPO timer loads the value 
defined by bits 15-8 of this register and starts 
counting down. The GPO timer is reloaded at the 
occurrence of certain peripheral events enabled in the 
GP Timer Reload Enable Register (Power 
Management I/O Space Offset 38h). If no such event 
occurs and the GPO timer counts down to zero, then 
the GPO Timer Timeout Status bit is set to one (bit-2 
of the Global Status register at Power Management 
Register I/O Space Offset 28h). Additionally, if the 
GPO Timer Timeout Enable bit is set (bit-2 of the 
Global Enable register at Power Management 
Register I/O Space Offset 2Ah), then an SMI is 
generated. 
GPO Timer Automatic Reload 

O GPO Timer stops at 0 oe default 

1 Reload GPO timer automatically after counting 

down to 0 


1-0 GPO Timer Base 


OO! Disables. cicsie.secteccscsisssaesceeces eeeosvbeeeass default 
01 1/16 second 

10 1 second 

11 1 minute 
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Offset 54 — Power Well Control ..................s.sscessssresssereee WO Offset 61 — Program Interface Read Value................... WO 

JT — Reserved oun... ceessseeseseeenceecereeeenee always reads 0 7-0 Rx09 Read Value 

6 STR Power Well Output Gating The value returned by the register at offset 9h (Programming 
0. Disable ciss: scotia default Interface) may be changed by writing the desired value to this 
1 Enable location. 

5 SUSC#=0 for STR 
O° Wisable ss scsciiiie Sieve ise victel ot hdsss default Offset 62 - Sub Class Read Value...............ssssssresssseserees WO 
1 Enable 7-0 Rx0A Read Value 

4 SUSST1#/ GPO3 Select The value returned by the register at offset OAh (Sub Class 
OQ. SUSST Fa madinaideidelcininwankens default Code) may be changed by writing the desired value to this 
1 GPO3 location. 

3. GPO2/SUSB# Select 
Qo “SUSB# i ccvcticcccectckacesecscdensessedeeseobecetewtetaecs default Offset 63 - Base Class Read Valltie......c...cececcosecseccosecseseoe Wo 
1 GPO2 SSS EET 


7-0 Rx0B Read Value 
The value returned by the register at offset OBh (Base Class 
Code) may be changed by writing the desired value to this 
location. 


Before chip rev C, these definitions were reversed 
2  GPO1/SUSA# Select 
QO SUSAPF woo cc ccccccesesesessseeseeesesesenenees default 


Before chip rev C, these definitions were reversed 
1-0 GPOO Output Selection 
00 From GPO (ACPI Rx4C[0)])..............0.0. default 
01 1Hz 
10 4Hz 
11 16 Hz 
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Hardware-Monitor-Specific Configuration Registers 


Offset 71-70 — Hardware Monitor I/O Base ...............0++ RW 
15-7 I/O Base (128-byte I/O space) ................. default = 0 
6-0 Fixed we always reads 0000001b 

Offset 74 —Hardware Monitor Control .................sss000+ RW 


7-4 Reserved 


3. Hardware Monitoring Interrupt 
Or SMI ccsceeedin wardens oan default 
1 SCI 


2-1 Reserved 
0 Hardware Monitoring I/O Enable 


always reads 0 


Q Disable hardware monitor functions....... default 
1 Enable hardware monitor functions 
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System Management Bus-Specific Configuration Registers 


Offset 93-90 — SMBus I/O Base 
31-16 Reserved 
15-4 I/O Base (16-byte I/O space) 
3-0 Fixed 


always reads 0 
default = 00h 
always reads 0001b 


Offset D2 — SMBus Host Configuration 


T-A Reserved one eeeeeseeccsseeeeeseeeeeeens always reads 0 
3. SMBus Interrupt Select 
OO SMD sess tacecivesh tence cteatiecohaciagenties default 
1 SCI 


2-1 Reserved 


always reads 0 


0 SMBus Host Controller Enable 

Q Disable SMB controller functions ......... default 
1 Enable SMB controller functions 

Offset D3 — SMBus Host Slave Command.................22+++ RW 
7-0 SMBus Host Slave Command Code.......... default=0 
Offset D4 — SMBus Slave Address for Port 1................. RW 
7-0 SMBus Slave Address for Port 1............... default=0 

Bit-O must be set to 0 for proper operation 
Offset D5 — SMBus Slave Address for Port 2................+ RW 
7-0 SMBus Slave Address for Port 2............... default=0 

Bit-O must be set to 0 for proper operation 
Offset D6 — SMBus Revision ID ...................sssccssssscscssseeee RO 


7-0 SMBus Revision Code 
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Power Management I/O-Space Registers 


Basic Power Management Control and Status 


I/O Offset 1-0 - Power Management Status...........006+ RWC 


The bits in this register are set only by hardware and can be 
reset by software by writing a one to the desired bit position. 


15 Wakeup Status (WAK_STS) ..... default = 0 
This bit is set when the system is in the suspend state 
and an enabled resume event occurs. Upon setting 
this bit, the system automatically transitions from the 
suspend state to the normal working state (from C3 to 
CO for the processor). 

14-11 Reserved oo. eect always reads 0 

10 RTC Status (RTC_STS) .... ee default = 0 
This bit is set when the RTC generates an alarm (on 
assertion of the RTC IRQ signal). 


9 Sleep Button Status (SB_STS)................. default = 0 
This bit is set when the sleep button (SLPBTN# / 
IRQ6) is pressed. 

8 Power Button Status (PB_STS)............... default = 0 


This bit is set when the PWRBTN# signal is asserted 
LOW. If the PWRBTN# signal is held LOW for 
more than four seconds, this bit is cleared, the 
PBOR_STS bit is set, and the system will transition 
into the soft off state. 

7-6 Reserved oo... eeeeeeeeeeeeeees always reads 0 

5 Global Status (GBL_STS)....0 a. default = 0 
This bit is set by hardware when BIOS_RLS is set 
(typically by an SMI routine to release control of the 
SCI/SMI lock). When this bit is cleared by software 
(by writing a one to this bit position) the BIOS_RLS 
bit is also cleared at the same time by hardware. 

4 Bus Master Status (BM_STS) ................. default = 0 
This bit is set when a system bus master requests the 
system bus. All PCI master, ISA master and ISA 
DMA devices are included. 

3-1 Reserved ov. .seeeeeeseeseseeeseseeereereees always reads 0 

0 ACPI Timer Carry Status (TMR_STS).. default = 0 
The bit is set when the 23” (31st) bit of the 24 (32) 
bit ACPI power management timer changes. 
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I/O Offset 3-2 - Power Management Enable ..............000 RW 


The bits in this register correspond to the bits in the Power 
Management Status Register at offset 1-0. 


15: RESCrVed.  ccisiivssessssssssessencsesssbstteoestes always reads 0) 
14-11 Reserved oo... eeeeeeee always reads 0 
10 RTC Enable (RTC_EN).......... default = 0 


This bit may be set to trigger either an SCI or an SMI 
(depending on the setting of the SCILEN bit) to be 
generated when the RTC_STS bit is set. 

9 Sleep Button Enable (SB_EN).................. default = 0 
This bit may be set to trigger either an SCI or SMI 
when the SB_STS bit is set. 

8 Power Button Enable (PB_EN)................ default = 0 
This bit may be set to trigger either an SCI or an SMI 
(depending on the setting of the SCI_EN bit) to be 
generated when the PB_STS bit is set. 


7-6 Reserved oo. eeeeeeeeeeeeeeereeerees always reads 0 
5 Global Enable (GBL_EN)...........0..0.. default = 0 
This bit may be set to trigger either an SCI or an SMI 
(depending on the setting of the SCILEN bit) to be 
generated when the GBL_STS bit is set. 


A Reserved oeccecccsescseeeeecneeeees always reads 0 
S-l Reserved. sssicnseseacsunase cess always reads 0 
0 ACPI Timer Enable (TMR_EN).............. default = 0 


This bit may be set to trigger either an SCI or an SMI 
(depending on the setting of the SCILEN bit) to be 
generated when the TMR_STS bit is set. 
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I/O Offset 5-4 - Power Management Control ...............+. RW 


15 
14 
13 


12-10 


9-3 


Soft Resume 

ReSQrved:  siccsscisscvscssseeieesirssteceensex: always reads 0 
Sleep Enable (SLP_EN)...............005 always reads 0 
This is a write-only bit; reads from this bit always 
return zero. Writing a one to this bit causes the 
system to sequence into the sleep (suspend) state 
defined by the SLP_TYP field. 

Sleep Type (SLP_TYP) 

000 Normal On 

001 Suspend to RAM (STR) 

010 Suspend to Disk (STD) (also called Soft Off). 
The VCC power plane is turned off while the 
VCCS and VBAT planes remain on. 

Reserved 
Power On Suspend without Reset 
Power On Suspend with CPU Reset 

110 Power On Suspend with CPU/PCI Reset 

111 Reserved 
In any sleep state, there is minimal interface between 
powered and non-powered planes so that the effort 
for hardware design may be well managed. 

ReSéryed) successes devine always reads 0 
Global Release (GBL_RLS)............. WO, default = 0 
This bit is set by ACPI software to indicate the 
release of the SCI / SMI lock. Upon setting of this 
bit, the hardware automatically sets the BIOS_STS 
bit. The bit is cleared by hardware when the 
BIOS_STS bit is cleared by software. Note that the 
setting of this bit will cause an SMI to be generated if 
the BIOS_EN bit is set (bit-5 of the Global Enable 
register at offset 2Ah). 
Bus Master Reload (BMS_RLD)............. default = 0 

0 Bus master requests are ignored by power 

management logic 
1 Bus master requests transition the processor 
from the C3 state to the CO state 

SCI Enable (SCI_EN)......... eee default = 0 
Selects the power management event to generate 
either an SCI or SMI: 

0 Generate SMI 

1 Generate SCI 
Note that certain power management events can be 
programmed individually to generate an SCI or SMI 
independent of the setting of this bit (refer to the 
General Purpose SCI Enable and General Purpose 
SMI Enable registers at offsets 22 and 24). Also, 
TMR_STS & GBL_STS always generate SCI and 
BIOS_STS always generates SMI. 


O11 
100 
101 
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I/O Offset 0B-08 - Power Management Timer............... RW 
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31-24 Extended Timer Value (ETM_VAL) 


23-0 


This field reads back O if the 24-bit timer option is 
selected (Rx41 bit-3). 

Timer Value (TMR_VAL) 

This read-only field returns the running count of the 
power management timer. This is a 24/32-bit counter 
that runs off a 3.579545 MHz clock, and counts while 
in the SO (working) system state. The timer is reset to 
an initial value of zero during a reset, and then 
continues counting until the 14.31818 MHz input to 
the chip is stopped. If the clock is restarted without a 
reset, then the counter will continue counting from 
where it stopped. 
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Processor Power Management Registers 


I/O Offset 13-10 - Processor & PCI Bus Control............ RW 


31-12 Reserved 


11 


10 


7-5 


id cassdligs st besveh cammctecsibsee copes always reads 0 
PCI Stop (PCISTP# asserted) when PCKRUN# is 
Deasserted (PCI_STP) 
(OD 5) 6\-) 0) (ne default 
1 Disable 
PCI Bus Clock Run Without Stop (PCI_RUN) 
0 PCKRUN# will be de-activated after the PCI 
bus is idle for 26 C1OCKS...........c:cccccceeeee default 
1 PCKRUN# is always asserted 
Host Clock Stop Enable (HOST_STP) 
QO STPCLK# will be asserted in the C3 state, but 
the CPU clock is not stopped ................. default 
1 CPU clock is stopped in the C3 state 
Assert SLP# for LVL3 Read 


Q.. Disable nic akinin tessa tileeedehs default 
1 Enable 

Used in Slot-1 systems only. 

ReS€ryed.) .iiscesteanctaiiicncns coins always reads 0 


Throttling Enable (THT_EN). 
Setting this bit starts clock throttling (modulating the 
STPCLK# signal) regardless of the CPU state. The 
throttling duty cycle is determined by bits 3-0 of this 
register. 
Throttling Duty Cycle (THT_DTY) 
This 4-bit field determines the duty cycle of the 
STPCLK# signal when the system is in throttling 
mode (the "Throttling Enable" bit is set to one). The 
duty cycle indicates the percentage of time the 
STPCLK# signal is asserted while the Throttling 
Enable bit is set. The field is decoded as follows: 
0000 Reserved 

0001 0-6.25% 

0010 6.25-12.50% 

0011 18.75-25.00% 

0100 31.25-37.50% 

0101 37.50-43.75% 

0110 43.75-50.00% 

0111 50.00-56.25% 

1000 56.25-62.50% 

1001 62.50-68.75% 

1010 68.75-75.00% 

1011 75.00-87.50% 

1100 75.00-81.25% 

1101 81.25-87.50% 

1110 87.50-93.75% 

1111 93.75-100% 
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Level 2 


Salen soessateinasceesucesyadesteecee tes always reads 0 
Reads from this register put the processor into the 
Stop Grant state (the VT82C686A asserts STPCLK# 
to suspend the processor). Wake up from Stop Grant 
state is by interrupt (INTR, SMI, and SCI). 


Reads from this register return all zeros; writes to this register 
have no effect. 


I/O Offset 15 - Processor Level 3 (P_LVL3)...........sscceees RO 


7-0 


ével3:  - saben eee always reads 0 
Reads from this register put the processor in the C3 
clock state with the STPCLK# signal asserted. If 
Rx10[9] = 1 then the CPU clock is also stopped by 
asserting CPUSTP#. Wake up from the C3 state is by 
interrupt INTR, SMI, and SCI). 


Reads from this register return all zeros; writes to this register 
have no effect. 
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General Purpose Power Management Registers 


I/O Offset 21-20 - General Purpose Status (GP_STS).RWC 
15-14 Reserved oe eeeeeeeeeees always reads 0 
13. AC97 Wakeup Status (WAKE_STS) 
Can be set only in suspend mode 
12. Battery Low Status (BL_STS) 
This bit is set when the BATLOW3# input is asserted 
low. 
11 Notebook Lid Status (LID_STS) 
This bit is set when the LID input detects the edge 
selected by Rx2C bit-7 (O=rising, 1=falling). 
10 Thermal Detect Status (THRM_STS) 
This bit is set when the THRM input detects the edge 
selected by Rx2C bit-6 (O=rising, 1=falling). 
9 USB Resume Status (USB_STS) 
This bit is set when a USB peripheral generates a 
resume event. 
8 Ring Status (RING_STS) 
This bit is set when the RING# input is asserted low. 
7 “Reserved: sicinieeGuicasennen: always reads 0 
6 GPI6/EXTSMI6 Toggle Status (GPI6_STS) 
This bit is set when the GPI6 pin is toggled. 
5 PME# Toggle Status (PME_STS) 
This bit is set when the PME# pin is toggled. 
4 GPI4/SLPBTN# Toggle Status (GPI4_STS) 
This bit is set when the GPI4 pin is toggled. 
3-2, Reserved) icsivecedennlcaani always reads 0 
1 GPI1 Status (GPI1_STS) 
This bit is set when the GPI1 pin is asserted low. 
0 EXTSMI# Status (EXT_STS) 
This bit is set when the EXTSMI# pin is asserted low. 


Note that the above bits correspond one for one with the bits 
of the General Purpose SCI Enable and General Purpose SMI 
Enable registers at offsets 22 and 24: an SCI or SMI is 
generated if the corresponding bit of the General Purpose SCI 
or SMI Enable registers, respectively, is set to one. 


The above bits are set by hardware only and can only be 
cleared by writing a one to the desired bit. 
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15-14 Reserved 


eas beaaet Sete iutach tics tah ssbeeden ses always reads 0 
13. Enable SCI on setting of the WAKE_STS bit def=0 
12 Enable SCI on setting of the BL_STS bit ...... def=0 
11 Enable SCI on setting of the LID_STS bit .....def=0 
10 Enable SCI on setting of the THRM_STS bit def=0 
9 Enable SCI on setting of the USB_STS bit ....def=0 

Enable SCI on setting of the RING_STS bit .def=0 


8 
7 R@SQFVED a.siesccitisccuietiensseoned coud: always reads 0 
6 Enable SCI on setting of the GPI6_STS bit....def=0 
5 Enable SCI on setting of the PME_STS bit....def=0 
4 Enable SCI on setting of the GPI4_STS bit....def=0 
3-2: Reserved  -aziasnkenecdeinn nae always reads 0 
1 Enable SCI on setting of the GPI1_STS bit....def=0 
0 Enable SCI on setting of the EXT_STS bit ....def=0 
These bits allow generation of an SCI using a separate set of 
conditions from those used for generating an SMI. 


I/O Offset 25-24 - General Purpose SMI Enable........... RW 


15-14 Reserved oo. eeeeeeeeees always reads 0 

13. Enable SMI on setting of the WAKE_STS bit def=0 

12 Enable SMI on setting of the BL_STS bit .....def=0 

11 Enable SMI on setting of the LID_STS bit ....def=0 

10 Enable SMI on setting of the THRM_STS bit def=0 

9 Enable SMI on setting of the USB_STS bit ...def=0 

8 Enable SMI on setting of the RING_STS bit def=0 

7 Reserved! assecstesvcsnimncccninas always reads 0 

6 Enable SMI on setting of the GPI6_STS bit...def=0 

5 Enable SMI on setting of the PME_STS bit...def=0 

4 Enable SMI on setting of the GPI4_STS bit...def=0 

3-2 Reserved oo.eeceeecseescsseeeeeseeeeeeens always reads 0 

1 Enable SMI on setting of the GPIL_STS bit...def=0 

0 Enable SMI on setting of the EXT_STS bit....def=0 

These bits allow generation of an SMI using a separate set of 
conditions from those used for generating an SCI. 
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Generic Power Management Registers 


V/O Offset 29-28 - Global Status.......ssscsssessssssssseeeseeseee RWE 
15-9 Reserved oo... eeeeeeeeeseeeneeees always reads 0 
8 PCKRUN# Resume Status (PRRSM_STS).... def=0 
This bit is set when PCI bus peripherals wake up the 
system by asserting PCKRUN# 

7 Primary IRQ Resume Status (PIRSM_STS) . def=0 
This bit is set at the occurrence of primary IRQs as 

defined in Rx45-44 of PCI configuration space 


6 Software SMI Status (SW_SMI_STS.)............ def=0 
This bit is set when the SMI_CMD port (offset 2F) is 
written. 

5 __ BIOS Status (BIOS_STS) .............. cee def=0 


This bit is set when the GBL_RLS bit is set to one 
(typically by the ACPI software to release control of 
the SCI/SMI lock). When this bit is reset (by writing 
a one to this bit position) the GBL_RLS bit is reset at 
the same time by hardware. 

4 Legacy USB Status (LEG_USB_STS)............ def=0 
This bit is set when a legacy USB event occurs. 


3 GP1 Timer Time Out Status (GP1TO_STS).. def=0 
This bit is set when the GP1 timer times out. 


2 GPO Timer Time Out Status (GPOTO_STS).. def=0 
This bit is set when the GPO timer times out. 


1 Secondary Event Timer Time Out Status 


(STTO) STS) si cecctiicneanliielsaiheiks def=0 
This bit is set when the secondary event timer times 
out. 

0 = Primary Activity Status (PACT_STS)............ def=0 


This bit is set at the occurrence of any enabled 
primary system activity (see the Primary Activity 
Detect Status register at offset 30h and the Primary 
Activity Detect Enable register at offset 34h). After 
checking this bit, software can check the status bits in 
the Primary Activity Detect Status register at offset 
30h to identify the specific source of the primary 
event. Note that setting this bit can be enabled to 
reload the GPO timer (see bit-O of the GP Timer 
Reload Enable register at offset 38). 


Note that SMI can be generated based on the setting of any of 
the above bits (see the offset 2Ah Global Enable register bit 
descriptions in the right hand column of this page). 


The bits in this register are set by hardware only and can only 
be cleared by writing a one to the desired bit position. 
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V/O Offset 2B-2A - Global Enable ...........-.s.sessessssessessesees RW 
15-9 Reserved oe eeeeeeeseeseeeneenees always reads 0 
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PCKRUN# Resume Enable (PRRSM_EN)....def=0 
This bit may be set to trigger an SMI to be generated 
when the PRRSM_STS bit is set. 

Primary IRQ Resume Enable (PIRSM_EN)..def=0 
This bit may be set to trigger an SMI to be generated 
when the PIRSM_STS bit is set. 

SMI on Software SMI (SW_SMI_EN)............ def=0 
This bit may be set to trigger an SMI to be generated 
when the SW_SMI_STS bit is set. 

SMI on BIOS Status (BIOS_EN).................. def=0 
This bit may be set to trigger an SMI to be generated 
when the BIOS_STS bit is set. 


SMI on Legacy USB (LEG_USB_EN)............ def=0 
This bit may be set to trigger an SMI to be generated 
when the LEG_USB_STS bit is set. 
SMI on GP1 Timer Time Out (GP1TO_EN) .def=0 
This bit may be set to trigger an SMI to be generated 
when the GP1TO_STS bit is set. 
SMI on GPO Timer Time Out (GPOTO_EN) .def=0 
This bit may be set to trigger an SMI to be generated 
when the GPOTO_STS bit is set. 

SMI on Secondary Event Timer Time Out 
(STOLEN) csssstesie. incest ciessieesnessepeasateateeeevsereses def=0 
This bit may be set to trigger an SMI to be generated 
when the STTO_STS bit is set. 

SMI on Primary Activity (PACT_EN)........... def=0 
This bit may be set to trigger an SMI to be generated 
when the PACT_STS bit is set. 
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I/O Offset 2D-2C - Global Control (GBL_CTL)............ RW 


15-9 Reserved 


8 


SMI Active (INSMI) 
O SMI Inactive... ee eeeseeceeneeenseeeeeeeees default 
1 SMI Active. If the SMIIG bit is set, this bit 
needs to be written with a | to clear it before 
the next SMI can be generated. 
LID Triggering Polarity 
O Rising Edge wo... eee eee eeeeeseeeeeeerees default 
1 Falling Edge 
THRM+# Triggering Polarity 
O. RISING EAB G's .ssccis ccs ccscosnsessnusnsenieesien ssnaeds default 
1 Falling Edge 
Battery Low Resume Disable 


O Enable resume 0.0... eee eeeeeseeceseeesteeeenees default 
1 Disable resume from suspend when 
BATLOWi# is asserted 
SMI Lock (SMITIG) 


0 Disable SMI Lock 
1 Enable SMI Lock (SMI low to gate for the 
NEXt SMI) ...... eee eeeececesseecessneceesesteeeeseeeeees default 

Wait for Halt / Stop Grant Cycle for STPCLK# 
Assertion 

QO Don't Walt scars dmicaknsicsdsacieds default 

1 Wait 
This bit works with Rx4C[7] of PCI configuration 
space to control the start of STPCLK# assertion. 
Power Button Triggering Select 

0 SCI/SMI generated by PWRBTN# rising edge 


1 SCI/SMI generated by PWRBTN# low level 
Set to zero to avoid the situation where PB_STS is set 
to wake up the system then reset again by 
PBOR_STS to switch the system into the soft-off 
state. 

BIOS Release (BIOS_RLS) 
This bit is set by legacy software to indicate release 
of the SCI/SMI lock. Upon setting of this bit, 
hardware automatically sets the GBL_STS bit. This 
bit is cleared by hardware when the GBL_STS bit 
cleared by software. 
Note that if the GBL_EN bit is set (bit-5 of the Power 
Management Enable register at offset 2), then setting 
this bit causes an SCI to be generated (because setting 
this bit causes the GBL_STS bit to be set). 
SMI Enable (SMI_EN) 
0 Disable all SMI generation... default 
1 Enable SMI generation 
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1/O Offset 2F - SMI Command (SMI_CMD) ...........se0+ RW 
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7-0 SMI Command 


Writing to this port sets the SW_SMI_STS bit. Note 
that if the SW_SMI_EN bit is set (see bit-6 of the 
Global Enable register at offset 2Ah), then an SMI is 
generated. 
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I/O Offset 37-34 - Primary Activity Detect Enable........ RW 


These bits correspond to the Primary Activity Detect Enable 
bits in offset 37-34. All bits default to 0, are set by hardware 
only, and may only be cleared by writing 1s to the desired bit. 


31-11 Reserved ou. eceseeeeeseeneeeeeeee always read 0 
10 Audio Access Status ...........ccsssccccsssseeees (AUD_STS) 
Set if Audio is accessed via I/O port ??. 


9 Keyboard Controller Access Status..... IKBC_STS) 
Set if the KBC is accessed via I/O port 60h. 


8 VGA ACCESS StatUs........cccssscrcesssccccsseee (VGA_STS) 
Set if the VGA port is accessed via I/O ports 3BO0- 
3DFh or memory space AO000-BFFFFh. 

7 Parallel Port Access Status...........ssscccee (LPT_STS) 
Set if the parallel port is accessed via I/O ports 278- 
27Fh or 378-37Fh (LPT2 or LPT 1). 

6 Serial Port B Access Status .............. (COMB_STS) 
Set if the serial port is accessed via I/O ports 2F8- 
2FFh or 2E8-2Efh (COM2 and COM4 respectively). 

5 Serial Port A Access Status ..........006 (COMA_STS) 
Set if the serial port is accessed via I/O ports 3F8- 
3FFh or 3E8-3EFh (COM1 and COM3, respectively). 

4 = Floppy Access Status............scssssssesseees (FDC_STS) 
Set if the floppy controller is accessed via I/O ports 
3F0-3F5h or 3F7h. 

3 Secondary IDE Access Status............... (SIDE_STS) 
Set if the IDE controller is accessed via I/O ports 
170-177h or 376h. 

2 Primary IDE Access Status................. (PIDE_STS) 
Set if the IDE controller is accessed via I/O ports 
1FO-1F7h or 3F6h. 

1 ‘Primary Interrupt Activity Status...... (PIRQ_STS) 
Set on the occurrence of a primary interrupt (enabled 
via the "Primary Interrupt Channel" register at 
Function 4 PCI configuration register offset 44h). 

0 PCI Master Access Status ..............c000 (DRQ_STS) 
Set on the occurrence of PCI master activity. 


Note: The bits above correspond to the bits of the Primary 
Activity Detect Enable register at offset 34 (see right hand 
column of this page): if the corresponding bit is set in that 
register, setting of the above bits will cause the PACT_STS bit 
to be set (bit-O of the Global Status register at offset 28). 
Setting of PACT_STS may be set up to enable a "Primary 
Activity Event": an SMI will be generated if PACT_EN is set 
(bit-O of the Global Enable register at offset 2Ah) and/or the 
GPO timer will be reloaded if the "GPO Timer Reload on 
Primary Activity" bit is set (bit-O of the GP Timer Reload 
Enable register at offset 38 on this page). 

Note: Bits 2-9 above also correspond to bits of the GP Timer 
Reload Enable register (see offset 38 on next page): If bits are 
set in that register, setting a corresponding bit in this register 
will cause the GP1 timer to be reloaded. 
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These bits correspond to the Primary Activity Detect Status 
bits in offset 33-30. Setting of any of these bits also sets the 
PACT_STS bit (bit-0 of offset 28) which causes the GPO timer 
to be reloaded (if PACT_GPO_EN is set) or generates an SMI 
(if PACT_EN is set). 


31-11 Reserved 

10 SMT on Audio Status...............sccccssseeceees (KBC_EN) 
0 Don't set PACT_STS if AUD_STS is set .... def 
1 Set PACT_STS if AUD_STS is set 
9 SMI on Keyboard Controller Status..... (KBC_EN) 
0 Don't set PACT_STS if KBC_STS is set..... def 
1 Set PACT_STS if KBC_STS is set 


1 Set PACT_STS if VGA_STS is set 
7 SMI on Parallel Port Status.............ccccee (LPT_EN) 
0 Don't set PACT_STS if LPT_STS is set...... def 
1 Set PACT_STS if LPT_STS is set 
6  SMlIon Serial Port B Status................ (COMB_EN) 
0 Don't set PACT_STS if COMB. STS is set. def 
1 Set PACT_STS if COMB. STS is set 
5 SMT on Serial Port A Status.............. (COMA_EN) 
0 Don't set PACT_STS if COMA_STS is set. def 
1 Set PACT_STS if COMA_STS is set 
4 SMI on Floppy Status .............cssssesseseeee (FDC_EN) 
0 Don't set PACT_STS if FDC_STS is set..... def 
1 Set PACT_STS if FDC_STS is set 
3. SMI on Secondary IDE Status............... (SIDE_EN) 
0 Don't set PACT_STS if SIDE_STS is set.... def 
1 Set PACT_STS if SIDE_STS is set 
2  SMIon PrimaryIDE Status.................... (PIDE_EN) 
0 Don't set PACT_STS if PIDE_STS is set.... def 
1 Set PACT_STS if PIDE_STS is set 
1 SMlIon Primary INTR Status .............. (PIRQ_EN) 
0 Don't set PACT_STS if PIRQ_ STS is set.... def 
1 Set PACT_STS if PIRQ_STS is set 


0 SMIon PCI Master Status ...............s00 (DRQ_EN) 
0 Don't set PACT_STS if DRQ_STS is set .... def 
1 Set PACT_STS if DRQ_STS is set 
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1/O Offset 3B-38 - GP Timer Reload Enable ................+ RW 
All bits in this register default to 0 on power up. 
31-8 Reserved o..eeceeeecccceseeseesecseeeeeeees always read 0 


7 Enable GP1 Timer Reload on KBC Access 
0 Normal GP1 Timer Operation 
1 Setting of KBC_STS causes the GP1 timer to 
reload. 
6 Enable GP1 Timer Reload on Serial Port Access 
0 Normal GP1 Timer Operation 
1 Setting of COMA_STS or COMB_STS causes 
the GP 1 timer to reload. 


5. Reserved!  saciaiacsndisunesiniges always read 0) 


4 Enable GP1 Timer Reload on VGA Access 
0 Normal GP1 Timer Operation 
1 Setting of VGA_STS causes the GP1 timer to 
reload. 
3. Enable GP1 Timer Reload on IDE/Floppy Access 
0 Normal GP1 Timer Operation 
1 Setting of FDC_STS, SIDE_STS, or 
PIDE_STS causes the GP1 timer to reload. 


2-1 Reserved oi.cieecececeseecsseereeeeeneeeees always read 0 


0 Enable GPO Timer Reload on Primary Activity 
0 Normal GPO Timer Operation 
1 Setting of PACT_STS causes the GPO timer to 
reload. Primary activities are enabled via the 
Primary Activity Detect Enable register (offset 
37-34) with status recorded in the Primary 
Activity Detect Status register (offset 33-30). 
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General Purpose I/O Registers 


V/O Offset 44 — External SMI Input Value 
EXTSMI VAL 


Depending on the configuration, up to 8 external SCI/SMI 
ports are available as indicated below. The state of these 
inputs may be read in this register. 


7  GPI7 Input Value (RING#) 
6  GPI6 Input Value (SMBALRT#) 
5 GPIS5 Input Value (PME#) 
4  GPI4 Input Value (SLPBTN#) 
3  GPI3 Input Value (LID) 
2  GPI2 Input Value (BATLOW#) 
1 GPI1 Input Value 
0 EXTSMI# Input Value 
I/O Offset 45 — IRQ / Resume Status ...............ssccccssesseeees RW 


T-A Reserved on. eeeceeceseeeeeseeneeseeneees always reads 0 
3. FM SMfor Serial SMI Status 
2 Hardware Monitor IRQ Status 
1 SMBus IRQ Status 
0 SMBus Resume Status 
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I/O Offset 4B-48 - GPI Port Input Value (GPI_VAL)....RO 
31-24 Reserved always read 0 


23-16 GPI[23-16] by Refresh Scan.................... Read Only 
15-12 Reserved oo... eee eeeeeeereeeeeees always read 0 
11-0 GPI[11-0] Input Value 2... Read Only 


I/O Offset 4F-4C - GPO Port Output Value (GPO_VAL)RW. 
Reads from this register return the last value written (held on 
chip) 
31-26 Reserved 
25-0 GPO[25-0] Output Value 


always reads 0 
def = 3FFFFFFh 
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System Management Bus I/O-Space Registers 
The base address for these registers is defined in Rx93-90 of 
the Function 4 PCI configuration registers. The System 


Management Bus I/O space is enabled for access by the system 
if RxD2[0] = 1. 


7-5 Reserved oe. eeeeeeereeeeeees always reads 0 
4 = Failed Bus Transaction..............ssscsssesssssesseees RWC 
0 SMBus interrupt not caused by failed bus 
TLANSACTION 000... eeeeceeneeceeeeeeeeceteeeeneeeeeees default 


1 SMBus interrupt caused by failed bus 
transaction. This bit may be set when the 
KILL bit (I/O Rx02[1]) is set and can be 
cleared by writing a | to this bit position. 


3 Bus Collision...........sscsssssssssessssesseseesecsesessersevers RWC 
0 SMBus interrupt not caused by transaction 
COMISIOM ss sssis ces ns ccisadesecPeverscesceecPetseaeeeasens default 


1 SMBus interrupt caused by transaction 
collision. This bit is only set by hardware and 
can be cleared by writing a | to this bit 


position. 
2 —_ Device Error ..........scsssssccsesessscssessescssescesnsesesees RWC 
0 SMBus interrupt not caused by generation of 
an SMBus transaction error.............:0 default 


1 SMBus interrupt caused by generation of an 
SMBus transaction error (illegal command 
field, unclaimed host-initiated cycle, or host 
device timeout). This bit is only set by 
hardware and can be cleared by writing a | to 
this bit position. 


1 SMBus Interrupt... esccssscsscssssesesessneeees RWC 
0 SMBus interrupt not caused by host command 
COMPI CH OMsiiec.cesesiaccseieas hae cecsaeeaetineee default 


1 SMBus interrupt caused by host command 
completion. This bit is only set by hardware 
and can be cleared by writing a | to this bit 


position. 
O° UHOStIBUSY csccsscasssscctessetescssessteveccecsccsceossnscsescousans RO 
0 SMBus controller host interface is not 
processing a command ..........ceeeeeeeeeees default 


1 SMBus host controller is busy processing a 
command. None of the other SMBus registers 
should be accessed if this bit is set. 
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V/O Offset 01h — SMBus Slave Status.......ssssssessseeeeeeee RWE 
7-6 Reserved oo. eeeeeeeeeeeeeeees always reads 0 

5 Allert Status... sescccsssscscscesescsessesssesesseenere RWC 

0 SMBus interrupt not caused by SMBALERT# 
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SLOMAl . cescaeotecsenssevsncaseseeosasesteeaaneeceaee ante default 
SMBus interrupt caused by SMBALERT# 
signal. This bit will be set only if the Alert 
Enable bit is set in the SMBus Slave Control 
Register at I/O Offset RO8[3]. This bit is only 
set by hardware and can be cleared by writing 
a | to this bit position. 


4 Shadow 2 Status..........cccccscccccccscccscssssccsescsesces RWC 


0 


1 


SMBus interrupt not caused by address match 
to SMBus Shadow Address Port 2......... default 
SMBus interrupt or resume event caused by 
slave cycle address match to SMBus Shadow 
Address Port 2. This bit is only set by 
hardware and can be cleared by writing a | to 
this bit position. 


3 —»_ Shadow 1 Status..........ccccccssssscsscssccsssssscccerccseces RWC 


0 


1 


SMBus interrupt not caused by address match 
to SMBus Shadow Address Port 1......... default 
SMBus interrupt or resume event caused by 
slave cycle address match to SMBus Shadow 
Address Port 1. This bit is only set by 
hardware and can be cleared by writing a | to 
this bit position. 


2 Slave Status: ssissessesrccsscscesecsvescsscecsessecesccnssesvecsees RWC 


0 


1 


SMBus interrupt not caused by slave event 
TALEM ac sisensiccbencusevssacesersanevecy meccsqeatnstreser default 
SMBus interrupt or resume event caused by 
slave cycle event match of the SMBus Slave 
Command Register at PCI Function 4 
Configuration Offset D3h (command match) 
and the SMBus Slave Event Register at 
SMBus Base + Offset 0Ah (data event match). 
This bit is only set by hardware and can be 
cleared by writing a | to this bit position. 


A. RSeryed  actisiccstuniictewuted always reads 0 
0 Slave Busy  ....s.rccscccsscssesssessosssssesrsosssossosssonseoses RO 


0 


1 


SMBus controller slave interface is not 
PTOCESSING ata ...... ee eeeeesteceeeenteceeeees default 
SMBus controller slave interface is busy 
receiving data. None of the other SMBus 
registers should be accessed if this bit is set. 
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V/O Offset 02h - SMBus Host Control...........sssessseseseeeeee RW 
7 Reserved 
6 = Start 

0 Writing 0 has no effect... ee default 
1 Start Execution of Command 
Writing a | to this bit causes the SMBus 
controller host interface to initiate execution of 
the command programmed in the SMBus 
Command Protocol field (bits 4-2). All 
necessary registers should be programmed 
prior to writing a | to this bit. The Host Busy 
bit (SMBus Host Status Register bit-0) can be 
used to identify when the SMBus controller 
has completed command execution. 
5S Reserved issscdeccsstdisccsnrenectere tess always reads 0 
4-2. SMBus Command Protocol 
000 Quick Read or Write ...........ccccceeeeeeeees default 
001 Byte Read or Write 
010 Byte Data Read or Write 
011 Word Data Read or Write 
100 Reserved 
101 Block Read or Write 
110 Reserved 
111 Reserved 
1 Kill Transaction in Progress 
0 Normal host controller operation ........... default 
1 Stop host transaction currently in progress. 
Setting this bit also sets the FAILED status bit 
(Host Status bit-4) and asserts the interrupt 
selected by the SMB Interrupt Select bit 
(Function 4 SMBus Host Configuration 
Register RxD2[3]). 
0 Interrupt Enable 
0 Disable interrupt generation .................. default 
1 Enable generation of interrupts on completion 
of the current host transaction. 
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I/O Offset 03h — SMBus Host Command..................ss000 RW. 

7-0 SMBUS Host Command ..................065 default = 0 

This field contains the data transmitted in the 
command field of the SMBus host transaction. 


V/O Offset 04h — SMBus Host Address..........1:+s:ssssssees000e RW. 
The contents of this register are transmitted in the address field 
of the SMBus host transaction. 

7-1 SMBUS AdAdFreSS .............cccccccceeseesseeeeeees default = 0 
This field contains the 7-bit address of the targeted 
slave device. 

0 SMBUS Read or Write 
QO Execute a WRITE command ................. default 
1 Execute a READ command 


V/O Offset 05h — SMBus Host Data 0 ...........ssscsssessseseees RW 
The contents of this register are transmitted in the Data 0 field 
of SMBus host transaction writes. On reads, Data 0 bytes are 
stored here. 

7-0 SMBUS Data 0.0.0.0... ccc ccececsteeeeeees default = 0 
For Block Write commands, this field is programmed 
with the block transfer count (a value between | and 
32). Counts of 0 or greater than 32 are undefined. 
For Block Read commands, the count received from 
the SMBus device is stored here. 


I/O Offset 06h — SMBus Host Data 1 .................scssccsssees RW 
The contents of this register are transmitted in the Data 1 field 
of SMBus host transaction writes. On reads, Data | bytes are 
stored here. 

7-0 SMBUS Data Louw... cceceesteeeeeees default = 0 


V/O Offset 07h — SMBus Block Data .........::ssssecessseeeesseee RW 
Reads and writes to this register are used to access the 32-byte 
block data storage array. An internal index pointer is used to 
address the array. It is reset to 0 by reads of the SMBus Host 
Control register (I/O Offset 2) and incremented automatically 
by each access to this register. The transfer of block data into 
(read) or out of (write) this storage array during an SMBus 
transaction always starts at index address 0. 

7-0 SMBUS Block Data... eee default = 0 
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V/O Offset 08h — SMBus Slave Control............1::s+s0s000e RW. 
7-4 Reserved 
3. SMBus Alert Enable 
QO? Disable siic.sctecus sists stetecsssstecececeebusea seed default 
1 Enable generation of an interrupt or resume 
event on the assertion of the SMBALERT# 


signal 
2 SMBus Shadow Port 2 Enable 
QO. “Disablescccccoh eel ei ide default 


1 Enable generation of an interrupt or resume 
event on external SMBus master generation of 
a transaction with an address that matches the 
SMBus Slave Shadow Port 2 register (PCI 
function 4 configuration register RxD5). 

1 SMBus Shadow Port 1 Enable 

OQ DDS abl e-2s scvcccsscctise cece swedsencsecsdersseesotestioss) default 

1 Enable generation of an interrupt or resume 
event on external SMBus master generation of 
a transaction with an address that matches the 
SMBus Slave Shadow Port | register (PCI 
function 4 configuration register RxD4). 

0 SMBus Slave Enable 

Oo Disable ssc: esses Gaeavatetiscs ascites: default 

1 Enable generation of an interrupt or resume 
event on external SMBus master generation of 
a transaction with an address that matches the 
SMBus host controller slave port of 10h, a 
command field which matches the SMBus 
Slave Command register (PCI function 4 
configuration register RxD3), and a match of 
one of the corresponding enabled events in the 
SMBus Slave Event Register (I/O Offset OAh). 
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I/O Offset 09h — SMBus Shadow Command ................++ RO 


This register is used to store command values for external 
SMBus master accesses to the host slave and slave shadow 


ports. 

7-0 Shadow Comman.................0.:c:ccccceeees default = 0 
This field contains the command value which was 
received during an external SMBus master access 
whose address field matched the host slave address 
(10h) or one of the slave shadow port addresses. 

I/O Offset 0Ah — SMBus Slave Event ...............ccssscscesees RW 


This register is used to enable generation of interrupt or 
resume events for accesses to the host controller’s slave port. 
15-0 SMBus Slave Event .........0.0..0. ee default = 0 
This field contains data bits used to compare against 
incoming data to the SMBus Slave Data Register (I/O 
Offset OCh). When a bit in this register is set and the 
corresponding bit the Slave Data register is also set, 
an interrupt or resume event will be generated if the 
command value matches the value in the SMBus 
Slave Command register and the access was to 
SMBus host address 10h. 


I/O Offset 0OCh — SMBus Slave Data ...............ccssssccsssseee RO 


This register is used to store data values for external SMBus 
master accesses to the shadow ports or the SMBus host 
controller’s slave port. 

15-0 SMBus Slave Data ............. eee default = 0 
This field contains the data value which was 
transmitted during an external SMBus master access 
whose address field matched one of the slave shadow 
port addresses or the SMBus host controller slave 
port address of 10h. 
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Hardware Monitor I/O Space Registers 

The I/O base address for access to the Hardware Monitor 
registers is defined in Rx71-70 of function 4 PCI configuration 
space. The hardware monitor I/O space is enabled for I/O 
access by the system if Rx74[0] = 1. 


Offset 13 — Analog Data 15-8 ..............ccccsssssssssssssesssnsrseees RW 


Offset 1F — TSENS3 Temperature Reading...............000+ RW 


Temperature sensor 3 is an internal bandgap-type sensor which 
has 10-bit resolution. The high order 8 bits are stored here and 
the low order 2 bits are stored in Rx49[7-6]. Only the high 
order 8 bits are used for comparison with the limit values in 
offsets 1D and 1E. 


Offset 20 — TSENS1 Temperature Reading ..............00+ RW 


Temperature sensor | is an external sensor input on pin W13 
which has 10-bit resolution. The high order 8 bits are stored 
here and the low order 2 bits are stored in Rx4B[7-6]. Only 
the high order 8 bits are used for comparison with the limit 
values in offsets 39 and 3A. 


Offset 21 — TSENS2 Temperature Reading ...............0008+ RW 


Temperature sensor 2 is an external sensor input on pin Y13 
which has 10-bit resolution. The high order 8 bits are stored 
here and the low order 2 bits are stored in Rx49[5-4]. Only 
the high order 8 bits are used for comparison with the limit 
values in offsets 3D and 3E. 


Offset 22 — VSENS1 (Pin U13) Voltage Reading (2.0V).RW 
Offset 23 — VSENS2 (Pin V13) Voltage Reading (2.5V).RW 
Offset 24 — Internal Core Voltage Reading (3.3V) ......... RW 
Offset 25 - VSENS3 (Pin W14) Voltage Reading (5V) ..RW 
Offset 26 — VSENS4 (Pin Y14) Voltage Reading (12V)..RW 
Offset 27 —- VSENS4 (Pin Y14) Voltage Reading (12V)..RW 


Offset 29 — FAN] (Pin T12) Count Reading ...............008+ RW 


Offset 2A — FAN2 (Pin U12) Count Reading ..............00+ RW 


The above two locations store the number of counts of the 
internal clock per fan revolution. 
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Offset 2B — VSENS1 Voltage High Limit (CPU 2.0V)... RW 
Offset 2C — VSENS1 Voltage Low Limit (CPU 2.0V) ... RW 


Offset 3A — TSENS1Hot Temp Hysteresis Lo Limit...... RW 
Offset 3B — FAN] Fan Count Limit ................cccsssssssssees RW 
Offset 3C — FAN2 Fan Count Limit..............ccccssssssssseee RW 


The above two locations store the number of counts of the 
internal clock per fan revolution for the low limit of the fan 
speed. 


Note: For high limits, comparisons are “greater than” 
comparisons. For low limits, comparisons are “less than or 
equal” comparisons. 


One consequence of the above is that if high limits are set to 
all ones (FFh or 11111111b), interrupts are disabled for high 
limits (i.e., interrupts will only be generated for cases when 
voltages are equal to or below the low limits). 
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Offset 40 —Hardware Monitor Configuration ................ RW 
7 Initialization 
O Normal operation ..0...0 eee eerie default 


1 Restore power-up default values to this 
register, the interrupt status and mask registers, 
the FAN/RST#/OS# register, and the OS# 
Configuration / Temperature Resolution 
register. This bit automatically clears itself 
since the power-on default is 0. 

6 Chassis Intrusion Reset 


O Normal operation... eee default 
1 Reset the Chassis Intrusion pin 
5-4 Reserved (R/W) .........:.:cccescceeseceteeeneeeeees default = 0 


3 Hardware Monitor Interrupt Clear 
0 Normal operation 
1 Clear the hardware monitor interrupt output 
(does not effect the contents of the interrupt 
status register). Normally set during interrupt 
SOLVIGS sa: ves ccsivesd seete cibesecesh ss iseviasbtoecsetes default 
2 “RES€rved  sieseisacsisdeneceasiaesess always reads 0 
1 Hardware Monitor Interrupt Enable 
0 Disable hardware monitor interrupt output.. def 
1 Enable hardware monitor interrupt output 
0 Start 
0 Place hardware monitor in standby mode.... def 
1 Enable startup of hardware monitor logic. 
At startup, limit checking functions and 
scanning begins. All high and low limits 
should be set prior to turning on this bit. Note: 
the hardware monitor interrupt output will not 
be cleared if the user writes a zero to this bit 
after an interrupt has occurred (the hardware 
monitor interrupt clear bit must be used for this 


purpose). 
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Offset 41 —Hardware Monitor Interrupt Status 1........... RO Offset 43 —Hardware Monitor Interrupt Mask 1 .......... RW 


7 Fan 2 Error 
LORIE (0-3 5 0) en default 
1 Fan 2 count limit exceeded 

6 Fan 1 Error 


1 Fan 1 count limit exceeded 
5 Reserved 


4  TSENS1 Temperature Error 
OQ: ING CRHOR ss fcccscicadtecosexescctusgndeescecnaetieacceess default 
1 High or low hot temperature limit exceeded. 
The interrupt mode is determined by 
Temperature Resolution register Rx4B[ 1-0]. 
3. VSENS3 Voltage Error (5V) 
OO: INGIGRTOT yescccscescecacnsces fnccatecatent dancaescessuntens default 
1 High or low limit exceeded 
2 Internal Core VCC Voltage Error (3.3V) 
OQ) ING CFfOL chives ecceiseeed eaten default 
1 High or low limit exceeded 
1 VSENS2 Voltage Error (2.5V NB Core Voltage) 
QO. (NG €FfOL 2. cccsscceicceeccassensinetecastenedeoeeesteeds default 
1 High or low limit exceeded 
0 VSENS1 Voltage Error (2.0V CPU Core Voltage) 
1% NGG 01 OF vesiesicen Secs snacettarcampcstecstssaentesenees default 
1 High or low limit exceeded 


Offset 42 —Hardware Monitor Interrupt Status 2........... RO 


7  TSENS3 (Internal Bandgap) Temp Error 
O. ING: EffOre seieceecstesteitantdantertsiastes hee: default 
1 High or low hot temperature limit exceeded. 
Interrupt mode is determined by Rx4B[5-4]. 
6-5 Reserved oo... eeeeeeereeeeeees always reads 0 
4 Chassis Error 
QO! NG CITOrincac niece di tih ain aleiak default 
1 Chassis Intrusion has gone high 
3. TSENS2 Temperature Error 
QO. INGSGRHOT ses costeessciinsatioascacecesetecansiancesscteee default 
1 High or low hot temperature limit exceeded. 
Interrupt mode is determined by Rx4B[3-2]. 
2 Minus 5V Voltage Error (-5V) 
QO? INGSC1TOR ys ig cad es cas cceesecesenctestereescanusecteoronee: default 
1 High or low limit exceeded 
1 Minus 12V Voltage Error (-12V) 


1 High or low limit exceeded 
0 VSENS4 Voltage Error (12V) 

0. INO6ff0Fs os. ncccieni ice enn default 

1 High or low limit exceeded 
Note: When either status register is read, status conditions in 
that register are reset. In the case of voltage priority 
indications, if two or more voltages were out of limits, then 
another indication would automatically be generated if it was 
not handled during interrupt service. Errant voltages may be 
disabled in the control register until the operator has time to 
clear the errant condition or set the limit higher or lower. 
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Fan 2 Count Error Mask 
0 Enable interrupt on error status bit set......... def 
1 Disable interrupt on error status bit set 
Fan 1 Count Error Mask 
0 Enable interrupt on error status bit set......... def 
1 Disable interrupt on error status bit set 
TSENS1 Thermal Alarm Control Mask 
0 Enable TSENS1 over-temp condition to 
control the thermal alarm (function 4 Rx40[7] 
automatic CPU clock throttling must be set )def 
1 Disable 
TSENS1 Temperature Error Mask 
0 Enable interrupt on error status bit set......... def 
1 Disable interrupt on error status bit set 
VSENS3 Voltage Error Mask (5V) 
0 Enable interrupt on error status bit set......... def 
1 Disable interrupt on error status bit set 
Internal Core VCC Voltage Error Mask (3.3V) 
0 Enable interrupt on error status bit set......... def 
1 Disable interrupt on error status bit set 
VSENS2 Voltage Error Mask (2.5V NB Core) 
0 Enable interrupt on error status bit set......... def 
1 Disable interrupt on error status bit set 
VSENS1 Voltage Error Mask (2.0V CPU Core) 
0 Enable interrupt on error status bit set......... def 
1 Disable interrupt on error status bit set 


Offset 44 —Hardware Monitor Interrupt Mask 2.......... RW 
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TSENS3 Temperature Error Mask 
0 Enable interrupt on error status bit set......... def 
1 Disable interrupt on error status bit set 
TSENS3 Thermal Alarm Control Mask 
0 Enable TSENS3  over-temp condition to 
control the thermal alarm (function 4 Rx40[7] 
automatic CPU clock throttling must be set) def 
1 Disable 
TSENS2 Thermal Alarm Control Mask 
0 Enable TSENS2 over-temp condition to 
control the thermal alarm (function 4 Rx40[7] 
automatic CPU clock throttling must be set) def 
1 Disable 
Chassis Error Mask 
0 Enable interrupt on error status bit set......... def 
1 Disable interrupt on error status bit set 
TSENS2 Temperature Error Mask 
0 Enable interrupt on error status bit set......... def 
1 Disable interrupt on error status bit set 
Minus 5V Voltage Error Mask (-5V) 
0 Enable interrupt on error status bit set......... def 
1 Disable interrupt on error status bit set 
Minus 12V Voltage Error Mask (-12V) 
0 Enable interrupt on error status bit set......... def 
1 Disable interrupt on error status bit set 
VSENS4 Voltage Error Mask (12V) 
0 Enable interrupt on error status bit set......... def 
1 Disable interrupt on error status bit set 
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Offset 47 -—Hardware Monitor Fan Configuration......... RW 


7-6 Fan2 RPM Control 
00 Divide by 1 
OL Divide by 2 wees creeneeeees default 
10 Divide by 4 
11 Divide by 8 
5-4 Fan 1 RPM Control 
00 Divide by 1 
OL Divide Dy 2\iscnc.eee dale default 
10 Divide by 4 
11 Divide by 8 
3-0 Reserved on. ceeeceeeceeseeeeeseeneeeeeeees always reads 0 


Offset 49 -Hardware Monitor Temp Low Order ValueRW 


7-6 TSENS3 Value Low-Order Bits 
Upper 8 bits are stored in offset 1Fh 
5-4 TSENS2 Value Low-Order Bits 


Upper 8 bits are stored in offset 21h 
3 Over Temperature Active Low for PMU to 
Control Stop Clock 


(Oe DY icy] 0) (<r default 
1 Enable 

2 Chassis Active Low Output 20 msec 
QO Disable iisesscccssceceessecads caseesessencieatesieseaeeed default 
1 Enable 

1 ‘Interrupt Active High Output 
QO: Disable: issn esescntiesthein des default 
1 Enable 


O = Reserved un... cseecescseeeseeeeseneserenees always reads 0 
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Offset 4B -Temperature Interrupt Configuration ........ RW 

7-6 TSENS1 Value Low-Order Bits.................. def = 00 
Upper 8 bits are stored in offset 20h 

5-4 TSENS3 Hot Temp Interrupt Mode ........... def = 01 

3-2. TSENS2 Hot Temp Interrupt Mode ........... def = 01 

1-0 TSENS1 Hot Temp Interrupt Mode........... def = 01 
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The following applies to each of the above 3 fields 

00 Default Interrupt Mode. An interrupt occurs if 
the temperature goes above the hot limit. The 
interrupt will be cleared once the status register 
is read, but will be generated again when the 
next conversion is completed. Interrupts will 
continue to be generated until the temperature 
goes below the hysteresis limit. 

01 One-Time Interrupt Mode. An interrupt is 
generated if the temperrature goes above the 
hot limit. The interrupt will be cleared when 
the status register is read. Another interrupt 
will not be generated until the temperature first 
drops below the hysteresis limit............. default 

10 Comparator mode. An interrupt occurs if the 
temperature goes above the hot limit. This 
interrupt remains active until the temperature 
goes below the hot limit (i.e., no hysteresis). 

11 Default Interrupt Mode (same as 00) 
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Function 5 & 6 Registers - AC97 Audio & Modem Codecs Offset 9 - Programming Interface (OOh).............0ssccsssrseee RO 


The codec interface is hardware compatible with AC97 and 
SoundBlaster Pro. There are two sets of software accessible 
registers: PCI configuration registers and I/O registers. The 
PCI configuration registers for the Audio Codec are located in 
the function 5 PCI configuration space of the VT82C686A. 
The PCI configuration registers for the Modem Codec are 
located in the function 6 PCI configuration space. The I/O 
registers are located in the system I/O space. 


PCI Configuration Space Header — Function 5 Audio 
Offset 13-10 - Base Address 0 — SGD Control / Status .. RW 


Offset 1-0 - Vendor ID ........ssssnsscsssessssssnssnssssssrsssescnssesssnsees RO 31-16 Reserved essences always reads 0 
0-7 Vendor ID cececccecccceeeee (1 106h = VIA Technologies) 15-8 Base Address .......0.....c ccc eeeeeeeeeeeeeeeeeeeee default = O0Oh 
7-0 00000001b (256 bytes) 
Offset 3-2 - Device ID..............sscesssecssscssesssessscsssssesssessesssees RO Offset 17-14 - Base Add iV Stak Rw 
0-7 Device ID (3058h = 82C686A Audio Codec) Wee cc 7 ress i= 2 = ssssecnss ne 
- COS a ee always reads 
Offset 5-4 - Command............sccesssssssersessssessessssessersesesseres RW 15-2 Base Address.........0... eee default = 0000h 
15-10 Reserved o.ccccccccccccccssssssesseseseeeseees always reads 0 1-0 1b (4 bytes) 
: pie Sn Meee dvedsdertiu sates tueeteestesteces ee : ° Offset 1B-18 - Base Address 2 — MIDI Port (Rev H)..... RW 
e AAs Sle tiplingt ssceivaceiniaiacnacea ted 0 31-16 Reserved ooccccccccccccccsccsessssesesseseeesees always reads 0 
6 — Parity Error Response ........ccccccssssosssseeseeee fixed at 0 15-2 Base Peat ai cadencsuesventetstuscsbecsenaued: default = 0330h 
5 VGA Palette Snoop ......0.... eee eect eeeeees fixed at 0 1-0  O1b (4 bytes) 
4 Memory Write and Invalidate bageeneeceastndeas fixed at 0 Offset 2F-2C — Subsystem ID / Sub Vendor ID (Rev H)RO* 
3 Special Cycle Monitoring .........0..0..0..00 fixed at 0 “This register is RW if function 5-6 Rx48[4] = 1 
2 = Buss Master o.oo... ccccecccsseceeesneeeeesneeeeeees fixed at 0 
LT Memory Space... cece eecseeeceeeeeeeeeees fixed at 0 : 
: ff 4—- Cap P (Rev H) (Default = COh)....R 
0 WO Space —vcvceessssssssssssssssesseee default=0'(disabied) see =# = Capture Potnter (Rey Bi) (Detaul= ce o 
Offset 7-6 - Status..........cccccsrsssrssscscsscssssssscsssessssssssesssees RWC Offset 3C - Interrupt Limessrssecocsrsscsssnseesersnreessenmsessere RW 
15 Detected Parity Error...........0.0..0.... always reads 0 is ee ok Routi Se Re always reads 0) 
14 _— Signalled System Error................:c0cc08 default=0 " aa ra anes ee jupacis 
13. Received Master Abotrt...............::::0:eee fixed at 0 0001 ae 1 el ie lela sei 
12 Received Target Abort .................:ceee fixed at 0 0010 Reserved 
11  Signalled Target Abort........00..000 fixed at 0 0011 IRQ3 
10-9 DEVSEL# Timing 0100 IRQ4 
oe Fast 0101 IRQS 
OL Medium... ccc cecccecessscecssneeesseeeenees fixed 0110 IRQ6 
a) SOW 0111 IRQ7 
11 Reserved 1000 IRQS 
8 Data Parity Error.........0...0.:cccccecceseereeeees fixed at 0 1001 IRQS 
7 Fast Back-to-Back Capable........................ fixed at 0 1010 IRQIO 
6-0 Reserved o..eeecccccecccecessseeseesseeeeeees always reads 0 1011 IRQII 
Offset 8 - Revision ID (nth) ....ss..sssscsssssssssssssssssesssscesssesnsess RO 1100 IRQI2 
7-0 Silicon Revision Code 1101 IRQI3 
10h Revision A 1110 IRQI4 
11h Revision B 1111 Disabled 
12h Revision C Offset 3D - Interrupt Pin (O3))............sccsssccsssscssscesssscessee RO 
13h Revision D 
14h Revision E Offset 3E - Minimum Grant (O0h)..........sssscscerseeersesees RO 


20h Revision H 
Offset 3F - Minimum Latency (OOh)..........cccccccsssssssssseeees RO 
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PCI Configuration Space Header — Function 6 Modem 


Offset 1-0 - Vendor ID .......-ssssssscssssscssssrsssssssecnsssrsscenssesnssss RO Offset 13-10 - Base Address 0 - SGD Control / Status .. RW 
0-7. Vendor ID _ .............06- (1106h = VIA Technologies) 31-16 Reserved o..ccccecccccecssecsseeereeees always reads 0 
15-8 Base ACIreSS..............cccccccescesseeesseeeeeees default = 00h 
Offset 3-2 - Device ID .........sssssssssersseosssrsssossseesessseesessesee RO 7-0 00000001b (256 bytes) 
0-7 DeviceID (3068h = 82C686A Modem Codec) 
Offset 3C - Interrupt Line...............cccssscesscesscesecsseceeees RW 
Offset 5-4 - COMmMANG............ssscesssesessssrseesessessesessesseeeseeee RW. T-4 Reserved ou....ceececcccecccceesseceesseeeeees always reads 0 
15-10 Reserved oo. cecececceeseeseeseeneeeeeees always reads 0 3-0 Audio Interrupt Routing 
9 Fast Back-to-Back..............:::c:ccecseeseeereeeeees fixed at 0 OOOO Disabled wii sescccsesisstesseeethas chsevehbaeceeens default 
8 SERR# Enmable..........0.....cccccccccceeeeeeeeeees fixed at 0 0001 IRQ1 
7 Address Stepping .............0... cece eee fixed at 0 0010 Reserved 
6 Parity Error Response...........0..0...:eeeeeee fixed at 0 0011 IRQ3 
5 VGA Palette Snoop ...........::::ceeeceeeeeereeeeees fixed at 0 0100 IRQ4 
4 Memory Write and Invalidate ................... fixed at 0 0101 IRQ5 
3 Special Cycle Monitoring ............0.0000000... fixed at 0 0110 IRQ6 
2 Buss Master oo.cceceeccccceccececccceseseseessecsenees fixed at 0 0111 IRQ7 
1) Memory Space...........ecccecseeeeeeeeeteseeeeteees fixed at 0 1000 IRQ8 
O WOSpace ou... eee default=0 (disabled) 1001 IRQ9 
1010 IRQ10 
Offset 7-6 - Status.......s.ssseossersssssseressosssreseessseesssssseeseoes RWC 1011 IRQI1 
15 Detected Parity Error.........000.00000.. always reads 0 1100 IRQ12 
14 Signalled System Error..........0..0...:eeeeee fixed at 0 1101 IRQ13 
13. Received Master Abort...................0:ccc0: fixed at 0 1110 IRQ14 
12 Received Target Abort ............... cece fixed at 0 1111 Disabled 
11 Signalled Target Abort..........0. ee fixed at 0 : 
10-9 DEVSEL# Timing Offset 3D - Interrupt Pin (O3h) ............cccccccssssscsssssssereeses RO 
a oka bey sion tutec ni sgiactscaautvieviapesteeenatae fixed Offset SE - Minimum Grant (O(n) scssssssccsssssssccsesestensee RO 
TO alow Offset 3F - Minimum Latency (OOh)..........cssscssscsssseceseee RO 
11 Reserved 
8 Data Parity Error.........0...0...0 cece fixed at 0 
7 Fast Back-to-Back Capable...................... fixed at 0 
6-0 Reserved oi. ceeeeeceseeeeeseeseeeeeneees always reads 0 
Offset 8 - Revision ID (nrh) q.........ssscsscsssssscesscesscesscsescecees RO 


Offset 9 - Programming Interface (OO) ...........cccsssssseees *RO 


Offset A - Sub Class Code (80h)..........scccsssssscssssecessssseeess *RO 


Offset B - Base Class Code (07h)...........sseccscosssssssssssscseees *RO 


Revision 1.1 April 15, 1999 -101- Function 5 & 6 Registers - AC97 Audio & Modem Codecs 


Technologies, Ine. VT82C686A 


Function 5 & 6 Codec-Specific Configuration Registers 


Offset 40 - AC97 Interface Status ....eneeeneeeeRO Offset 41 - AC Link Interface Control .......sssseeessseeresseee RW 
7-3 RESCTVED oes eecescccessecssscesssesseeetseess always reads 0 7  AC-Link Interface Enable (ENAC97) 
2 Secondary Codec Ready Status .............sccseseseeee RO OO Disable. ics ccccctevecsscacataceteecs aacaen aac default 
0 Codec Not Ready 1 Enable 
1 Codec Ready (AC97 ctrlr can access codec) 6 AC-Link Reset (ACRST#) 
1 AC97 Codec Low-Power Status..........ssssesesees RO O Assert AC-Link Reset... default 
0 AC97 Codec not in low-power mode 1 De-assert AC-Link Reset 
1 AC97 Codec in low-power mode 5 AC-Link Sync (RSYNCHD) 
0 AC97 Codec Ready Status............cccccscsscsesceeees RO O Release SYNC .......eeceecceesceeseeeeeeeeeseeeees default 
0 Codec Not Ready 1 Force SYNC High 
1 Codec Ready (AC97 ctrlr can access codec) 4 AC-Link Serial Data Out 
O Release SDO...... ee eeeesceeeseeceteeeeneeeeees default 


1 Force SDO High 
3 Variable-Sample-Rate On-Demand Mode 
(Os BY (cy: 10) (ope default 
1 Enable 
Bit valid in function 5 only (reserved in function 6) 
2 AC Link SGD Read Channel PCM Data Output 
QO Disable..............ccscescccsseeecceesesccescccteesseese default 
1 Enable 
Bit valid in function 5 only (reserved in function 6) 
1 AC Link FM Channel PCM Data Out (SELFM) 
O Disable... cece ceeccccessecesseececeesseeeeeenees default 
1 Enable 
Bit valid in function 5 only (reserved in function 6) 
0 ACLink SB PCM Data Output (SELSB) 
OQ Disable vsicccicscasiciesdasdinnihiaiweais default 
1 Enable 
Bit valid in function 5 only (reserved in function 6) 
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Offset 42 — Function Enable......................+ RW (Function 5 Offset 44 — MC97 Interface Control .......... RO (Function 5) 
Offset 42 — Function Enable .........ss:ssssssesee RO (Function 6 Offset 44 - MC97 Interface Control......... RW (Function 6) 
JT Reserved oeececcecceccsssescsssesceseceseesenee always reads 0 7 Function 5 AC-Link Interface Access 
6 MIDI PnP (Rev H) QO” Wisable ..:.ciccsccivsnecscccsccscsuesarstierteecernesette default 
0 MIDI Port Address Selected by Rx43[3-2]. def 1 Enable 
1 MIDI Port Address Selected by IOBase2 6 Secondary Codec Support 
5 Function 5 Config Reg Rx2C Writable (Rev H) Oo DiS able isco cicacteciseissocsstintecseesetedaaesceocsienes default 
QO FSRx2C-2F RO ou... cccccceesseeeenseeeees default 1 Enable 
1 FSRx2C-2F RW 5 Function 6 Config Reg Rx9-B Writable (Rev H) 
4 Gate SoundBlaster PCM When FIFO Empty O FORX9-B RO Qc ceecesecesesesesesesereeene default 
CO DY (ct:1 0) (en default 1 F6Rx9-B RW 
1 Enable 4 Function 6 Config Reg 2Ch Writable (Rev H) 
3 Game Port Enable (ENGAME) QO FO6RX2C-2F RO... cee cceccceesseee cesses default 
(OR DY (ct:1 0) (nn default 1 F6Rx2C-2F RW 
1 Enable (200-207h) 3-0 Reserved oo. eeeeeeeeeccsseeeeseeeeseees always reads 0 
2 FM Enable (ENFM) 
LO DD 0st 10) (<n default 


1 Enable (388-38B) 
1 MIDI Enable (ENMIDI) 


Offset 48 — FM NMI Control..............000e0+ RW (Function 5 


0 Disabl detail Offset 48 — FM NMI Control.............s.s0000 RO (Function 6 
ASADle xi ioress ei ieiiusiees Bata aes ASRS efault 
1 Enable 7-6 Reserved oo... ceeeeeeeeeeeeeeeeeeees always reads 0 
0 SoundBlaster Enable (ENSB) 5 Function 5 Config Reg Rx2C Writable (Rev H) 
GO), MD NGAB IS ois Sesaa aaa ticles default O  FSRK2C-2F RO. ssesessesessssssesessensnecserees default 
1 Enable 1 FS5Rx2C-2F RW 
4 Reserved. asec sien. always reads 0 
2 FM IRQ Select (FMIRQS) 
0 Route FM Trap interrupt to NMI........... default 
1 Route FM Trap interrupt to IRQ 
1 EFM SGD Data for SoundBlaster Mixing 
OF Disablescccicseassipn avi es default 
D0. TRO 5: anionticotiiocienendent giatenaaays default ahs 
01 IRQ7 0 FM Trap Interrupt (EN_FMI 
10 IRQ9 ORD 3) 6\-| 0) (nr default 


5-4 SoundBlaster DRQ Select (SBDRQS[1:0]) 
00 DMA Channel 0 
O01 DMA Channel 1.0... ccc ceceeeeeeeeeeees default 
10 DMA Channel 2 
11 DMA Channel 3 
3-2 MIDI Decode Select (MIDIBASE) 
00 300-303h 
01 310-313h 
10 320-323h 
1. 3302333 a chain cuisines default 
1-0 SoundBlaster Decode Select (SBBASE) 
(01 001 0029) 5) | default 
01 240-24Fh 
10 260-26Fh 
11 280-28Fh 


Revision 1.1 April 15, 1999 -103- Function 5 & 6 Registers - AC97 Audio & Modem Codecs 


Technologies, Ine. VT82C686A 


I/O Base 0 Registers -Audio/Modem Scatter/Gather DMA 
Read / Write through function 5, R/O through function 6. 


I/O Offset 0 — Audio SGD Read Channel Status ......... RWC 
7 SGD Active (0 = completed or terminated)........ RO 
©. SGD Paused vissssiscsccsscscassesscctecccssecsssssccncssassacessevaes RO 


5-4 Reserved once ceecsseeseeeceteeneeees always reads 0 
3. SGD Trigger Queued (will restart after EOL) ..RO 


2 SGD Stopped (write 1 to resume) ...............000 RWC 
TL SGD EOL out eeccscsscscceccsccnccncsscsncrsorsssnceees RWC 
O = SGD Flag car. eecscesscesesccssccsscssscsssesesseessecees RWC 
V/O Offset 1 - Audio SGD Read Channel Control..........RW 
T SGD Start wc ccccscssseeees WO (always reads 0) 
0 Noeffect 
1 Start SGD read channel operation 
6 SGD Terminate ............cccccccee WO (always reads 0) 
0 No effect 
1 Terminate SGD read channel operation 
5-4 Reserved __..... always reads 0, writing | not allowed 
3 SGD Pause 


0 Release SGD read channel pause and resume 
the transfer from the paused line 
1 Pause SGD read channel operation (SGD read 
channel pointer stays at the current address) 
2-0) Reserved on. eeeeceeceseeeeseeeneeseeeees always reads 0 


1V/O Offset 2 — Audio SGD Read Channel Type.............. RW 


7  Auto-Start SGD at EOL (1=Enable) ....... default = 0 


6 Reserved oon. ceeeeeeeeeseeeeeeeees always reads 0 
5 PCM 16-Bit Format 
O 8-Bit Format... ee eeeeeceeeeeeneeceeeeees default 
1 16-Bit Format 
4 PCM Stereo Format 
O Mono Format... ceeeceeesceeceeceseeeeneeeees default 
1 Stereo Format 
3-2 Interrupt Select 
00 Interrupt at PCI Read of Last Line......... default 
01 Interrupt at Last Sample Sent 
10 Interrupt at Less Than One Line to Send 
11 -reserved- 
1 ‘Interrupt on EOL @ End of Block (1=Ena)... def=0 
0 Interrupt on FLAG @ End-of-Blk (1=Ena) ... def=0 


I/O Offset 7-4 — Audio SGD R Ch Table Pointer Base... RW 


31-0 SGD Table Pointer Base Address (even addr).....W 
Current Pointer ACCress.............ssccccccccssssssseseseesees R 
I/O Offset F-C — Audio SGD R Ch Current Count......... RO 


31-24 Reserved ou... eseeereees always reads 0 
23-0 Current SGD Read Channel Count 


SGD Table Format 
63 62 61 60-56 55-32 31-0 
EOL FLAG STOP -reserved- Base Base 
Count Address 
[23:0] [31:0] 
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I/O Offset 10 — Audio SGD Write Channel Status.......... RO 
7 SGD Active (0 = completed or terminated)....... RO 
6 “SGD Pause sevisscecicsisctccsccccccascsicccssessscssvsessessssvees RO 


5-4 Reserved oo... eeeeceeeeseseeseeeeee always reads 0 
3. SGD Trigger Queued (will restart after EKOL)..RO 


2 SGD Stopped (write 1 to resume)................00 RWC 
1.  SGDEOL,. | sssssctsssssscccessnscssescesssscvsscavsssssoascesss RWC 
0 == SGD Flag .n..ssssscsccssccssscssecsssssosseossesssossenssones RWC 
I/O Offset 11 — Audio SGD Write Channel Control...... RW 
T SGD Start  .....ccccccccscsscssrcesees WO (always reads 0) 
O Noeffect 
1 Start SGD write channel operation 
6 SGD Terminate..............cccccceee WO (always reads 0) 
0 Noeffect 


1 Terminate SGD write channel operation 
5-4 Reserved _....always reads 0, writing 1 not allowed 
3 SGD Pause 
0 Release SGD write channel pause and resume 
the transfer from the paused line 
1 Pause SGD write channel operation (SGD 
write channel pointer stays at current address) 
2-0) Reserved oo... eeeeeeeeeeeeeees always reads 0 


I/O Offset 12 — Audio SGD Write Channel Type........... RW 


7  Auto-Start SGD at EOL (1=Enable)........ default = 0 


6 Reserved  ssicsiscivinsnssce nein: always reads 0 
5 PCM 16-Bit Format 
O 8-Bit Format ......... ccc ccccceeeesseeeeeeeee default 
1 16-Bit Format 
4 PCM Stereo Format 
QO Mono Format...........ccccccccccceessssseeeeeeeenes default 
1 Stereo Format 
3-2 Reserved on.eeeeeeeeceseescsseeeceeeeeeseens always reads 0 
1 Interrupt on EOL @ End of Block (1=Ena) ...def=0 
0 Interrupt on FLAG @ End-of-Blk (1=Ena)....def=0 


I/O Offset 17-14 — Audio SGD W Ch Table Pointer BaseRW 


31-0 SGD Table Pointer Base Address (even addr).... W 
Current Pointer ACLS ............scccccccsssssscssscesseees R 


1V/O Offset 1F-1C — Audio SGD W Ch Current Count... RO 


31-24 Reserved oi. ceceeeceeecsseereeeeeees always reads 0 
23-0 Current SGD Write Channel Count 


EOL _ End Of Link. 1 indicates this block is the last of the 
link. If the channel “Interrupt on EOL” bit is set, then 
an interrupt is generated at the end of the transfer. 

FLAG Block Flag. If set, transfer pauses at the end of this 
block. If the channel “Interrupt on FLAG” bit is set, 
then an interrupt is generated at the end of this block. 

STOP Block Stop. If set, transfer pauses at the end of this 
block. To resume the transfer, write 1 to Rx?0[2]. 
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Read / Write through function 5, R/O through function 6. 
The following set of registers is dedicated for FM: 


V/O Offset 20 - FM SGD Read Channel Status ........... RWC 
7 SGD Active (0 = completed or terminated)........ RO 
6 SGD Pause ...........sescssscsesecesesessecesesessssesssesnesseees RO 
5-4 Reserved oo... eeseeseeseeeseenees always reads 0 
3. SGD Trigger Queued (will restart after EOL)..RO 
2 SGD Stopped (write 1 to resume)................006 RWC 
1 SGD EOL wut eccccsscsccecescceccecescsecrsessssnceees RWC 
O- SGD Fag sesscesscassessecssessecsssessscsssasoassvnssosssessss RWC 
V/O Offset 21 - FM SGD Read Channel Control............RW 
T SGD Start secciccscsscsscccsacessseiee WO (always reads 0) 
0 Noeffect 
1 Start SGD read channel operation 
6 SGD Terminate ............cccccccee WO (always reads 0) 
0 Noeffect 
1 Terminate SGD read channel operation 
5-4 Reserved ..... always reads 0, writing | not allowed 
3 SGD Pause ou... esescsscsssssssssccsncscescssseesssenesscsserees RW 


0 Release SGD read channel pause and resume 
the transfer from the paused line 
1 Pause SGD read channel operation (SGD read 
channel pointer stays at the current address) 
2-0) Reserved oo... eeeeeeeeeeeees always reads 0 


I/O Offset 22 — FM SGD Read Channel Type ...........-0++ RW 


7  Auto-Start SGD at EOL (1=Enable) ....... default = 0 
6-4. Reserved) -fccenistenaneieieen: always reads 0 
3-2 Interrupt Select 

00 Interrupt at PCI Read of Last Line......... default 
01 Interrupt at Last Sample Sent 
10 Interrupt at Less Than One Line to Send 
11 -reserved- 
1 Interrupt on EOL @ End of Block 


QO) WDisablescdissivccs. cocoseiechenedvs che teeusteeeees ceed default 
1 Enable 
0 Interrupt on FLAG @ End-of-Blk 
10 DD 0st) (a e default 
1 Enable 
V/O Offset 27-24 - FM SGD Rd Ch Table Pointer Base RW 
31-0 SGD Table Pointer Base Address (even addr).....W 
Current Pointer ACress.............sccsssccssssrceessceceses R 


1/O Offset 2F-2C — FM SGD Rd Chan Current Count...RO 


31-24 Reserved on. eececeeccsseereeeeeneeeees always reads 0 
23-0 Current SGD FM Read Channel Count 
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Read / Write through function 6, R/O through function 5. 


I/O Offset 40 — Modem SGD Read Channel Status..... RWC 
7 SGD Active (0 = completed or terminated)........ RO 
6 =~ SGD Pause cccesccssissisessssosstvessesscssesvicssossosecssssisvesee RO 


5-4 Reserved on. ee eceeceseeseeeeeseeeeees always reads 0 
3. SGD Trigger Queued (will restart after EOL) ..RO 


2 SGD Stopped (write 1 to resume)...............000 RWC 
TL SGD EOL wii sccsscsesescsnsesesscessrsersssnenees RWC 
OO SGD Flag cesssasccssscasossscssceasessccerssssensousssessenses RWC 
V/O Offset 41 - ModemSGD Read Channel Control...... RW 
T SGD Start  .ir.....ccscccsccsseseees WO (always reads 0) 
0 Noeffect 
1 Start SGD read channel operation 
6 SGD Terminate .................00 WO (always reads 0) 
0 Noeffect 
1 Terminate SGD read channel operation 
5-4 Test (Do Not Program)...........0....00.. always write 0 
3 SGD Pause o....cccescscccsssssssscecnsesescsessesssesessesnenees RW 


0 Release SGD read channel pause and resume 
the transfer from the paused line 
1 Pause SGD read channel operation (SGD read 
channel pointer stays at the current address) 
2-0) Reserved oi.cieeceeceseeeeeseeseeeeeneees always reads 0 


I/O Offset 42 — Modem SGD Read Channel Type.......... RW 


7  Auto-Start SGD at EOL (1=Enable) ....... default = 0 


6-4 Reserved ov. .ececeeceseceseeseeeceseeeeees always reads 0 
3-2 Interrupt Select 
00 Interrupt at PCI Read of Last Line......... default 
01 Interrupt at Last Sample Sent 
10 Interrupt at Less Than One Line to Send 
11 -reserved- 
1 Interrupt on EOL @ End of Block 


10 BD 0st 10) (ee default 
1 Enable 
0 Interrupt on FLAG @ End-of-Blk 
Oo WiSable -csccseveteecesccscecesctsnceseeedceedecoteeceeded default 
1 Enable 
V/O Offset 47-44 - Modem SGD R Ch Table Ptr Base...RW 
31-0 SGD Table Pointer Base Address (even addr).....W 
Current Pointer ACCress.............ssccccccccsssssssersseesees R 


I/O Offset 4F-4C — Modem SGD R Ch Current Count ..RO 


31-24 Reserved ou... eeeeeeseereees always reads 0 
23-0 Current SGD Read Channel Count 


SGD Table Format 
63 62 61 60-56 55-32 31-0 
EOL FLAG STOP. -reserved- Base Base 
Count Address 
[23:0] [31:0] 
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I/O Offset 50 — ModemSGD Write Channel Status........ RO 
7 SGD Active (0 = completed or terminated)....... RO 
6 SGD: Pause sesscccccscesccssiscicesssscssescdssesoscevecesvsessecons RO 


5-4 “Reserved. © ciinai.diadsenwigacant: always reads 0 
3. SGD Trigger Queued (will restart after EOL)..RO 


2 SGD Stopped (write 1 to resume)...............000 RWC 
TL SGD EOL wii ecscssseseencscerssenessesssenerseees RWC 
O “SGD Bag  sicdicccossserssarscsscescerscerssavosnvasscesscese RWC 
V/O Offset 51 - Modem SGD Write Channel Control ... RW 
T SGD Start  arscccccrccoccsssscscascoese WO (always reads 0) 
0 Noeffect 
1 Start SGD write channel operation 
6 SGD Terminate.................0000 WO (always reads 0) 
0 No effect 
1 Terminate SGD write channel operation 
5-4 Test (Do Not Program)..................... always write 0 
3 SGD Pause ou... .sesssssssssssesssssrsessessesessessesesserees RW 


0 Release SGD write channel pause and resume 
the transfer from the paused line 
1 Pause SGD write channel operation (SGD 
write channel pointer stays at current address) 
2-0) Reserved oi.ceceeecececsseeeeeseereeeees always reads 0 


I/O Offset 52 — Modem SGD Write Channel Type........ RW 


7  Auto-Start SGD at EOL (1=Enable)........ default = 0 


6-2 Reserved oo.n.esceesesseeseseseneseeeeseneees always reads 0 
1 Interrupt on EOL @ End of Block (1=Ena) ...def=0 
0 Interrupt on FLAG @ End-of-Blk (1=Ena)....def=0 


I/O Offset 57-54 — Modem SGD W Ch Table Ptr Base . RW 


31-0 SGD Table Pointer Base Address (even addr).... W 
Current Pointer ACLS ............scccccccsssssscscscesseees R 


I/O Offset 5F-5C — Modem SGD W Ch Current Count. RO 


31-24 Reserved occ eeceeeceeeecsteereeeeeeees always reads 0 
23-0 Current SGD Write Channel Count 


EOL _ End Of Link. 1 indicates this block is the last of the 
link. If the channel “Interrupt on EOL” bit is set, then 
an interrupt is generated at the end of the transfer. 

FLAG Block Flag. If set, transfer pauses at the end of this 
block. If the channel “Interrupt on FLAG” bit is set, 
then an interrupt is generated at the end of this block. 

STOP Block Stop. If set, transfer pauses at the end of this 
block. To resume the transfer, write 1 to Rx?0[2]. 
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The audio / modem interface is compliant with AC97. Refer 
to the AC97 specification and AC97 Codec data sheets for 
further details. 


Read / Write through both functions 5 and 6. 


Offset 83-80 — AC97 Controller Command / Status....... RW 
Read / Write through both functions 5 and 6. 
31-30 COdEGED. ciccscticchciisticcreis eet ivthsenriics RW 


00 Select Primary Codec 
O01 Select Secondary Codec 
1x -reserved- 


29-28 Reserved ou... ceeceecssessesseeseeeeeeees always reads 0 
27 Secondary Codec Data / Status / Index Valid .RWC 
0 Not Valid 
1 Valid (OK to Read bits 0-23) 
26 Reserved oo..eeeceeeeeeeeeseeeneeeees always reads 0 
25 Primary Codec Data / Status / Index Valid.....RWC 
0 Not Valid 
1 Valid (OK to Read bits 0-23) 
24 AC97 Controller Busy ..............00 cee eee RO 
0 Primary Codec is ready for a register access 
command 


1 AC97 Controller is sending a command to the 
primary codec (commands are not accepted) 
23 Codec Command Register Write Mode ............ RW 
0 Select Codec command register write mode 
1 Select Codec command register read mode 
22-16 Codec Command Register Index [7:1] .............. RW 
Index of the AC97 codec command register to access 
(in the attached codec). Data must be written before 
or at the same time as Index as writing to the index 
triggers the AC97 controller to access the addressed 
codec register over the AC-link interface. 
15-0 Codec Command Register Data / Status........... RW 
W Codec Command Register Data 
R_ Codec Status Register Data 
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Offset 87-84 — SGD Status Shadow ...........scssssessesessevees RO 
Read / Only through both functions 5 and 6. 


31-30 Reserved ou... ccceceeeeseeeceteereeeeeees always reads 0 
29 Modem Write Chan SGD Active Shadow(Rx50[7]) 
28 Modem Read Chan SGD Active Shadow (Rx40[7]) 

27-26 Reserved ou...cceececeecceseeeceteeeeeeeeees always reads 0 
25 Modem Write Chan SGD STOP Shadow (Rx50[2]) 
24 Modem Read Chan SGD STOP Shadow. (Rx40[2]) 


23-22 RESERVED.  sssepsesesiseescvessatsusens cevicereete always reads 0 
21 Modem Write Chan SGD EOL Shadow..(Rx50[1]) 
20 Modem Read Chan SGD EOL Shadow... (Rx40[1]) 

19-18 Reserved oiceeecceeeseeceteereeeees always reads 0 
17 Modem Write Chan SGD FLAG Shadow(Rx50[0]) 
16 Modem Read Chan SGD FLAG Shadow (Rx40[0]) 


15. Reserved. a.cisscceieta seinen always reads 0 
14. FM Channel SGD Active Shadow............ (Rx20[7]) 
13. Audio Write Chan SGD Active Shadow..(Rx10[7]) 
12 Audio Read Chan SGD Active Shadow... (Rx00[7]) 
TE RESEVVER. oiicccciccccisncesiscceseresvenceesesens always reads 0 
10 EFM Channel SGD STOP Shadow............. (Rx20[2]) 
9 Audio Write Chan SGD STOP Shadow ..(Rx10[2]) 
8 Audio Read Chan SGD STOP Shadow ...(Rx00[2]) 


JT —ROESCFVEd an scccccsiccicciccececacossctcsencovnese always reads 0 
6 FM Channel SGD EOL Shadow............... (Rx20[1]) 
5 Audio Write Chan SGD EOL Shadow... (Rx10[1]) 
4 Audio Read Chan SGD EOL Shadow ..... (Rx00[1]) 
3 Reserved ann... eeseseseecesesecseeeseeceneeees always reads 0 
2 EFM Channel SGD FLAG Shadow............ (Rx20[0]) 
1 Audio Write Chan SGD FLAG Shadow.. (Rx10[0]) 
0 Audio Read Chan SGD FLAG Shadow... (Rx00[0]) 


Read / Only through function 5 and Read / Write through 
function 6: 


Offset 8B-88 — Codec GPI Interrupt Status /GPIO ... RWC 


31-16 GPI Interrupt Status... eee eeeeteees RWC 
R_  GPI[15-0] Interrupt Status 
W 1 toclear 

15-0 Codec GRIO 1.00... ceececcsccesscsessecesseessnecessessanessenes RW 


R_ Reflect status of Codec GPI[15-0] 
W_ Triggers AC-Link slot-12 output to codec 


Offset 8F-8C — Codec GPI Interrupt Enable ...............+ RW 


31-16 Interrupt on GPI[15-0] Change of Status.......... RW 
0 Disable 
1 Enable 

V5-0 RESErved cssissscesssecssesssssssesedsceveseneese always reads 0 
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I/O Base 1 Registers —-Audio FM NMI Status Registers I/O Base 2 Registers -MIDI / Game Port (Rev H) 
These registers are accessable through function 5 only. 


V/O Offset 0 — FM NMI Status «.....rssserrseerreessersereree RO —— 1/O Offset 1-0 — MIDI Base.....srssseccsssecessserssseesssseecssseesseee RW 
T=. RESOrVd  secescesasessinscsscesesebectssccsitesss always reads 0 15-0 MIDI Port Base Address.................. default = 0330h 
1-0 FM NMIStatus This register is functional only if Rx42[6] = 1 

00 Undefined 
01 OPL3 Bank O V/O Offset 3-2 — Game Port Base ..........s.sssessssesseeseseeres RW 
10 OPL3 Bank 1 15-0 Game Port Base Address ................. default = 0200h 


11 Undefined 


TV/O Offset 1 — FM NMI Data.............ccccccssssssssssssersscssssesees RO 


7-0 FM NMI Data 
This register allows readback of the data written to 
the FM data port 


V/O Offset 2 — FM NMI Index ..............ccccssssssscssssesserscesees RO 


7-0 FM NMI Index 
This register allows readback of the data written to 
the FM index port 
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FUNCTIONAL DESCRIPTIONS 


Power Management 


Power Management Subsystem Overview 


The power management function of the VT82C686A is 
indicated in the following block diagram: 


GP1 


(Device —- -SMI Events 


— -SCI/SMI Events 
- Wake-up Events 


Idle) 
Timer 


Primary : 
Events 

GPO 
(Global 


Standby) pao 
Timer i | 


PWRBTN# User 
SLPBTN# >—|: Interface 
Bus 
Master 


Hardware 


Monitoring 
LID 


USB resume 


> 
> 
> 
Rif > 
> 
GPIO > 


PM Timer 


- Legacy Only Event Logic 

- ACPI / Legacy Event Logic 

- ACPI / Legacy Generic Control Features 
- ACPI / Legacy Fixed Control Features 

- ACPI Only Event Logic 


Figure 6. Power Management Subsystem Block Diagram 


Refer to ACPI Specification v1.0 and APM specification v1.2 
for additional information. 
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Processor Bus States 


The VT82C686A supports the complete set of CO to C3 
processor states as specified in the Advanced Configuration 
and Power Interface (ACPI) specification (and defined in 
ACPI I/O space Registers 10-15): 


CO: Normal Operation 

Cl: CPU Halt (controlled by software). 

C2: Stop Clock. Entered when the P_LVL2 register is 
read. The STPCLK# signal is asserted to put the 
processor in the Stop Grant State. The CPUSTP# 
signal is not asserted so that host clocks remain 
running. To exit this state, the chip negates 
STPCLK#. 

C3: Suspend. Entered when the P_LVL3 register is read. 
In addition to STPCLK# assertion as in the C2 state, 
the SUSST1# (suspend status 1) signal is asserted to 
tell the north bridge to switch to “Suspend DRAM 
Refresh” mode based on the 32KHz suspend clock 
(SUSCLK) provided by the VT82C686A. If the 
HOST_STP bit is enabled, then CPUSTP# is also 
asserted to stop clock generation and put the CPU 
into Stop Clock State. To exit this state, the chip 
negates CPUSTP# and allows time for the processor 
PLL to lock. Then the SUSST1# and STPCLK# 
signals are negated to resume to normal operation. 


During normal operation, two mechanisms are provided to 
modulate CPU execution and control power consumption by 
throttling the duty cycle of STPCLK#: 


a. Setting the THT_EN bit to 1, the duty cycle 
defined in THT_DTY (IO space Rx10) is used. 

b. THRM# pin assertion enables automatic clock 
throttling with duty cycle pre-configured in 
THM_DTY (PCI configuration Rx4C). 


Functional Descriptions 
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System Suspend States and Power Plane Control 

There are three power planes inside the VT82C686A. The 
first power plane (VCCS) is always on unless turned off by the 
mechanical switch. The second power plane (VCC) is 
controlled by chip output SUSC# (also called “PSON”). The 
third plane (VCCRTC) is powered by the combination of the 
VCCS and the external battery (VBAT) for the integrated real 
time clock. Most of the circuitry inside the VT82C686A is 
powered by VCC. The amount of logic powered by VCCS is 
very small; its main function is to control the supply of VCC 
and other power planes. VCCRTC is always on unless both the 
mechanical switch and VBAT are removed. 


The VT82C686A supports multiple system suspend states by 
configuring the SLP_TYP field of ACPI I/O space register 
Rx4-5: 


a) POS (Power On Suspend): Most devices in the 
system remain powered. The host bus is put into an 
equivalent of the C3 state. In particular, the CPU is 
put into the Stop Grant State or Stop Clock State 
depending on the setting of the HOST_STP bit. 
SUSST 1# is asserted to tell the north bridge to switch 
to “Suspend DRAM Refresh” mode based on the 
32KHz SUSCLK provided by the VT82C686A. As 
to the PCI bus, setting the PCLK_RUN bit to 0 
enables the CLKRUN protocol defined in the PCI 
Mobile Design Guide. That is, the PCKRUN# pin 
will be de-activated after the PCI bus is idle for 26 
clocks. Any PCI bus masters including the north 
bridge may resume PCI clock operation by pulling 
the PCKRUN# pin low. During the PCKRUN# de- 
activation period, the PCISTP# pin may be activated 
to disable the output of the PCI clock generator if the 
PCI_STP bit is enabled. When the system resumes 
from POS, the VT82C686A can optionally resume 
without resetting the system, can reset the processor 
only, or can reset the entire system. When no reset is 
performed, the chip only needs to wait for the clock 
synthesizer and processor PLL to lock before the 
system is resumed, which typically takes 20ms. 

b) STR (Suspend to RAM): Power is removed from 
most of the system except the system DRAM. Power 
is supplied to the suspend refresh logic in the north 
bridge (VTT of VT82C598) and the suspend logic of 
the VT82C686A (VCCS). The VT82C686A 
provides a 32KHz suspend clock to the north bridge 
for it to use to continue DRAM refresh. 

c) STD (Suspend to Disk, also called Soft-off): Power 
is removed from most of the system except the 
suspend logic of VT82C686A (VCCS). 

d) Mechanical Off: This is not a suspend state. All 
power in the system is removed except the RTC 
battery. 


The suspend state is entered by setting the SLP_EN bit to 1. 
Three power plane control signals (SUSA#, SUSB# and 
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SUSC#) are provided to turn off more system power planes as 
the system moves to deeper power-down states, i.e., from 
normal operation to POS (only SUSA# asserted), to STR (both 
SUSA# and SUSB# asserted), and to STD (all three SUS# 
signals asserted). In particular, the assertion of SUSC# can be 
used to turn off the VCC supply to the VT82C686A. 


One additional suspend status indicator (SUSST1#) is 
provided to inform the north bridge and the rest of the system 
of the processor and system suspend states. SUSST1# is 
asserted when the system enters the suspend state or the 
processor enters the C3 state. SUSST1# is connected to the 
north bridge to switch between normal and suspend-DRAM- 
refresh modes. 


General Purpose I/O Ports 


As ACPI compliant hardware, the VT82C686A_ includes 
PWRBTN#, SLPBTN#, and RI# pins to implement power 
button, sleep button, and ring indicator functionality, 
respectively. Furthermore, the VT82C686A_ offers many 
general-purpose I/O ports with the following capabilities: 


+ P?C/SMB Support 
¢ Thermal Detect 
¢ Notebook Lid Open/Close Detect 
¢ Battery Low Detect 
¢ Twelve General Purpose Input Ports (multiplexed with 
other functions). 
¢ Nineteen General Purpose Output Ports (1 dedicated 
and 18 multiplexed with other functions) 
¢ Four General Purpose Input / Output Ports 
(multiplexed with other functions) 
In addition, the VT82C686A provides an external dedicated 
SMI pin (EXTSMI#). The external SMI input can be 
programmed to trigger an SCI or SMI at both the rising and 
falling edges of the corresponding input signal. Software can 
check the status of the input pin and take appropriate actions. 


Functional Descriptions 
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Power Management Events 
Three types of power management events are supported: 


1) ACPI-required Fixed Events defined in the PMla_STS 
and PM1a_EN registers. These events can trigger either 
SCI or SMI depending on the SCI_EN bit: 


¢ PWRBTN# Triggering 

¢ RTC Alarm 

¢ Sleep Button 

¢ ACPI Power Management Timer Carry (always SCI) 
¢ BIOS Release (always SCI) 


2) ACPI-aware General Purpose Function Events defined 
in the GP_STS and GP_SCI_LEN, and GP_SMI_EN 
registers. These events can trigger either SCI or SMI 
depending on the setting of individual SMI and SCI 
enable bits: 


e External SMI triggering 

¢ USB Resume 

e Ring Indicator (RI#) 

¢ Battery Low Detect (BATLOW#) 

¢ Notebook Lid Open/Close Detect (LID) 
¢ Thermal Detect (THRM#) 


SMIACT# 


3D 
Graphics 
Controller 


GCKRUN# 


or 


VT82C693 
(Apollo ProPlus) 


SUSCLK, 
SUSST1# 


VT82C686A 
Super South 


PCKRUN# 


US 
Keyboard / Mouse 


Host CPU 


ed, 


a 


VT82C598 
(Apollo MVP3) | 


3) Generic Global Events defined in the GBL_STS and 
GBL_EN registers. These registers are mainly used for 
SMI: 


¢ PCI Bus Clock Run Resume 
¢ Primary Interrupt Occurance 
¢ GPO and GP1 Timer Time Out 
¢ Secondary Event Timer Time Out 
¢ Occurrence of Primary Events 
(defined in register PACT_STS and PACT_EN) 
¢ Legacy USB accesses (keyboard and mouse) 
- Software SMI 


System and Processor Resume Events 

Depending on the system suspend state, different features can 
be enabled to resume the system. There are two classes of 
resume events: 


a) VCCS-based events. Event logic resides in the 
VCCS plane and thus can resume the system from 
any suspend state. Such events include PWRBTN#, 
RI#, BATLOW#, LID, SMBus resume event, RTC 
alarm, EXTSMI#, and GP! (EXTSMI1#). 
VCC-Based Events. Event logic resides in the VCC 
plane and thus can only resume the system from the 
POS state. Such events include the ACPI PM timer, 
USB resume, and EXTSMIn#. 


b) 
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Figure 7. System Block Diagram Using the VT82C686A Super South Bridge 
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Legacy Power Management Timers 


In addition to the ACPI power management timer, the 
VT82C686A includes the following four legacy power 
management timers: 


GPO Timer: general purpose timer with primary event 


GP1 Timer: general purpose timer with peripheral event 
reload 


Secondary Event Timer: to monitor secondary events 
Conserve Mode Timer: Hardware-controlled return to 
standby 


The normal sequence of operations for a general purpose timer 
(GPO or GP1) is to 


1) First program the time base and timer value of the initial 
count (register GP_TIM_CNT). 

2) Then activate counting by setting the GPO_START or 
GP1_START bit to one: the timer will start with the 
initial count and count down towards 0. 


3) When the timer counts down to zero, an SMI will be 
generated if enabled (GPOTO_EN and GP1TO_EN in the 
GBL_EN register) with status recorded (GPOTO_STS and 
GP1TO_STS in the GBL_STS register). 

4) Each timer can also be programmed to reload the initial 
count and restart counting automatically after counting 
down to 0. This feature is not used in standard VIA 
BIOS. 


The GPO and GPI timers can be used just as the general 
purpose timers described above. However, they can also be 
programmed to reload the initial count by system primary 
events or peripheral events thus used as primary event (global 
standby) timer and peripheral timer, respectively. The 
secondary event timer is solely used to monitor secondary 
events. 


System Primary and Secondary Events 


Primary system events are distinguished in the PRI_ACT_STS 
and PRI_ACT_EN registers: 


Bit Event Trigger 

7 Keyboard Access I/O port 60h 

6 Serial Port Access ‘I/O ports 3F8h-3FFh, 2F8h-2FFh, 

3E8h-3EFh, or 2E8h-2EFh 

5 Parallel Port Access I/O ports 378h-37Fh or 278h-27Fh 
4 Video Access I/O ports 3BOh-3DFh or memory 
A/B segments 
1/O ports 1FOh-1F7h, 170h-177h, 
or 3F5h 


3 IDE/Floppy Access 


2 Reserved 
Primary Interrupts 


—y 


Each channel of the interrupt 
controller can be programmed to 
be a primary or _ secondary 
interrupt 

0 ISA Master/DMA Activity 
Each category can be enabled as a primary event by setting the 
corresponding bit of the PRI_ACT_EN register to 1. If 
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enabled, the occurrence of the primary event reloads the GPO 
timer if the PACT_GPO_EN bit is also set to 1. The cause of 
the timer reload is recorded in the corresponding bit of 
PRI_ACT_STS register while the timer is reloaded. If no 
enabled primary event occurs during the count down, the GPO 
timer will time out (count down to 0) and the system can be 
programmed (setting the GPOTO_EN bit in the GBL_EN 
register to one) to trigger an SMI to switch the system to a 
power down mode. 


The VT82C686A distinguishes two kinds of interrupt requests 
as far as power management is concerned: the primary and 
secondary interrupts. Like other primary events, the 
occurrence of a primary interrupt demands that the system be 
restored to full processing capability. Secondary interrupts, 
however, are typically used for housekeeping tasks in the 
background unnoticeable to the user. The VT82C686A allows 
each channel of interrupt request to be declared as either 
primary, secondary, or ignorable in the PIRQ CH and 
SIRQ_CH registers. Secondary interrupts are the only system 
secondary events defined in the VT82C686A. 


Like primary events, primary interrupts can be made to reload 
the GPO timer by setting the PIRQ EN bit to 1. Secondary 
interrupts do not reload the GPO timer. Therefore the GPO 
timer will time out and the SMI routine can put the system into 
power down mode if no events other than secondary interrupts 
are happening periodically in the background. 


Primary events can be programmed to trigger an SMI (setting 
of the PACT_EN bit). Typically, this SMI triggering is turned 
off during normal system operation to avoid degrading system 
performance. Triggering is turned on by the SMI routine 
before entering the power down mode so that the system may 
be returned to normal operation at the occurrence of primary 
events. At the same time, the GPO timer is reloaded and the 
count down process is restarted. 


Peripheral Events 

Primary and secondary events define system events in general 
and the response is typically expressed in terms of system 
events. Individual peripheral events can also be monitored by 
the VT82C686A through the GP1 timer. The following four 
categories of peripheral events are distinguished (via register 
GP_RLD_EN): 


Bit-7 Keyboard Access 

Bit-6 Serial Port Access 

Bit-4 Video Access 

Bit-3 IDE/Floppy Access 
The four categories are subsets of the primary events as 
defined in PRI_ACT_EN and the occurrence of these events 
can be checked through a common register PRI_LACT_STS. 
As a peripheral timer, GP1 can be used to monitor one (or 
more than one) of the above four device types by programming 
the corresponding bit to one and the other bits to zero. Time 
out of the GP1 timer indicates no activity of the corresponding 
device type and appropriate action can be taken as a result. 
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Absolute Maximum Ratings 
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Input voltage (3.3V only inputs) -0.5 Vec + 0.3 Volts | FERR#, USBCLK, PWRBTN#, 
EXTSMI#, BATLOW#, FAN1, 
FAN2, SMBCLK, SMBDATA 
Input voltage (5V tolerant inputs) All other inputs 


Note: Stress above the conditions listed may cause permanent damage to the device. Functional 
operation of this device should be restricted to the conditions described under operating 
conditions. 


DC Characteristics 


Ta -0-70°C, VREF=) V +5%, Vec= Vecs= VeccH= Vecy=3.3V +0.3V, Vepat=3.3V +0.3/-1.3V, GND=0V 
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PACKAGE MECHANICAL SPECIFICATIONS 


Y = Date Code Year 


W = Date Code Week 


V_ =Chip Version ae 


R =Revision Code 
L =Lot Code 
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Figure 8. Mechanical Specifications — 352 Pin Ball Grid Array Package 
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